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SECTION I : INVITATION TO TENDER -9th February, 2021 
 

REPUBLIC OF KENYA  

 

  

  

  

MINISTRY OF TRANSPORT, INFRSTRUCTURE, HOUSING, 

URBAN DEVELOPMENT AND PUBLIC WORKS  

 

STATE DEPARTMENT OF PUBLIC WORKS  
 

TENDER NO.: SDPW/SB/018/2020-2021 

 

TENDER NAME: SUPPLY OF WATER BOWSERS, 

BITUMEN DISTRIBUTORS, EXHAUSTERS AND FUEL 

TANKERS, AS AND WHEN REQUIRED, FOR TWO 

YEARS  

 
  
1.0 The Principal Secretary, Ministry of Transport, Infrastructure, Housing, 

Urban Development and Public Works, State Department of Public Works 

invites sealed bids from eligible candidates under framework agreements for 

Supply of WATER BOWSERS, BITUMEN DISTRIBUTORS, EXHAUSTERS 

AND FUEL TANKERS to Government Ministries/Departments, County 

Governments, Parastatals and Semi-Autonomous Government Agencies for the 

period of two (2) years. 

1.1 Interested eligible candidates may obtain further information from the Supplies 

Branch Website, www.suppliesbranch.go.ke and inspect the tender documents at 

the Procurement Office on 2nd floor, Supplies Branch, Likoni Road, Industrial Area, 

Nairobi during normal working hours. 

 

1.2 A complete set of tender documents may be obtained by interested candidates upon 

payment of non-refundable fees of 1,000 (One Thousand Only) in cash or Bankers 

cheque payable to The Officer-in-Charge, Supplies Branch, Likoni Road, Industrial 

Area, P. O. Box 30071-01300, Nairobi or downloaded free of charge from the 

Departmentôs website, www.suppliesbranch.go.ke.  

 

1.3 Completed tender documents are to be submitted in an enclosed plain and sealed 

envelopes marked with tender reference number and be deposited in the Tender 

Box at Supplies Branch, Likoni Road, Industrial Area, Nairobi at the reception area 

or be addressed to  

The Officer in Charge, 

Supplies Branch,  

Likoni Road, Industrial Area, 

http://www.suppliesbranch.go.ke/
http://www.suppliesbranch.go.ke/
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  P. O. Box 30071, Nairobi  

 

so as to be received on or before 24th February, 2021 AT 10.00 a.m. 

 

1.4 Amount of tender security shall be of Kshs. 1,000,000.00. in the form of bankerôs 

cheque to the Head- Supplies Branch or a guarantee issued by a reputable bank. The 

tender security shall remain valid for 150days after the date of opening. 

1.5 Prices quoted should be net inclusive of all taxes, delivery costs and must be 

expressed in Kenya Shillings and shall remain valid for one Hundred and Twenty 

(120) days from the closing/opening date of the tender 

 

1.6 Tenders will be opened immediately thereafter in the presence of the Candidates or 

their representatives who choose to attend at Supplies Branch, Likoni Road, 

Industrial Area, Nairobi  

 

1.7 Tenderers are adviced to visit Supplies Branch website from time to time for any 

updates. All candidates whose applications will have been received before the closing 

date and time will be advised in due course, of the results of their applications.  
 

HEAD/ SUPPLIES BRANCH 

FOR: PRINCIPAL SECRETARY    
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SECTION II  - INSTRUCTIONS TO TENDERERS 

 

2.1 Eligible Tenderers 

 

2.1.1 This Invitation for Tenders is open to all tenderers eligible as described 

in the Invitation to Tender. Successful tenderers shall complete the 

supply of goods by the intended completion date specified in the 

Schedule of Requirements Section VI. 

 

2.1.2 The procuring entityôs employees, committee members, board 

members and their relative (spouse and children) are not eligible to 

participate in the tender. 

 

2.1.3 Tenderers shall provide the qualification information statement that the 

tenderer (including all members of a joint venture and subcontractors) 

is not associated, or have been associated in the past, directly or 

indirectly, with a firm or any of its affiliates which have been engaged 

by the Procuring entity to provide consulting services for the 

preparation of the design, specifications, and other documents to be 

used for the procurement of the goods under this Invitation for tenders. 

 

2.1.4 Tenderers shall not be under a declaration of ineligibility for corrupt 

and fraudulent practices. 

 

2.2 Eligible Goods 

 

2.2.1 All goods to be supplied under the contract shall have their origin in 

eligible source countries. 

 

2.2.2 For purposes of this clause, ñoriginò means the place where the goods 
are mined, grown, or produced.  Goods are produced when, through 

manufacturing, processing, or substantial and major assembly of 

components, a commercially-recognized product results that is 

substantially different in basic characteristics or in purpose or utility 

from its components  

 

2.2.3 The origin of goods is distinct from the nationality of the tenderer. 
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2.3 Cost of Tendering 

 

2.3.1 The Tenderer shall bear all costs associated with the preparation and 

submission of its tender, and the procuring entity, will in no case be 

responsible or liable for those costs, regardless of the conduct or 

outcome of the tendering process. 

 

2.3.2 The price to be charged for the tender document shall not exceed 

Kshs.1,000/= 

 

2.3.3 All firms found capable of performing the contract satisfactorily in 

accordance with the set prequalification criteria shall be prequalified. 

 

2.4. The Tender Document 

 

2.4.1 The tender document comprises the documents listed below and 

addenda issued in accordance with clause 2.6 of these instructions to 

Tenderers 

(i) Invitation to Tender 

(ii)  Instructions to tenderers 

(iii)  General Conditions of Contract 

(iv) Special Conditions of Contract 

(v) Schedule of requirements 

(vi) Technical Specifications 

(vii)  Tender Form and Price Schedules 

(viii)  Tender Security Form 

(ix) Contract Form 

(x) Performance Security Form 

(xi) Bank Guarantee for Advance Payment Form 

(xii)  Manufacturerôs Authorization Form 

(xiii)  Confidential Business Questionnaire  

 

2.4.2 The Tenderer is expected to examine all instructions, forms, terms, and 

specifications in the tender documents.  Failure to furnish all 

information required by the tender documents or to submit a tender not 

substantially responsive to the tender documents in every respect will 

be at the tenderers risk and may result in the rejection of its tender. 

 

2.5 Clarification of Documents 

 

2.5.1 A prospective tenderer requiring any clarification of the tender 

document may notify the Procuring entity in writing or by post at the 
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entityôs address indicated in the Invitation to Tender.  The Procuring 

entity will respond in writing to any request for clarification of the 

tender documents, which it receives not later than seven (7) days 

prior to the deadline for the submission of tenders, prescribed by the 

procuring entity.  Written copies of the Procuring entities response 

(including an explanation of the query but without identifying the 

source of inquiry) will be sent to all prospective tenderers that have 

received the tender document. 

 

2.5.2 The procuring entity shall reply to any clarifications sought by the 

tenderer within 3 days of receiving the request to enable the tenderer to 

make timely submission of its tender. 

 

2.6 Amendment of Documents 

 

2.6.1 At any time prior to the deadline for submission of tenders, the 

Procuring entity, for any reason, whether at its own initiative or in 

response to a clarification requested by a prospective tenderer, may 

modify the tender documents by amendment. 

 

2.6.2 All prospective candidates that have received the tender documents will 

be notified of the amendment in writing or by post and will be binding 

on them. 

 

2.6.3 In order to allow prospective tenderers reasonable time in which to take 

the amendment into account in preparing their tenders, the Procuring 

entity, at its discretion, may extend the deadline for the submission of 

tenders. 

 

2.7 Language of Tender 

 

2.7.1 The tender prepared by the tenderer, as well as all correspondence and 

documents relating to the tender exchange by the tenderer and the 

Procuring entity, shall be written in English language, provided that any 

printed literature furnished by the tenderer may be written in another 

language provided they are accompanied by an accurate English 

translation of the relevant passages in which case, for purposes of 

interpretation of the tender, the English translation shall govern. 
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2.8 Documents Comprising of Tender 

 

2.8.1 The tender prepared by the tenderers shall comprise the following 

components 

(a) a Tender Form and a Price Schedule completed in 

accordance with paragraph 2.9, 2.10 and 2.11 below 

(b) documentary evidence established in accordance with 

paragraph 2.1 that the tenderer is eligible to tender and is 

qualified to perform the contract if its tender is accepted; 

(c) documentary evidence established in accordance with 

paragraph 2.2 that the goods and ancillary services to be 

supplied by the tenderer are eligible goods and services 

and conform to the tender documents; and 

(d) tender security furnished in accordance with paragraph 

2.14 

 

2.9 Tender Forms 

 

2.9.1 The tenderer shall complete the Tender Form and the appropriate Price 

Schedule furnished in the tender documents, indicating the goods to be 

supplied, a brief description of the goods, their country of origin, 

quantity, and prices. 

 

2.10 Tender Prices 

 

2.10.1 The tenderer shall indicate on the appropriate Price Schedule the unit 

prices and total tender price of the goods it proposes to supply under 

the contract 

 

2.10.2 Prices indicated on the Price Schedule shall include all costs including 

taxes, insurances and delivery to the premises of the entity. 

 

2.10.3 Prices quoted by the tenderer shall be fixed during the Tenderôs 

performance of the contract and not subject to variation on any 

account. A tender submitted with an adjustable price quotation will be 

treated as non-responsive and will be rejected, pursuant to paragraph 

2.22 

 

2.10.4 The validity period of the tender shall be 120 days from the date of 

opening of the tender. 
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2.11 Tender Currencies 

 

2.11.1 Prices shall be quoted in Kenya Shillings unless otherwise specified in 

the Appendix to Instructions to Tenderers. 

 

2.12 Tenderers Eligibility and Qualifications 

 

2.12.1Pursuant to paragraph 2.1. the tenderer shall furnish, as part of its  

tender, documents establishing the tenderers eligibility to tender and  

its qualifications to perform the contract if its tender is accepted. 

 

2.12.2The documentary evidence of the tenderers eligibility to tender shall 

establish to the Procuring entityôs satisfaction that the tenderer, at the 

time of submission of its tender, is from an eligible source country as 

defined under paragraph 2.1 

 

2.12.3The documentary evidence of the tenderers qualifications to perform 

the contract if its tender is accepted shall be established to the Procuring 

entityôs satisfaction; 

 

(a) that, in the case of a tenderer offering to supply goods under the 

contract which the tenderer did not manufacture or otherwise 

produce, the tenderer has been duly authorized by the goodsô 

Manufacturer or producer to supply the goods. 

(b) that the tenderer has the financial, technical, and production 

capability necessary to perform the contract; 

(c) that, in the case of a tenderer not doing business within Kenya, 

the tenderer is or will be (if awarded the contract) represented by 

an Agent in Kenya equipped, and able to carry out the Tendererôs 

maintenance, repair, and spare parts-stocking obligations 

prescribed in the Conditions of Contract and/or Technical 

Specifications. 

 

 

2.13     Goods Eligibility and Conformity to Tender Documents 

 

2.13.1 Pursuant to paragraph 2.2 of this section, the tenderer shall furnish, as 

part of its tender documents establishing the eligibility and conformity 

to the tender documents of all goods which the tenderer proposes to 

supply under the contract 
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2.13.2 The documentary evidence of the eligibility of the goods shall consist 

of a statement in the Price Schedule of the country of origin of the goods 

and services offered which shall be confirmed by a certificate of origin 

issued at the time of shipment. 

 

2.13.3 The documentary evidence of conformity of the goods to the tender 

documents may be in the form of literature, drawings, and data, and 

shall consist of: 

 

(a) a detailed description of the essential technical and performance 

characteristic of the goods; 

(b) a list giving full particulars, including available source and 

current prices of spare parts, special tools, etc., necessary for the 

proper and continuing functioning of the goods for a period of 

two (2) years, following commencement of the use of the goods 

by the Procuring entity; and 

(c) a clause-by-clause commentary on the Procuring entityôs 

Technical Specifications demonstrating substantial 

responsiveness of the goods and service to those specifications, 

or a statement of deviations and exceptions to the provisions of 

the Technical Specifications. 

 

2.13.4 For purposes of the documentary evidence to be furnished pursuant to 

paragraph 2.13.3(c) above, the tenderer shall note that standards for 

workmanship, material, and equipment, as well as references to brand 

names or catalogue numbers designated by the Procurement entity in 

its Technical Specifications, are intended to be descriptive only and not 

restrictive.  The tenderer may substitute alternative standards, brand 

names, and/or catalogue numbers in its tender, provided that it 

demonstrates to the Procurement entityôs satisfaction that the 

substitutions ensure substantial equivalence to those designated in the 

Technical Specifications. 

 

2.14 Tender Security 

 

2.14.1 The tenderer shall furnish, as part of its tender, a tender security for the 

amount specified in the Appendix to Invitation to Tenderers. 
 

2.14.2 The tender security shall be Kshs. 1,000,000.00 
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2.14.3 The tender security is required to protect the Procuring entity against 

the risk of Tendererôs conduct which would warrant the securityôs 

forfeiture, pursuant to paragraph 2.14.7 

 

2.14.4 The tender security shall be denominated in Kenya Shillings or in 

another freely convertible currency, and shall be in the form of a bank 

guarantee or a bank draft issued by a reputable bank located in Kenya 

or abroad, or a guarantee issued by a reputable insurance company in 

the form provided in the tender documents or another form acceptable 

to the Procuring entity and valid for thirty (30) days beyond the validity 

of the tender. 
 

2.14.5 Any tender not secured in accordance with paragraph 2.14.1 and 2.14.3 

will be rejected by the Procuring entity as non-responsive, pursuant to 

paragraph 2.22 
 

2.14.6 Unsuccessful Tendererôs tender security will be discharged or returned 

as promptly as possible but not later than thirty (30) days after the 

expiration of the period of tender validity prescribed by the Procuring 

entity. 
 

2.14.7 The successful Tendererôs tender security will be discharged upon the 

tenderer signing the contract, pursuant to paragraph 2.27 and furnishing 

the performance security, pursuant to paragraph 2.28  

 

2.14.8 The tender security may be forfeited: 

 

(a) if a tenderer withdraws its tender during the period of tender 

validity specified by the procuring entity on the Tender Form; or 

(b) in the case of a successful tenderer, if the tenderer fails: 

(i) to sign the contract in accordance with paragraph 2.27 

or 

(ii)  to furnish performance security in accordance with 

paragraph 2.28 

 

2.15 Validity of Tenders 
 

2.15.1 Tenders shall remain valid for 90 days or as specified in the Invitation 

to Tender after the date of tender opening prescribed by the Procuring 

entity, pursuant to paragraph 2.18.  A tender valid for a shorter period 

shall be rejected by the Procuring entity as non-responsive. 
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2.15.2 In exceptional circumstances, the Procuring entity may solicit the 

Tendererôs consent to an extension of the period of validity.  The 

request and the responses thereto shall be made in writing.  The tender 

security provided under paragraph 2.14 shall also be suitably extended.  

A tenderer may refuse the request without forfeiting its tender security.  

A tenderer granting the request will not be required nor permitted to 

modify its tender. 

 

 

2.16 Format and Signing of Tender 
 

2.16.1 The Procuring entity shall prepare two copies of the tender, clearly 

marking each ñORIGINAL TENDERò and ñCOPY OF TENDER,ò as 

appropriate.  In the event of any discrepancy between them, the original 

shall govern. 

 

2.16.2 The original and all copies of the tender shall be typed or written in 

indelible ink and shall be signed by the tenderer or a person or persons 

duly authorized to bind the tenderer to the contract.  The latter 

authorization shall be indicated by written power-of-attorney 

accompanying the tender.  All pages of the tender, except for 

unamended printed literature, shall be initialed by the person or persons 

signing the tender. 

 

2.16.3  The tender shall have no interlineations, erasures, or overwriting 

except as necessary to correct errors made by the tenderer, in which 

case such corrections shall be initialed by the person or persons signing 

the tender. 

 

2.17 Sealing and Marking of Tenders 
 

2.17.1 The Tenderer shall seal the original and each copy of the tender in 

separate envelopes, duly marking the envelopes as ñORIGINALò and 

ñCOPY.ò The envelopes shall then be sealed in an outer envelope. 

 

2.17.2 The inner and outer envelopes shall: 

(a) be addressed to the Procuring entity at the address given in the 

Invitation to Tender: 
   

(b) bear, tender number and name in the Invitation for Tenders  and 

the words, ñDO NOT OPEN BEFORE,ò 24th February, 2021 AT 10.00 

a.m. 
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2.17.3 The inner envelopes shall also indicate the name and address of the 

tenderer to enable the tender to be returned unopened in case it is 

declared ñlateò. 

 

2.17.4 If the outer envelope is not sealed and marked as required by paragraph 

2.17.2, the Procuring entity will assume no responsibility for the 

tenderôs misplacement or premature opening. 

 

2.18 Deadline for Submission of Tenders 

 

Tenders must be received by the Procuring entity at the address 

specified under paragraph 2.17.2 no later than 24th February, 2021 AT 

10.00 a.m. 

 

2.18.1 The Procuring entity may, at its discretion, extend this deadline for the 

submission of tenders by amending the tender documents in accordance 

with paragraph 2.6, in which case all rights and obligations of the 

Procuring entity and candidates previously subject to the deadline will 

therefore be subject to the deadline as extended 

 

 

2.19 Modification and Withdrawal of Tenders 

 

2.19.1 The tenderer may modify or withdraw its tender after the tenderôs 
submission, provided that written notice of the modification, including 

substitution or withdrawal of the tenders, is received by the Procuring 

Entity prior to the deadline prescribed for submission of tenders. 

 

2.19.2 The Tendererôs modification or withdrawal notice shall be prepared, 
sealed, marked, and dispatched in accordance with the provisions of 

paragraph 2.17.  A withdrawal notice may also be sent by cable, telex 

but followed by a signed confirmation copy, postmarked not later than 

the deadline for submission of tenders. 

 

2.19.3 No tender may be modified after the deadline for submission of tenders. 

 

2.19.4 No tender may be withdrawn in the interval between the deadline for 

submission of tenders and the expiration of the period of tender validity 

specified by the tenderer on the Tender Form.  Withdrawal of a tender 

during this interval may result in the Tendererôs forfeiture of its tender 

security, pursuant  to paragraph 2.14.7 
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2.19.5 The procuring entity may at any time terminate procurement 

proceedings before contract award and shall not be liable to any person 

for the termination. 

 

2.19.6 The procuring entity shall give prompt notice of the termination to the 

tenderers and on request give its reasons for termination within 14 days 

of receiving the request from any tenderer. 
 

 

 

2.20 Opening of Tenders 

 

The Procuring entity will open all tenders in the presence of tenderersô 

representatives who choose to attend, at 24th February, 2021 AT 10.00 a.m. 

 

 

2.20.1 ) and in the location specified in the Invitation to Tender. 

 

The tenderersô representatives who are present shall sign a register 

evidencing their attendance. 

 

2.20.2 The tenderersô names, tender modifications or withdrawals, tender 
prices, discounts and the presence or absence of requisite tender 

security and such other details as the Procuring entity, at its discretion, 

may consider appropriate, will be announced at the opening. 

 

2.20.3 The Procuring entity will prepare minutes of the tender opening. 

 

2.21 Clarification of Tenders 

 

2.21.1 To assist in the examination, evaluation and comparison of tenders the 

Procuring entity may, at its discretion, ask the tenderer for a 

clarification of its tender.  The request for clarification and the response 

shall be in writing, and no change in the prices or substance of the 

tender shall be sought, offered, or permitted. 

 

2.21.2 Any effort by the tenderer to influence the Procuring entity in the 

Procuring entityôs tender evaluation, tender comparison or contract 

award decisions may result in the rejection of the tenderersô tender. 
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2.22 Preliminary Examination  

 

2.22.1 The Procuring entity will examine the tenders to determine whether 

they are complete, whether any computational errors have been made, 

whether required sureties have been furnished, whether the documents 

have been properly signed, and whether the tenders are generally in 

order. 

 

2.22.2 Arithmetical errors will be rectified on the following basis.  If there is 

a discrepancy between the unit price and the total price that is obtained 

by multiplying the unit price and quantify, the unit price shall prevail, 

and the total price shall be corrected.  If the candidate does not accept 

the correction of the errors, its tender will be rejected, and its tender 

security forfeited.  If there is a discrepancy between words and figures 

the amount in words will prevail 

 

2.22.3 The Procuring entity may waive any minor informality or non-

conformity or irregularity in a tender which does not constitute a 

material deviation, provided such waiver does not prejudice or effect 

the relative ranking of any tenderer. 

 

2.22.4 Prior to the detailed evaluation, pursuant to paragraph 2.23 the 

Procuring entity will determine the substantial responsiveness of each 

tender to the tender documents.  For purposes of these paragraphs, a 

substantially responsive tender is one, which conforms to all the terms 

and conditions of the tender documents without material deviations.  

The Procuring entityôs determination of a tenderôs responsiveness is to 

be based on the contents of the tender itself without recourse to extrinsic 

evidence. 

 

2.22.5 If a tender is not substantially responsive, it will be rejected by the 

Procuring entity and may not subsequently be made responsive by the 

tenderer by correction of the non-conformity. 

 

2.23 Conversion to Single Currency 

 

2.23.1 Where other currencies are used, the procuring entity will convert these 

currencies to Kenya Shillings using the selling exchange rate on the ate 

of tender closing provided by the Central Bank of Kenya. 
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2.24 Evaluation and Comparison of Tenders 

 

2.24.1 The Procuring entity will evaluate and compare the tenders which have 

been determined to be substantially responsive, pursuant to paragraph 

2.22 

 

2.24.2 The tender evaluation committee shall evaluate the tender within 30 

days of the validity period from the date of opening the tender. 

 

2.24.3 A tenderer who gives false information in the tender document about 

its qualification or who refuses to enter into a contract after notification 

of contract award shall be considered for debarment from participating 

in future public procurement. 

 

 

2.25 Preference 

 

2.25.1 Preference where allowed in the evaluation of tenders shall not exceed 

15% 

 

2.26 Contacting the Procuring entity 

 

2.26.1  Subject to paragraph 2.21 no tenderer shall contact the Procuring entity 

on any matter related to its tender, from the time of the tender opening 

to the time the contract is awarded. 

 

2.26.2 Any effort by a tenderer to influence the Procuring entity in its 

decisions on tender, evaluation, tender comparison, or contract award 

may result in the rejection of the Tendererôs tender. 

 

2.27 Award of Contract  

 

(a) Post-qualification 

 

2.27.1 In the absence of pre-qualification, the Procuring entity will determine 

to its satisfaction whether the tenderer that is selected as having 

submitted the lowest evaluated responsive tender is qualified to 

perform the contract satisfactorily. 

 

2.27.2 The determination will take into account the tenderer financial, 

technical, and production capabilities.  It will be based upon an 

examination of the documentary evidence of the tenderers 
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qualifications submitted by the tenderer, pursuant to paragraph 2.12.3 

as well as such other information as the Procuring entity deems 

necessary and appropriate. 

 

2.27.3 An affirmative determination will be a prerequisite for award of the 

contract to the tenderer.  A negative determination will result in 

rejection of the Tendererôs tender, in which event the Procuring entity 

will proceed to the next lowest evaluated tender to make a similar 

determination of that Tendererôs capabilities to perform satisfactorily. 

 

 (b) Award Criteria  

 

2.27.4  The Procuring entity will award the contract to the successful 

tenderer(s) whose tender has been determined to be substantially 

responsive and has been determined to be the lowest evaluated tender, 

provided further that the tenderer is determined to be qualified to 

perform the contract satisfactorily. 

 

 (c) Procuring entityôs Right to Vary quantities 

 

2.27.5  The Procuring entity reserves the right at the time of contract award to 

increase or decrease the quantity of goods originally specified in the 

Schedule of requirements without any change in unit price or other 

terms and conditions 

 

(d) Procuring entityôs Right to accept or Reject any or All Tenders 

 

2.27.6  The Procuring entity reserves the right to accept or reject any tender, 

and to annul the tendering process and reject all tenders at any time 

prior to contract award, without thereby incurring any liability to the 

affected tenderer or tenderers or any obligation to inform the affected 

tenderer or tenderers of the grounds for the Procuring entityôs action 

 

2.28 Notification of Award  

 

2.28.1 Prior to the expiration of the period of tender validity, the Procuring 

entity will notify the successful tenderer in writing that its tender has 

been accepted. 

 

2.28.2  The  notification of award will constitute the formation of the Contract 

but will have to wait until the contract is finally signed by both parties 
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2.28.3 Upon the successful Tendererôs furnishing of the performance security 

pursuant to paragraph 2.28, the Procuring entity will promptly notify 

each unsuccessful Tenderer and will discharge its tender security, 

pursuant to paragraph 2.14 

 

2.29 Signing of Contract 

 

2.29.1 At the same time as the Procuring entity notifies the successful tenderer 

that its tender has been accepted, the Procuring entity will send the 

tenderer the Contract Form provided in the tender documents, 

incorporating all agreements between the parties. 

2.29.2 The parties to the contract shall have it signed within 30 days from the 

date of notification of contract award unless there is an administrative 

review request. 

 

2.29.3 Within thirty (30) days of receipt of the Contract Form, the successful 

tenderer shall sign and date the contract and return it to the Procuring 

entity. 

 

2.30 Performance Security 

 

2.30.1 Within Thirty (30) days of the receipt of notification of award from the 

Procuring entity, the successful tenderer shall furnish the performance 

security in accordance with the Conditions of Contract, in the 

Performance Security Form provided in the tender documents, or in 

another form acceptable to the Procuring entity. 

 

2.30.2 Failure of the successful tenderer to comply with the requirements of 

paragraph 2.27 or paragraph 2.28 shall constitute sufficient grounds for 

the annulment of the award and forfeiture of the tender security, in 

which event the Procuring entity may make the award to the next lowest 

evaluated Candidate or call for new tenders. 

 

2.31 Corrupt or Fraudulent Practices 

 

2.31.1 The Procuring entity requires that tenderers observe the highest 

standard of ethics during the procurement process and execution of 

contracts when used in the present regulations, the following terms are 

defined as follows;  

(i) ñcorrupt practiceò means the offering, giving, receiving, or 

soliciting of any thing of value to influence the action of a public 

official in the procurement process or in contract execution; and  
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(ii)  ñfraudulent practiceò means a misrepresentation of facts in order 

to influence a procurement process or the execution of a contract 

to the detriment of the Procuring entity, and includes collusive 

practice among tenderer (prior to or after tender submission) 

designed to establish tender prices at artificial non-competitive 

levels and to deprive the Procuring entity of the benefits of free 

and open competition; 

 

2.31.2 The procuring entity will reject a proposal for award if it determines 

that the tenderer recommended for award has engaged in corrupt or 

fraudulent practices in competing for the contract in question. 

 

2.31.3 Further a tenderer who is found to have indulged in corrupt or 

fraudulent practices risks being debarred from participating in public 

procurement in Kenya.  

 

 

 

 

 

 

 

  



19 

 

TENDER DATA SHEET  

 

Instructions to Tenderers Clause Reference 

 

INSTRUCTIONS TO 

TENDERERS 

REFERENCE 

PARTICULARS OF APPENDIX TO INSTRUCTIONS TO 

TENDERS 

 

2.1 Eligible tenderer 

 

¶ A Bidder may be a firm that is a private entity, a state-owned enterprise or 

institution dully registered by the Registrar of Companies/Business.  

¶ A Bidder shall not have a conflict of interest. Any Bidder found to have a 

conflict of interest shall be disqualified.  

2.5 Clarification of 

Documents 

 

Tenderers who may need any clarification before the tender opening may do so 

by writing to the Head/Supplies Branch or an email to 

info@suppliesbranch.go.ke   

2.8.1 Form of Tender Where the total price is requested, indicate ñas per the price scheduleò. 

2.10.1 Tender prices The tenderer shall indicate on the appropriate Price Schedule the unit prices of 

the goods it proposes to supply under the contract. The total cost shall be 

determined through call-off quantities on óas and when requiredô basis. 

2.14.1 Tender security 

 

Amount of tender security shall be of Kshs. 1,000,000.00. in the form of 

bankerôs cheque to the Head- Supplies Branch or a guarantee issued by a 

reputable bank or insurance company. The tender security shall remain valid 

for 150days after the date of opening. 

2.15 Validity of tenders The tender validity period shall be 120 days after the opening. 

2.18.1 Deadline and 

submission of tenders 

 

Tenderers shall be required to submit their offers in a set of two copies each 

one marked ñORIGINAL OFFERò and the other ñCOPY OF OFFERò.  The 

envelopes shall then be sealed in one plain unmarked outer envelope bearing 

only the tender number and tender name and marked  ñDO NOT OPEN 

BEFORE 24th February, 2021 AT 10.00 a.m. 

2.22.2 Correction of 

errors 

The tender price as read out during tender opening shall be absolute and final and 

shall not be the subject of correction, adjustment or amendment in any way by any 

person or entity. 

mailto:info@suppliesbranch.go.ke
mailto:info@suppliesbranch.go.ke
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2.27.4 Award Criteria Please refer to the qualifications/award criteria under Section VI of this tender 

document. 
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SECTION III  - GENERAL CONDITIONS OF CONTRACT  

 

3.1 Definitions 

 

3.1.1 In this Contract, the following terms shall be interpreted as indicated:- 

1. ñThe Contractò means the agreement entered into between the 

Procuring entity and the tenderer, as recorded in the Contract 

Form signed by the parties, including all attachments and 

appendices thereto and all documents incorporated by reference 

therein. 

 

2. ñThe Contract Priceò means the price payable to the tenderer 

under the Contract for the full and proper performance of its 

contractual obligations 

 

3. ñThe Goodsò means all of the equipment, machinery, and/or 
other materials, which the tenderer is required to supply to the 

Procuring entity under the Contract. 

 

4. ñThe Procuring entityò means the organization purchasing the 
Goods under this Contract. 

 

5. ñThe Tendererô means the individual or firm supplying the 
Goods under this Contract. 

 

3.2 Application 

 

3.2.1 These General Conditions shall apply in all Contracts made by the 

Procuring entity for the procurement installation and commissioning of 

equipment 

 

3.3 Country of Origin  

 

3.3.1 For purposes of this clause, ñOriginò means the place where the Goods 
were mined, grown or produced. 

 

3.3.2 The origin of Goods and Services is distinct from the nationality of the 

tenderer. 
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3.4 Standards 

 

3.4.1 The Goods supplied under this Contract shall conform to the standards 

mentioned in the Technical Specifications. 

 

3.5 Use of Contract Documents and Information 

 

3.5.1 The tenderer shall not, without the Procuring entityôs prior written 

consent, disclose the Contract, or any provision therefore, or any 

specification, plan, drawing, pattern, sample, or information furnished 

by or on behalf of the Procuring entity in connection therewith, to any 

person other than a person employed by the tenderer in the performance 

of the Contract. 

 

3.5.2 The tenderer shall not, without the Procuring entityôs prior written 
consent, make use of any document or information enumerated in 

paragraph 3.5.1 above 

 

3.5.3 Any document, other than the Contract itself, enumerated in paragraph 

3.5.1 shall remain the property of the Procuring entity and shall be 

returned (all copies) to the Procuring entity on completion of the 

Tendererôs performance under the Contract if so required by the 

Procuring entity 

 

3.6 Patent Rights 

 

3.6.1 The tenderer shall indemnify the Procuring entity against all third-party 

claims of infringement of patent, trademark, or industrial design rights 

arising from use of the Goods or any part thereof in the Procuring 

entityôs country 

 

3.7 Performance Security 

 

3.7.1 Within thirty (30) days of receipt of the notification of Contract award, 

the successful tenderer shall furnish to the Procuring entity the 

performance security in the amount specified in Special Conditions of 

Contract. 

 

3.7.2 The proceeds of the performance security shall be payable to the 

Procuring entity as compensation for any loss resulting from the 

Tendererôs failure to complete its obligations under the Contract. 
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3.7.3 The performance security shall be denominated in the currency of the 

Contract, or in a freely convertible currency acceptable to the Procuring 

entity and shall be in the form of a bank guarantee or an irrevocable 

letter of credit issued by a reputable bank located in Kenya or abroad, 

acceptable to the Procuring entity, in the form provided in the tender 

documents. 

 

3.7.4 The performance security will be discharged by the Procuring entity 

and returned to the Candidate not later than thirty (30) days following 

the date of completion of the Tendererôs performance obligations under 

the Contract, including any warranty obligations, under the Contract 

 

3.8 Inspection and Tests 

 

3.8.1 The Procuring entity or its representative shall have the right to inspect 

and/or to test the goods to confirm their conformity to the Contract 

specifications.  The Procuring entity shall notify the tenderer in writing 

in a timely manner, of the identity of any representatives retained for 

these purposes. 

 

3.8.2 The inspections and tests may be conducted in the premises of the 

tenderer or its subcontractor(s), at point of delivery, and/or at the 

Goodsô final destination. If conducted on the premises of the tenderer 

or its subcontractor(s), all reasonable facilities and assistance, including 

access to drawings and production data, shall be furnished to the 

inspectors at no charge to the Procuring entity. 

 

3.8.3 Should any inspected or tested goods fail to conform to the 

Specifications, the Procuring entity may reject the equipment, and the 

tenderer shall either replace the rejected equipment or make alterations 

necessary to make specification requirements free of costs to the 

Procuring entity. 

 

3.8.4 The Procuring entityôs right to inspect, test and where necessary, reject 
the goods after the Goodsô arrival shall in no way be limited or waived 

by reason of the equipment having previously been inspected, tested 

and passed by the Procuring entity or its representative prior to the 

equipment delivery. 

 

3.8.5 Nothing in paragraph 3.8 shall in any way release the tenderer from any 

warranty or other obligations under this Contract. 
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3.9 Packing 

 

3.9.1 The tenderer shall provide such packing of the Goods as is required to 

prevent their damage or deterioration during transit to their final 

destination, as indicated in the Contract. 

 

3.9.2 The packing, marking, and documentation within and outside the 

packages shall comply strictly with such special requirements as shall 

be expressly provided for in the Contract 

 

3.10 Delivery and Documents 

 

3.10.1 Delivery of the Goods shall be made by the tenderer in accordance with 

the terms specified by Procuring entity in its Schedule of Requirements 

and the Special Conditions of Contract 

 

3.11 Insurance 

 

3.11.1 The Goods supplied under the Contract shall be fully insured against 

loss or damage incidental to manufacturer or acquisition, 

transportation, storage, and delivery in the manner specified in the 

Special conditions of contract. 

 

3.12 Payment 

 

3.12.1 The method and conditions of payment to be made to the tenderer 

under this Contract shall be specified in Special Conditions of Contract 

 

3.12.2 Payments shall be made promptly by the Procuring entity as specified 

in the contract 

 

3.13 Prices 

 

3.13.1 Prices charged by the tenderer for goods delivered and services 

performed under the Contract shall not, with the exception of any price 

adjustments authorized in Special Conditions of Contract, vary from 

the prices by the tenderer in its tender. 

 

3.13.2 Contract price variations shall not be allowed for contracts not 

exceeding one year (12 months) 
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3.13.3 Where contract price variation is allowed, the variation shall not 

exceed 10% of the original contract price. 

 

3.13.4 Price variation request shall be processed by the procuring entity 

within 30 days of receiving the request. 

 

3.14. Assignment 

 

3.14.1 The tenderer shall not assign, in whole or in part, its obligations to 

perform under this Contract, except with the Procuring entityôs prior 

written consent 

 

3.15 Subcontracts 

 

3.15.1 The tenderer shall notify the Procuring entity in writing of all 

subcontracts awarded under this Contract if not already specified in the 

tender.  Such notification, in the original tender or later, shall not 

relieve the tenderer from any liability or obligation under the Contract 

 

3.16 Termination for default  

 

3.16.1 The Procuring entity may, without prejudice to any other remedy for 

breach of Contract, by written notice of default sent to the tenderer, 

terminate this Contract in whole or in part 

 

a. if the tenderer fails to deliver any or all of the goods within the 

period(s) specified in the Contract, or within any extension 

thereof granted by the Procuring entity 

 

b. if the tenderer fails to perform any other obligation(s) under the 

Contract 

 

c. if the tenderer, in the judgment of the Procuring entity has 

engaged in corrupt or fraudulent practices in competing for or in 

executing the Contract 

 

3.16.2 In the event the Procuring entity terminates the Contract in whole or in 

part, it may procure, upon such terms and in such manner as it deems 

appropriate, equipment similar to those undelivered, and the tenderer 

shall be liable to the Procuring entity for any excess costs for such 

similar goods. 
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3.17 Liquidated Damages 

 

3.17.1. If the tenderer fails to deliver any or all of the goods within the 

period(s) specified in the contract, the procuring entity shall, without 

prejudice to its other remedies under the contract, deduct from the 

contract prices liquidated damages sum equivalent to 0.5% of the 

delivered price of the delayed items up to a maximum deduction of 

10% of the delayed goods.  After this the tenderer may consider 

termination of the contract. 

 

3.18 Resolution of Disputes 

 

3.18.1 The procuring entity and the tenderer shall make every effort to resolve 

amicably by direct informal negotiation and disagreement or dispute 

arising between them under or in connection with the contract 

 

3.18.2 If, after thirty (30) days from the commencement of such informal 

negotiations both parties have been unable to resolve amicably a 

contract dispute, either party may require adjudication in an agreed 

national or international  forum, and/or international arbitration. 

 

3.19 Language and Law 

 

3.19.1 The language of the contract and the law governing the contract shall 

be English language and the Laws of Kenya respectively unless 

otherwise stated. 

 

3.20 Force Majeure 

 

3.20.1 The tenderer shall not be liable for forfeiture of its performance 

security or termination for default if and to the extent that itôs delay in 

performance or other failure to perform its obligations under the 

Contract is the result of an event of Force Majeure. 
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SECTION IV  - SPECIAL CONDITIONS OF CONTRACT  
 

4.1. Special Conditions of Contract shall supplement the General Conditions of 

Contract.  Whenever there is a conflict, between the GCC and the SCC, the 

provisions of the SCC herein shall prevail over these in the GCC. 

 

 

4.2. Special conditions of contract as relates to the GCC 

 

 

REFERENCE OF GCC PARTICULARS OF APPENDIX TO GCC  

 

3.7 Performance Security 

 

Not Applicable 

3.8.2 Inspection and test Inspection and test of the items shall be done at the final destination i.e., 

Point of use or as advised by Procuring Entity. 

3.11 Insurance  Goods supplied against the contract proceeding from this procurement shall 

be fully insured against loss, damage incidental to manufacture or 

acquisition, transportation, storage and delivery. The procuring entity shall 

not be liable for any damage or loss prior to delivery. 

3.12.1 Payment  This being a tender for the supply of WATER BOWSERS, BITUMEN 

DISTRIBUTORS, EXHAUSTERS AND FUEL TANKERS to the 

Government/Departments & Institutions for a period of two (2) Years 

commencing from the date of Contract Signing, respective Ministries / 

Departments & Institutions shall pay directly to the contractor on receipt of 

goods ordered.  

3.13.2 Prices  Prices quoted must be in Kenya Shillings and should be net inclusive of all 

taxes and delivery charges.  

Prices quoted shall remain valid for a period of one year (12 months) after 

signing of the contract. Request for variation of prices from the supplier can 

only be allowed after the said period has lapsed and the variation shall not 

exceed 15% of the cost.   

3.13.3 Variation  Price variation, if any, will be based on the prevailing consumer price index 

obtained from the Kenya National Bureau of Statistics and the monthly 

inflation rate from the Central Bank of Kenya. 
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3.10.1 Delivery  Delivery Programme shall be specified in the LPO by the Procuring Entity 

engaging the contractor.  

The contract shall run for a period of two years with a possibility of contract 

renewal for a further one year depending on the performance of the awarded 

bidder(s). 

3.19.1 Dispute Resolution Disputes will be settled as per the Laws of Kenya. 
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SECTION V - SCHEDULE OF REQUIREMENTS  

 

5.1 General 

 

5.1.1 These specifications describe the requirements for goods.  Tenderers 

are requested to submit with their offers the detailed specifications, 

drawings, catalogues, etc for the products they intend to supply 

 

5.1.2 Tenderers must indicate on the specifications sheets whether the 

equipment offered comply with each specified requirement. 

 

5.1.3 All the dimensions and capacities of the equipment to be supplied shall 

not be less than those required in these specifications.  Deviations from 

the basic requirements, if any shall be explained in detail in writing with 

the offer, with supporting data such as calculation sheets, etc.  The 

procuring entity reserves the right to reject the products, if such 

deviations shall be found critical to the use and operation of the 

products. 

 

5.1.4 The tenderers are requested to present information along with their 

offers as follows: 

 

(i) Shortest possible delivery period of each product 

(ii)  Information on proper representative and/or workshop for 

back-up service/repair and maintenance including their names 

and addresses. 
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TECHNICAL SPECIFICATIONS PARTICULARS  

 

WATER BOWSERS  
 

1. WATER BOWSER, 14,000-16,000 LITRES ON A   6x4 CHASSIS    

 

 
 

 
 

SPECIFICATION  
 

REQUIREMENT  
TENDERERôS 

RESPONSE 
 
A. 

 
TRUCK 

 
 

 
MAKE 

 
- 

 
 

 
 

 
MODEL 

 
- 

 
 

 
 

 
COUNTRY OF ORIGIN 

 
- 

 
 

 
 

 
MANUFACTURER'S 

LITERATURE, AUTHORITY AND 

SPECIFICATIONS SUPPLIED 

 
Yes 

 (Mandatory)  

 
-------------(Yes/No)     

  
Detailed engineering drawings 

showing dimensions of the tank 

supplied. 

 
Yes 

 (Mandatory)  

 
 

(Y/N) 

 
1. 

 
GENERAL 

 
a) 

 
A standard production, heavy duty, 

6x4, truck of latest design, in current 

production. 

 
Yes, Yes, Yes 

 
-------------(Yes/No) 

 
b) 

 
Supplied new, unused 

 
Yes      

 
Yes/No) 

 
c) 

 
Designed to heavy duty export 

specifications, capable of operating in 

tropical conditions over paved and 

unpaved roads. 

 
Yes, Yes, Yes 

 
-----------(Yes/No) 

 
d) 

 
Suitable for water transportation. 

 
Yes       

 
------------(Yes/No) 

 
2. DIMENSIONS AND WEIGHTS 
 
a) 

 
Overall length, approx. 

 
10,000 mm 

 
--------------- mm 

 
b) 

 
Overall width, approx. 

 
2,400 mm 

 
--------------- mm 

 
c) 

 
Overall height, approx. 

 
2,600 mm 

 
--------------- mm 

 
d) 

 
Wheelbase, approx. 

 
5,000+1300 mm 

 
--------------_ mm 

 
e) 

 
Length of Cab-chassis end, min 

 
7300 mm 

 
---------------- mm 

 
f) 

 
Kerb weight excl. tank, approx. 

 
6,500 Kg 

 
--------------- Kg 

 
g) 

 
Max. G.V.W, range. 

 
21-32,000 Kg 

 
---------------_ Kg 

 
h) 

 
Payload , approx 

 
14-16,000 Kg 

 
---------------_ Kg 

 
3. 

 
ENGINE 
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SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

RESPONSE 

a) Make - --------------- 
 
b) 

 
Model 

 
- 

 
--------------- 

 
c) 

 
Country of origin 

 
- 

 
--------------- 

 
d) 

 
Engine performance curves supplied 

 
Yes      

 
-------------(Yes/No)     

 
e) 

 
Diesel Engine, water cooled, 4 stroke 

 
Yes, Yes. Yes 

 
-------------(Yes/No) 

 
f) 

 
Mode of aspiration. 

(Natural/Turbocharged) 

 
specify 

 
-------------------- 

 
g) 

 
Piston displacement, approx. 

 
6000-12000cc 

 
___________ cc 

 
h) 

 
Number of cylinders - min. 

 
6 

 
____________No. 

 
i) 

 
Maximum power output, (HP/ rpm),  

min. 

 
190HP/2600rpm 

 
______      Hp/rpm 

 
j) 

 
Maximum torque developed, (NM 

/rpm),  min. 

 
600Nm/1400rpm 

 
_______ Nm/rpm 

 
k) 

 
Air cleaner type, disposable/oilbath 

 
specify 

 
___________ 

 
l) 

 
Oil and fuel filter type 

 
disposable 

 
_____________ 

 
m) 

 
Average fuel consumption (on full 

load) 

 
specify   

 
_______l/km   

 
n) 

 
Fuel tank capacity, min. 

 
200Lt 

 
___________ Lt 

 
4. CLUTCH AND TRANSMISSION 
 
a) 

 
Clutch, dry type, single plate 

 
Yes, Yes 

 
_______(Yes/No) 

 
b) 

 
Clutch, system actuation. 

 
Hydraulic 

 
_______________ 

 
c) 

 
Number of speeds,min. 

 
5F, 1R 

 
_______________ 

 
d) 

 
Drive configuration. 

 

 
6x4 

 
  ___ x ___ 

 
5. BRAKES, TYRES AND SUSPENSION. 
 
a) 

 
Brakes, hydraulic-pneumatic assisted 

 
Yes 

 
_______(Yes/No) 

 
b) 

 
Mechanical parking brake to act on 

rear wheels. 

 
Yes 

 
_______(Yes/No) 

 
c) 

 
Rear tyres, Dual /Single. 

 
Specify 

 
______________ 

 
d) 

 
Tires size locally available. 

 
Yes 

 
_______(Yes/No) 

 
e) 

 
Optimum tire size 

 
specify 

 
___________ PR 

 
f) 

 
Suspension, front and rear heavy 

duty leaf springs with 

telescopic shock absorbers at 

front. 

 
Yes, Yes 

 
_______(Yes/No) 

 
6. 

 
STEERING AND CAB. 

 
a) 

 
Right Hand drive steering 

 
Yes 

 
_______(Yes/No) 
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SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

RESPONSE 
 
b) 

 
Steering Type. 

 
Assisted 

 
________(Yes/No) 

 
c) 

 
All steel, spacious cab to seat 3 

passengers comfortably. 

 
Yes, Yes 

 
_______(Yes/No) 

 
d) 

 
Adjustable drivers seat. 

 
Yes 

 
_______(Yes/No) 

 
e) 

 
All seats to have safety belts that 

conform to the KEBS standard No. 

06-664 of 1985. 

Mandatory  

 
_______(Yes/No) 

 
7. 

 
ELECTRICAL SYSTEM AND INSTRUMENTS 

 
a) 

 
System voltage, negative earth. 

 
12V, Yes 

 
________________ 

 
b) 

 
Battery capacity and size, approx. 

 
2x12V 

 
________________ 

 
c) 

 
Full lighting to conform to Cap 

403 Subs.23-Kenya Traffic Act. 

 
 

Yes      

 
 

_______(Yes/No)     
 
d) 

 
Standard instruments and gauges (or 

warning lights) for charging circuit, 

oil pressure, coolant temperature etc. 

 
Yes      

 
_______(Yes/No)     

 
8. 

 
EQUIPMENT ETC. 

 
a) 

 
Heavy duty type front fender. 

 
Yes 

 
_______(Yes/No) 

 
b) 

 
Laminated (safety) windshield. 

 
Yes 

 
_______(Yes/No) 

 
c) 

 
Sunvisors supplied. 

 
Yes, 2 No. 

 
_______(Yes/No) 

 
d) 

 
Rear view mirrors (external and 

internal) supplied. 

 
Yes, 3 No. 

 
_______(Yes/No) 

 
e) 

 
Spare wheel with carrier. 

 
Yes 

 
_______(Yes/No) 

 
f) 

 
Hydraulic (telescopic) jack, wheel 

brace and manufacturer's standard 

tools, supplied. 

 
 

Yes, Yes, Yes 

 
 

_______(Yes/No)     

 
g) 

 
Vehicle to be fitted with electronic 
speed governor 

 
Mandatory  

 
_______(Yes/No) 

 
h) 

 
Governor to limit maximum speed to 
80km/hr 

 

Mandatory  

 
_______(Yes/No) 

 
i) 

 
Governor to be tamper proof 

 
Mandatory  

 
_______(Yes/No) 

 
j) 

 
Governor to be inspected by CM&TE 
before delivery. 

 
Mandatory  

 
_______(Yes/No) 

 
k) 

 
Any other equipment (or accessories) 

supplied. 

 
specify    

 

 

 

 

 

 

 

 

 
_______________ 

_______________ 

_______________ 

_______________ 
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SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

RESPONSE 
 
 

 
WATER TANK   
 
WITH  INNER ANTI-CORROSSION TREATMENT  

 
 
a) 

 
Tank capacity, min. 

 
14,000-16,000 ltr 

 
--------------- Ltr 

 
b) 

 
Elliptical shape steel tank with flat 

ends. 

 
Yes 

 
---------------(Y/N) 

 
c) 
 
 
 

TANK 

DIMENSION/EQUIVALENT,  
 

 

 
                             Length,  approx 7300mm 

 
--------------- mm 

 
                             Major axis,  approx 2400mm 

 
--------------- mm 

 
                              Minor axis,  approx 1200mm 

 
--------------- mm 

   

 
d) 

 
All steel construction using mild steel 

plate/ steel alloy, of thickness, min.. 

 
3.2 mm 

 
--------------- Mm 

 
e) 

 
Anti-surge baffle-plates fitted, 

 baffle thickness, approx 

 
Yes, 

 3.5mm 

 
---------------(Y/N) 

-----------------mm 
 
f) 

 

Number of baffle plates 

 
specify 

 
--------------- No. 

 
g) 

 
Baffle-plates to have inspection 

openings. 

 
Yes 

 
---------------(Y/N) 

 
h) 

 
Tank fitted with breather, min size. 

 
Specify 

 
--------------- mm 

 
i) 

 
Tank fitted with filling level indicator. 

 
Approx. 1200mm long 

 
 

----------------mm 
 
j) 

 
Inspection manhole on top with 

suitable seal and locking mechanism, 

min diameter. 

 
500 mm 

 
--------------- mm 

 
k) 

 
Steel-tube access ladder & platform to 

manhole. 

 
Yes 

 
---------------(Y/N) 

 
l) 

 
Tank fitted with drain plug, pipes. 

 
Yes 

 
---------------(Y/N) 

 
m) 

 
Gate valve fitted at rear, size. 

 

 
specify 

 
Mm 

n)  
Tank secured to chassis on cradle. 

 
yes 

 
-----------------(Y/N) 

 
n) 

 
Tank internally lined with protective, 

anti-rust, non-poisonous compound or 

paint. 

 
Yes 

 
---------------(Y/N) 

 
o) 

 
Tank and its chassis/cradle to be 

painted sky blue. 

 
Yes 

 
---------------(Y/N) 

 
p) 

 
Both side of the tank should be written 

 óCLEAN WATERô with broad letters. 

 
Yes 

 
---------------(Y/N) 

 
q) 

 
PTO gears driven semi-rotary pump. 

 
Yes 

 
---------------(Y/N) 
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SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

RESPONSE 

 Pump capacity min. 250 litres/min. ------------- litre/min 
 
r) 

 
Pump and piping be such that pump 

can draw water from well (7m deep) 

into tank, and pump from tank to 

reservoir (10m head) with minimum 

changes in pipe connections. 

 
Yes 

 
---------------(Y/N) 

 
s) 

 
Hoses, suction and pressure proof, 2" 

with quick couplings. Hoses to cover 

total lengths as described in (o) above. 

 
Yes, Yes 

 
-----------------(Y/N) 

 
t) 

 
Hose storage tubes, lockable and 

mounted laterally at tank-body 

 
Yes 

 
---------------(Y/N) 

 
u) 

 
A lift pump mounted on the tank 

chassis with its suction connected to 

the discharge pipe of the tank. 

 
Yes 

 
---------------(Y/N) 

 
v) 

 
Spare wheel carrier fitted. 

 
Yes 

 
---------------(Y/N) 

 
w) 

 
Rear mud flaps and chevrons 

(Reflectors) to be fitted. 

 
Yes 

 
---------------(Y/N) 

 
x) 

 
Tightness test of tank body with 0.5 bar 

to be performed and certificate issue 

prior to delivery. 

 
yes 

 
---------------(Y/N) 

 
xi) 

 
A suitable 6HP /2500rpmn petrol 
driven engine,   
 
portable pump (with  carrier fixed on 
truck) of  capacity  
 
1000l/min supplied for pumping water 
in and out from  
 
tank to overhead tank or well.Head 
25m 
 
 
 
 
 
 
 
 

 
Yes mandatory 

 

Specify make, model, 

country of origin and 

capacity .Attach 

literature. 

 
---------------(Y/N) 

    
 
12   WARRANTY 
 
a)  

 
Each vehicle supplied should carry a 

statement of warranty. 

 
yes 

 
---------------(Y/N) 

 
b)  

 
Vehicle warranty min., 40,000 km or 

12 months whichever occurs first. 

 
Specify 

 
--------------- Km 

----------- Months 
 
13 

 
MANUALS 

 
 

 
 

 
a) 

 
All literature in English language 

 
yes 

 
---------------(Y/N) 

 
b) 

 
Shop Manual, supplied 

 
yes 

 
---------------(Y/N) 

 
c) 

 
Parts catalogue , supplied. 

 
Yes 

 
---------------(Y/N) 

 
d) 

 
Drivers handbook and service schedule 

supplied 

 
yes 

 
---------------(Y/N) 
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SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

RESPONSE 
 
14 OTHER REQUIREMENTS  
 
a) 

 
Water tanker to conform to Kenya 

Traffic act Cap. 403 and have a 

certificate from the vehicle inspection 

unit. 

 
yes 

 
---------------(Y/N) 

 
b) 

 
Vehicle will be inspected by Chief 

Mechanical and Transport Engineer, 

through its construction stages for 

compliance with the specification. 

 
Yes 

 (Mandatory)   

 

 
(Y/N) 

 
c) 

 
Truck to be registered with the 

registrar of motor vehicles. 

 
Yes 

 (Mandatory)   

 

 
(Y/N) 

 
d) 

 
Franchise holder (representative in 

Kenya)------(Truck) 

 

If not, specify relationship with 

franchise holder. 

 
Yes 

 

Specify whether 

agent/dealer  

 
(Y/N) 

 

 

 

 
e) 

 

 
Availability of  spares. 

 

 
Indicate motor vehicle 

dealers who stock spare 

parts. 

 
 

 

 

 

 

 
 

f) 

 

 
Names and addresses of 

dealers/agents where back-up service 

can be obtained indicating the location 

of the workshops facilities.  

 
Specify  
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2. TRUCK, 4x2,     7,000-8,000 LITRES,    WATER BOWSER     
 

 

 

  
SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

RESPONSE 
 
A. 

 
TRUCK 

 
 

 
MAKE 

 
- 

 
 

 
 

 
MODEL 

 
- 

 
 

 
 

 
COUNTRY OF ORIGIN 

 
- 

 
 

 
 

 
MANUFACTURER'S 

LITERATURE, AUTHORITY 

AND SPECIFICATIONS 

SUPPLIED 

 
Yes 

 (Mandatory)  

 
-------------(Yes/No)     

  
Detailed engineering drawings 

showing dimensions of the tank 

supplied. 

 
Yes 

 (Mandatory)  

 
 

(Y/N) 

 
1. 

 
GENERAL 

 
a) 

 
A standard production, heavy 

duty, 4x2, truck of latest design, 

in current production. 

 
Yes, Yes, Yes 

 
-------------(Yes/No) 

 
b) 

 
Supplied new, unused 

 
Yes      

 
Yes/No) 

 
c) 

 
Designed to heavy duty export 

specifications, capable of 

operating in tropical conditions 

over paved and unpaved roads. 

 
Yes, Yes, Yes 

 
-----------(Yes/No) 

 
d) 

 
Suitable for water transportation. 

 
Yes       

 
------------(Yes/No) 

 
2. DIMENSIONS AND WEIGHTS 
 
a) 

 
Overall length, approx. 

 
7,400 mm 

 
--------------- mm 

 
b) 

 
Overall width, approx. 

 
2,400 mm 

 
--------------- mm 

 
c) 

 
Overall height, approx. 

 
2,600 mm 

 
--------------- mm 

 
d) 

 
Wheelbase, approx. 

 
4,500 mm 

 
--------------_ mm 

 
e) 

 
Length of Cab-chassis end, min 

 
5000 mm 

 
---------------- mm 

 
f) 

 
Kerb weight, approx. 

 
4,600 Kg 

 
--------------- Kg 

 
g) 

 
Max. G.V.W, approx. 

 
13,500 Kg 

 
---------------_ Kg 

 
h) 

 
Payload (plus weight of body), 

approx 

 
9,000 Kg 

 
---------------_ Kg 

 
i) 

 
Permissible front (steering) axle 

load, max. 

 
8,000 Kg    

 
--------------- Kg  

 
j) 

 
Permissible rear (for dual, 

 
10,000 Kg    

 
--------------- Kg   
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SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

RESPONSE 

wheels) axle load, max. 
 
3. 

 
ENGINE 

 
a) 

 
Make 

 
- 

 
--------------- 

 
b) 

 
Model 

 
- 

 
--------------- 

 
c) 

 
Country of origin 

 
- 

 
--------------- 

 
d) 

 
Engine performance curves 

supplied 

 
Yes      

 
-------------(Yes/No)     

 
e) 

 
Diesel Engine, water cooled, 4 

stroke 

 
Yes, Yes. Yes 

 
-------------(Yes/No) 

 
f) 

 
Mode of aspiration. 

(Natural/Turbocharged) 

 
Specify 

 
-------------------- 

 
g) 

 
Piston displacement, approx. 

 
5,500-10,000cc 

 
___________ cc 

 
h) 

 
Number of cylinders - min. 

 
6 

 
____________No. 

 
i) 

 
Maximum power output, (HP/ 

rpm),  min. 

 
160HP/3000rpm 

 
______      Hp/rpm 

 
j) 

 
Maximum torque developed, (NM 

/rpm),  min. 

 
400Nm/1500rpm 

 
_______ Nm/rpm 

 
k) 

 
Air cleaner type, 

disposable/oilbath 

 
specify 

 
___________ 

 
l) 

 
Oil and fuel filter type 

 
disposable 

 
_____________ 

 
m) 

 
Average fuel consumption (on 

full load) 

 
specify   

 
_______l/km   

 
n) 

 
Fuel tank capacity, approx. 

 
200Lt 

 
___________ Lt 

 
4. CLUTCH AND TRANSMISSION 
 
a) 

 
Clutch, dry type, single plate 

 
Yes, Yes 

 
_______(Yes/No) 

 
b) 

 
Clutch, system actuation. 

 
Hydraulic 

 
_______________ 

 
c) 

 
Number of speeds,min. 

 
5F, 1R 

 
_______________ 

 
d) 

 
Drive configuration. 

 

 
4x2 

 
  ___ x ___ 

 
5. BRAKES, TYRES AND SUSPENSION. 
 
a) 

 
Brakes, hydraulic-pneumatic 

assisted 

 
Yes 

 
_______(Yes/No) 

 
b) 

 
Mechanical parking brake to act 

on rear wheels. 

 
Yes 

 
_______(Yes/No) 

 
c) 

 
Rear tyres, Dual /Single. 

 
Specify 

 
______________ 

 
d) 

 
Tires size locally manufactured. 

 
Yes 

 
_______(Yes/No) 

 
e) 

 
Optimum tire size 

 
specify 

 
___________ PR 
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SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

RESPONSE 

f) Suspension, front and rear heavy 

duty leaf springs with 

telescopic shock absorbers at 

front. 

Yes, Yes _______(Yes/No) 

 
6. 

 
STEERING AND CAB. 

 
a) 

 
Right Hand drive steering 

 
Yes 

 
_______(Yes/No) 

 
b) 

 
Steering Type Manual/assisted. 

 
Assisted 

 
________________ 

 
c) 

 
All steel, spacious cab to seat 3 

passengers comfortably. 

 
Yes, Yes 

 
_______(Yes/No) 

 
d) 

 
Adjustable drivers seat. 

 
Yes 

 
_______(Yes/No) 

 
e) 

 
All seats to have safety belts that 

conform to the KEBS standard 

No. 06-664 of 1985. 

Mandatory  

 
_______(Yes/No) 

 
7. 

 
ELECTRICAL SYSTEM AND INSTRUMENTS 

 
a) 

 
System voltage, negative earth. 

 
    12V, Yes 

 
________________ 

 
b) 

 
Battery capacity and size, approx. 

 
2x12V 

 
________________ 

 
c) 

 
Full lighting to conform to Cap 

403 Subs.23-Kenya Traffic Act. 

 
 

Yes      

 
 

_______(Yes/No)     
 
d) 

 
Standard instruments and gauges 

(or warning lights) for charging 

circuit, oil pressure, coolant 

temperature etc. 

 
Yes      

 
_______(Yes/No)     

 
8. 

 
EQUIPMENT ETC. 

 
a) 

 
Heavy duty type front fender. 

 
Yes 

 
_______(Yes/No) 

 
b) 

 
Laminated (safety) windshield. 

 
Yes 

 
_______(Yes/No) 

 
c) 

 
Sunvisors supplied. 

 
Yes, 2 No. 

 
_______(Yes/No) 

 
d) 

 
Rear view mirrors (external and 

internal) supplied. 

 
Yes, 3 No. 

 
_______(Yes/No) 

 
e) 

 
Spare wheel with carrier. 

 
Yes 

 
_______(Yes/No) 

 
f) 

 
Hydraulic (telescopic) jack, wheel 

brace and manufacturer's standard 

tools, supplied. 

 
 

Yes, Yes, Yes 

 
 

_______(Yes/No)     

 
g) 

 
Vehicle to be fitted with 
electronic speed governor 

 
Mandatory 

 
_______(Yes/No) 

 
h) 

 
Governor to limit maximum 
speed to 80km/hr 

 

Mandatory 

 
_______(Yes/No) 

 
i) 

 
Governor to be tamper proof 

 
Mandatory 

 
_______(Yes/No) 

 
j) 

 
Governor to be inspected by 
CM&TE before delivery 

 
Mandatory 

 
_______(Yes/No) 

 
k) 

 
Any other equipment (or 

accessories) supplied. 

 
specify    

 

 
_______________ 

_______________ 
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SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

RESPONSE 

 

 

_______________ 

_______________ 
 
 

 
WATER TANK 

 
 

 
 

 
a) 

 
Tank capacity, min. 

 
7,000-8,000 ltr 

 
--------------- Ltr 

 
b) 

 
Elliptical shape steel tank with flat 

ends. 

 
Yes 

 
---------------(Y/N) 

 
c) 
 
 
 

TANK DIMENSION,    
 
                             Length,  approx 4200mm 

 
--------------- mm 

 
                             Major axis,  

approx 
2200mm 

 
--------------- mm 

 
                              Minor axis,  

approx 
1100mm 

 
--------------- mm 

   

 
d) 

 
All steel construction using mild 

steel plate/ steel alloy, of 

thickness, min.. 

 
3.2 mm 

 
--------------- Mm 

 
e) 

 
Anti-surge baffle-plates fitted, 

 baffle thickness, approx 

 
Yes, 

 3.5mm 

 
---------------(Y/N) 

-----------------mm 
 
f) 

 

Number of baffle plates 

 
specify 

 
--------------- No. 

 
g) 

 
Baffle-plates to have inspection 

openings. 

 
Yes 

 
---------------(Y/N) 

 
h) 

 
Tank fitted with breather, min size. 

 
Specify 

 
--------------- mm 

 
i) 

 
Tank fitted with filling level 

indicator. 

 
Approx. 1000mm long 

 
 

----------------mm 
 
j) 

 
Inspection manhole on top with 

suitable seal and locking 

mechanism, min diameter. 

 
500 mm 

 
--------------- mm 

 
k) 

 
Steel-tube access ladder & 

platform to manhole. 

 
Yes 

 
---------------(Y/N) 

 
l) 

 
Tank fitted with drain plug, pipe 

and spray bar. 

 
Yes 

 
---------------(Y/N) 

 
m) 

 
Gate valve fitted at rear, size. 

 

 
specify 

 
Mm 

n)  
Tank secured to chassis on cradle. 

 
yes 

 
-----------------(Y/N) 

 
n) 

 
Tank internally lined with 

protective, anti-rust, non-

poisonous compound or paint. 

 
Yes 

 
---------------(Y/N) 

 
o) 

 
Tank and its chassis/cradle to be 

painted sky blue. 

 
Yes 

 
---------------(Y/N) 

 
p) 

 
Both side of the tank should be 

written 

 óCLEAN WATERô with broad 

 
Yes 

 
---------------(Y/N) 
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SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

RESPONSE 

letters. 
 
q) 
 
 

 
PTO gears driven semi-rotary 

pump. 

 
Yes 

 
---------------(Y/N) 

 
Pump capacity 

 
200 litres/min. 

 
------------- litre/min 

 
r) 

 
Pump and piping be such that 

pump can draw water from well 

(6m deep) into tank, and pump 

from tank to reservoir (20m head) 

with minimum changes in pipe 

connections. 

 
Yes 

 
---------------(Y/N) 

 
s) 

 
Hoses, suction and pressure proof, 

2" with quick couplings. Hoses to 

cover total lengths as described in 

(o) above. 

 
Yes, Yes 

 
-----------------(Y/N) 

 
t) 

 
Hose storage tubes, lockable and 

mounted laterally at tank-body 

 
 Yes  

 
---------------(Y/N) 

 
u) 

 
A lift pump mounted on the tank 

chassis with its suction connected 

to the discharge pipe of the tank. 

 
Yes 

 
---------------(Y/N) 

 
v) 

 
Spare wheel carrier fitted. 

 
Yes 

 
---------------(Y/N) 

 
w) 

 
Rear mud flaps and chevrons 

(Reflectors) to be fitted. 

 
Yes 

 
---------------(Y/N) 

 
 

x) 

 
Tightness test of tank body with 

0.5 bar to be performed and 

certificate issue prior to delivery. 

 
yes 

 
---------------(Y/N) 

 
12   WARRANTY 
 
a)  

 
Each vehicle supplied should carry 

a statement of warranty. 

 
yes 

 
---------------(Y/N) 

 
b)  

 
Vehicle warranty min., 40,000 km 

or 12 months whichever occurs 

first. 

 
Specify 

 
--------------- Km 

----------- Months 

 
13 

 
MANUALS 

 
 

 
 

 
a) 

 
All literature in English language 

 
yes 

 
---------------(Y/N) 

 
b) 

 
Repair Manual, supplied 

 
yes 

 
---------------(Y/N) 

 
c) 

 
Parts catalogue , supplied. 

 
Yes 

 
---------------(Y/N) 

 
d) 

 
Drivers handbook and service 

schedule supplied 

 
yes 

 
---------------(Y/N) 

 
14 OTHER REQUIREMENTS  
 
a) 

 
Water tanker to conform to Kenya 

Traffic act Cap. 403 and have a 

certificate from the vehicle 

inspection unit. 

 
yes 

 
---------------(Y/N) 
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SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

RESPONSE 

b) Vehicle will be inspected by 

Chief Mechanical and Transport 

Engineer,  through its 

construction stages for 

compliance with the specification. 

Yes (Y/N) 

 
c) 

 
Body builders to have truck body 

inspected (by Certifying officer, 

Vehicle Inspection Centre) for 

compliance with Traffic Act prior 

to delivery to user. 

 
Yes 

 
(Y/N) 

 
d) 

 
Truck to be registered with the 

registrar of motor vehicles. 

 
Yes (Mandatory)  

 
(Y/N) 

 
e)   

 
Franchise holder (representative 

in Kenya)------(Truck) 

 

If not, specify relationship with 

franchise holder. 

 
Yes 

 

Specify whether 

agent/dealer  

 
(Y/N) 

 

 

 

 
f) 

 

 
Availability of  spares. 

 

 
Indicate motor vehicle 

dealers who stock spare 

parts.  

 

 
 

 

 
g) 

 

 
Names and addresses of 

dealers/agents where back-up 

service can be obtained indicating 

the location of the workshops 

facilities.  

 
Specify  
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3. WATER BOWSER, 4x2,    9,000-10,000 LITRES    

 

 
 

 
 

SPECIFICATION  
 
REQUIREMENT  

TENDERERôS 

REPONSE  
 
A. 

 
TRUCK 

 
 

 
MAKE 

 
- 

 
 

 
 

 
MODEL 

 
- 

 
 

 
 

 
COUNTRY OF ORIGIN 

 
- 

 
 

 
 

 
MANUFACTURER'S 

LITERATURE, AUTHORITY 

AND SPECIFICATIONS 

SUPPLIED 

 
Yes      

 
-------------(Yes/No)     

  
Detailed engineering drawings, 

showing dimensions of the 

tank supplied. 

 
Yes 

 (Mandatory)  

 
 

(Y/N) 

 
1. 

 
GENERAL 

 
a) 

 
A standard production, heavy 

duty, 4x2, truck of latest 

design, in current production. 

 
Yes, Yes, Yes 

 
-------------(Yes/No) 

 
b) 

 
Supplied new, unused 

 
Yes      

 
Yes/No) 

 
c) 

 
Designed to heavy duty export 

specifications, capable of 

operating in tropical conditions 

over paved and unpaved roads. 

 
Yes, Yes, Yes 

 
-----------(Yes/No) 

 
d) 

 
Suitable for water 

transportation. 

 
Yes       

 
------------(Yes/No) 

 
d) 

 
Right hand drive  

 
Mandatory  

 
------------(Yes/No) 

 
2. DIMENSIONS AND WEIGHTS 
 
a) 

 
Overall length, min. 

 
8,000 mm 

 
--------------- mm 

 
b) 

 
Overall width, approx. 

 
2,400 mm 

 
--------------- mm 

 
c) 

 
Overall height, approx. 

 
2,900 mm 

 
--------------- mm 

 
d) 

 
Wheelbase, approx. 

 
4,500-5,600 mm 

 
--------------_ mm 

 
e) 

 
Length of Cab-chassis end,  

 
5,000-7,000 mm 

 
---------------- mm 

 
f) 

 
Kerb weight, approx. 

 
4-6, 000 Kg 

 
--------------- Kg 

 
g) 

 
Max. G.V.W, . 

 
14-18,000 Kg 

 
---------------_ Kg 

 
h) 

 
Payload (plus weight of body), 

min 

 
9,000-10,000Kg 

 
---------------_ Kg 

 
i) 

 
Permissible front (steering) 

 
8,000 Kg    

 
--------------- Kg  
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SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

REPONSE  

axle load, max. 
 
j) 

 
Permissible rear (for dual, 

wheels) axle load, max. 

 
10,000 Kg    

 
--------------- Kg   

 
3. 

 
ENGINE 

 
a) 

 
Make 

 
- 

 
--------------- 

 
b) 

 
Model 

 
- 

 
--------------- 

 
c) 

 
Country of origin 

 
- 

 
--------------- 

 
d) 

 
Engine performance curves 

supplied 

 
Yes      

 
-------------(Yes/No)     

 
e) 

 
Diesel Engine, water cooled, 4 

stroke 

 
Yes, Yes. Yes 

 
-------------(Yes/No) 

 
f) 

 
Mode of aspiration. 

(Natural/Turbocharged) 
Specify 

 
-------------------- 

 
g) 

 
Piston displacement, approx. 

 
6000-10,000c 

 
___________ cc 

 
h) 

 
Number of cylinders  

 
6 

 
____________No. 

 
i) 

 
Maximum power output, (HP/ 

rpm),  min. 

 
180Hp/2500rpm 

 
______      Hp/rpm 

 
j) 

 
Maximum torque developed, 

(Nm /rpm),  min. 

 
500Nm/1300rpm 

 
_______ Nm/rpm 

 
k) 

 
Air cleaner type, disposable/oil 

bath 

 
Specify 

 
___________ 

 
l) 

 
Oil and fuel filter type 

 
Disposable 

 
_____________ 

 
m) 

 
Average fuel consumption (on 

full load) 

 
Specify   

 
_______l/km   

 
n) 

 
Fuel tank capacity, approx. 

 

 

 
200Lt 

 
___________ Lt 

 
4. CLUTCH AND TRANSMISSION 
 
a) 

 
Clutch, dry type, single plate 

 
Yes, Yes 

 
_______(Yes/No) 

 
b) 

 
Clutch, system actuation. 

 
Hydraulic 

 
_______________ 

 
c) 

 
Number of speeds,min. 

 
5F, 1R 

 
_______________ 

 
d) 

 
Drive configuration. 

 

 
4x2 

 
  ___ x ___ 

 
5. BRAKES, TYRES AND SUSPENSION. 
 
a) 

 
Brakes, hydraulic-pneumatic 

assisted 

 
Yes 

 
_______(Yes/No) 

 
b) 

 
Mechanical parking brake to 

act on rear wheels. 

 
Yes 

 
_______(Yes/No) 
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SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

REPONSE  

c) Rear tyres Dual ______________ 
 
d) 

 
Tires locally available. 

 
Yes 

 
_______(Yes/No) 

 
e) 

 
Optimum tire size 

11.00x 20, 14PR  
___________ PR 

 
f) 

 
Suspension, front and rear 

heavy 

duty leaf springs with 

telescopic shock absorbers at 

front. 

 
Yes, Yes 

 
_______(Yes/No) 

 
6. 

 
STEERING AND CAB. 

 
a) 

 
Right Hand drive steering Mandatory  

 
_______(Yes/No) 

 
b) 

 
Steering type,  

Manual/assisted. 

 
Assisted 

 
________________ 

 
c) 

 
All steel, spacious cab to seat 3 

passengers comfortably. 

 
Yes, Yes 

 
_______(Yes/No) 

 
d) 

 
Adjustable drivers seat. 

 
Yes 

 
_______(Yes/No) 

 
e) 

 
All seats to have safety belts 

that conform to the KEBS 

standard No. 06-664 of 1985. 

 

 

Mandatory  

 
_______(Yes/No) 

 
7. 

 
ELECTRICAL SYSTEM AND INSTRUMENTS 

 
a) 

 
System voltage, negative earth. 

 
    12V, Yes 

 
________________ 

 
b) 

 
Battery capacity and size, 

approx. 

 
2x12V 

 
________________ 

 
c) 

 
Full lighting to conform to Cap 

403 Sec.23-Kenya Traffic Act. 

 
 

Yes      

 
 

_______(Yes/No)     
 
d) 

 
Standard instruments and 

gauges (or warning lights) for 

charging circuit, oil pressure, 

coolant temperature etc. 

 
Yes      

 
_______(Yes/No)     

 
8. 

 
EQUIPMENT ETC. 

 
a) 

 
Heavy duty front fender. 

 
Yes 

 
_______(Yes/No) 

 
b) 

 
Laminated (safety) windshield. 

 
Yes 

 
_______(Yes/No) 

 
c) 

 
Sun visors supplied,  2 No. 

 
Yes  

 
_______(Yes/No) 

 
d) 

 
Rear view mirrors (external 

and internal) supplied,  

 3 No. 

 
Yes  

 
_______(Yes/No) 

 
e) 

 
Spare wheel with carrier. 

 
Yes 

 
_______(Yes/No) 

 
f) 

 
Hydraulic (telescopic) jack, 

wheel brace and manufacturer's 

standard tools, supplied. 

 
 

Yes, Yes, Yes 

 
 

_______(Yes/No)     
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SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

REPONSE  
 
g) 
 

 
Vehicle to be fitted with a  
speed governor 

 
Mandatory  

 
_______(Yes/No) 

 
h) 
 

 
Governor to limit maximum 
speed to 80km/hr 

 

Mandatory  

 
_______(Yes/No) 

 
i) 
 

 
Governor to be tamper proof 

 
Mandatory  

 
_______(Yes/No) 

 
j) 
 

 
Governor to be inspected by 
CM&TE before fitting 

 
Mandatory  

 
_______(Yes/No) 

 
k) 

 
Any other equipment (or 

accessories) supplied. 

 
specify    

 

 

 

 

 

 
_______________ 

______________ 

 
9. 

 
WATER TANK 

 
 

 
 

 
a) 

 
Tank capacity, min. 

 
9,000lt 

 
--------------- Lt 

 
b) 

 
Elliptical shape steel tank with 

flat ends. 

 
Yes 

 
---------------(Y/N) 

 
c) 
 
 
 

 
TANK DIMENSION  

  
 

 
Length,  approx. 

6000mm --------------- mm 

 
Major axis.approx. 

2200mm  
--------------- mm 

 
Minor axis. approx. 

1100mm  
--------------- mm 

 
d) 

 
All steel construction using 

mild steel  plate/ steel alloy ,of  

thickness, min.. 

 
3.2 mm 

 
--------------- Mm 

 
e) 

 
Anti-surge baffle-plates fitted 

No. of baffle plates 

 
Yes 

Specify No. 

 
---------------(Y/N 

-------------- No. 
 
f) 

 
Baffle-plates to have inspection 

openings. 

 
Yes 

 
---------------(Y/N) 

 
g) 

 
Tank fitted with breather, min 

size. 

 
Specify 

 
--------------- mm 

 
h) 

 
Tank fitted with filling level 

indicator. Approx. 1000mm 

long 

 
Yes 

 
 

----------------mm 

 
i) 

 
Entry mounted  at top centre 

inspection manhole with 

suitable seal and locking 

mechanism, min diameter, 500 

mm 

 

 

 
Yes 

 
--------------- mm 

 
j) 

 
Steel-tube access ladder & 

platform to manhole. 

 
Yes 

 
---------------(Y/N) 

 
k) 

 
Tank fitted with drain plug, pipe 

 
Yes 

 
---------------(Y/N) 
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SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

REPONSE  

and spray bar. 
 
l) 

 
Gate valve fitted at rear, size. 

 
specify 

 
mm 

 
m) 

 
Tank secured to chassis on 

cradle. 

 
yes 

 
-----------------(Y/N) 

 
n) 

 
Tank internally lined with 

protective, anti-rust, non-

poisonous compound, or double 

coat epoxy primer and paint. 

 
Yes 

 
---------------(Y/N) 

 
o) 

 
Tank and its chassis/cradle to be 

painted sky blue. 

 
Yes 

 
---------------(Y/N) 

 
p) 

 
Both sides of the tank should be 

written ±CLEAN WATERô in 

broad letters. 

 
Yes 

 
---------------(Y/N) 

 
q) 

 
PTO gear driven semi-rotary 

pump. 

 
Yes 

 
---------------(Y/N) 

 
 

 
Pump capacity, min 

 
500 ltrs/min. 

 
--------------- ltr/min 

 
r) 

 
Pump and piping be such that 

pump can draw water from well 

(6m deep) into tank, and pump 

from tank to reservoir (20m 

head) with minimum changes in 

pipe connections. 

 
Yes 

 
---------------(Y/N) 

 
s) 

 
Hoses, suction and pressure 

proof, 2" (50mm) with quick 

couplings. Hoses to cover total 

lengths as described in (o) 

above. 

 
Yes,Yes 

 
-----------------(Y/N) 

 
t) 

 
Hose storage tubes, lockable 

and mounted laterally at tank-

body 

 
Yes 

 
---------------(Y/N) 

 
u) 

 
A lift pump mounted on the 

tank chassis with its suction 

connected to the discharge pipe 

of the tank. 

 
Yes 

 
---------------(Y/N) 

 
v) 

 
Spare wheel carrier fitted. 

 
Yes 

 
---------------(Y/N) 

 
w) 

 
Rear mud flaps chevrons and 

reflectors to be fitted. 

 
Yes 

 
---------------(Y/N) 

 
 

x) 

 
Tightness test of tank body with 

0.5 bar to be performed and 

certificate issue prior to 

delivery. 

 
Yes 

 
---------------(Y/N) 

 
xi) 

 
A suitable 6HP /2500rpmn 
petrol driven engine,   
 
portable pump (with  carrier 
fixed on truck) of  capacity  
 
1000l/min supplied for 

 
Yes mandatory 

 

Specify make, 

model, country of 

origin and capacity 

 
---------------(Y/N) 
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SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

REPONSE  
pumping water in and out from  
 
tank to overhead tank or 
well.Head 25m 
 
 
 
 
 
 
 
 

.Attach literature. 

 
10.    WARRANTY 
 
a)  

 
Each vehicle supplied should 

carry a statement of warranty. 

 
yes 

 
---------------(Y/N) 

 
b)  

 
Vehicle warranty min., 40,000 

km or 12 months whichever 

occurs first. 

 
Specify 

 
--------------- Km 

--------------- months 

 
11. 

 
MANUALS 

 
 

 
 

 
a) 

 
All literature in  English 

language 

 
yes 

 
---------------(Y/N) 

 
b) 

 
Shop Manual, supplied 

 
yes 

 
---------------(Y/N) 

 
c) 

 
Parts catalogue , supplied. 

 
Yes 

 
---------------(Y/N) 

 
d) 

 
Drivers handbook and service 

schedule supplied 

 
yes 

 
---------------(Y/N) 

 
12. OTHER REQUIREMENTS  
 
a) 

 
Water tanker to conform to 

Kenya Traffic act Cap. 403 and 

have a certificate from the 

vehicle inspection unit. 

 

 
yes 

 
---------------(Y/N) 

 
b) 

 
Chief Mechanical and 

Transport Engineer, will 

inspect vehicle through its 

construction stages for 

compliance with the 

specification. 

 

 
Yes 

 
(Y/N) 

 
c) 

 
Body builders to have truck 

body inspected (by Certifying 

officer, Vehicle Inspection 

Centre) for compliance with 

Traffic Act prior to delivery to 

user. 

 

 
Yes 

 
(Y/N) 

 
d) 

 
Truck to be registered with the 

registrar of motor vehicles. 

 
Yes (Mandatory)  

 
(Y/N) 

 
e)   

 
Franchise holder 

(representative in Kenya)------

(Truck) 

 
Yes 

 

Specify whether 

 
(Y/N) 
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SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

REPONSE  

 

If not, specify relationship with 

franchise holder. 

agent/dealer  

 
f) 

 

 
Availability of  spares. 

 

 
Indicate motor 

vehicle dealers who 

stock spare parts. 

 
 

 

 
 
e) 

 

 
Names and addresses of 

dealers/agents where back-up 

service can be obtained 

indicating the location of the 

workshops facilities. 

 
Specify 
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4. WATER BOWSER, 6x2,  14,000-16,000 LITRES    

 
 

 
 

SPECIFICATION 
 

REQUIREMENT 
TENDERERôS 

REPONSE  
 
A. 

 
TRUCK 

 
 

 
MAKE 

 
- 

 
 

 
 

 
MODEL 

 
- 

 
 

 
 

 
COUNTRY OF ORIGIN 

 
- 

 
 

 
 

 
MANUFACTURER'S 

LITERATURE, AUTHORITY AND 

SPECIFICATIONS SUPPLIED 

 
Yes 

 (Mandatory)  

 
-------------(Yes/No)     

  
Detailed engineering drawings 

showing dimensions of the tank 

supplied. 

 
Yes 

 (Mandatory)  

 
 

(Y/N) 

 
1. 

 
GENERAL 

 
a) 

 
A standard production, heavy duty, 

6x2, water bowser of latest design, in 

current production. 

 
Yes, Yes, Yes 

 
-------------(Yes/No) 

 
b) 

 
Supplied new, unused 

 
Yes      

 
Yes/No) 

 
c) 

 
Designed to heavy duty export 

specifications, capable of operating in 

tropical conditions over paved and 

unpaved roads. 

 
Yes, Yes, Yes 

 
-----------(Yes/No) 

 
d) 

 
Suitable for water transportation. 

 
Yes       

 
------------(Yes/No) 

 
2. DIMENSIONS AND WEIGHTS 
 
a) 

 
Overall length, approx. 

 
10,000 mm 

 
--------------- mm 

 
b) 

 
Overall width, approx. 

 
2,400 mm 

 
--------------- mm 

 
c) 

 
Overall height, approx. 

 
2,600 mm 

 
--------------- mm 

 
d) 

 
Wheelbase, approx. 

 
5,000+1300 mm 

 
--------------_ mm 

 
e) 

 
Length of Cab-chassis end, min 

 
7300 mm 

 
---------------- mm 

 
f) 

 
Kerb weight, approx. 

 
6,300 Kg 

 
--------------- Kg 

 
g) 

 
Max. G.V.W, approx. 

 
21-26,000 Kg 

 
---------------_ Kg 

 
h) 

 
Payload , approx 

 
14-16,000 Kg 

 
---------------_ Kg 

 
3. 

 
ENGINE 

 
a) 

 
Make 

 
- 

 
--------------- 

 
b) 

 
Model 

 
- 

 
--------------- 

 
c) 

 
Country of origin 

 
- 

 
--------------- 

 
d) 

 
Engine performance curves supplied 

 
Yes      

 
-------------(Yes/No)     
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SPECIFICATION 

 
REQUIREMENT 

TENDERERôS 

REPONSE  

e) Diesel Engine, water cooled, 4 stroke Yes, Yes. Yes -------------(Yes/No) 
 
f) 

 
Mode of aspiration. 

(Natural/Turbocharged) 

 
specify 

 
-------------------- 

 
g) 

 
Piston displacement, approx. 

 
6000-12000cc 

 
___________ cc 

 
h) 

 
Number of cylinders - min. 

 
6 

 
____________No. 

 
i) 

 
Maximum power output, (HP/ rpm),  

min. 

 
180HP/2800rpm 

 
______      Hp/rpm 

 
j) 

 
Maximum torque developed, (NM 

/rpm),  min. 

 
600Nm/1600rpm 

 
_______ Nm/rpm 

 
k) 

 
Air cleaner type, disposable/oilbath 

 
specify 

 
___________ 

 
l) 

 
Oil and fuel filter type 

 
disposable 

 
_____________ 

 
m) 

 
Average fuel consumption (on full 

load) 

 
specify   

 
_______l/km   

 
n) 

 
Fuel tank capacity, min 

 
200Lt 

 
___________ Lt 

 
4. CLUTCH AND TRANSMISSION 
 
a) 

 
Clutch, dry type, single plate 

 
Yes, Yes 

 
_______(Yes/No) 

 
b) 

 
Clutch, system actuation. 

 
Hydraulic 

 
_______________ 

 
c) 

 
Number of speeds, min. 

 
5F, 1R 

 
_______________ 

 
d) 

 
Drive configuration. 

 

 
6x2 

 
  ___ x ___ 

 
5. BRAKES, TYRES AND SUSPENSION. 
 
a) 

 
Brakes, hydraulic-pneumatic assisted 

 
Yes 

 
_______(Yes/No) 

 
b) 

 
Mechanical parking brake to act on 

rear wheels. 

 
Yes 

 
_______(Yes/No) 

 
c) 

 
Rear tyres, Dual /Single. 

 
Specify 

 
______________ 

 
d) 

 
Tires size locally available. 

 
Yes 

 
_______(Yes/No) 

 
e) 

 
Optimum tire size 

 
specify 

 
___________ PR 

 
f) 

 
Suspension, front and rear heavy 

duty leaf springs with 

telescopic shock absorbers at 

front. 

 
Yes, Yes 

 
_______(Yes/No) 

 
6. 

 
STEERING AND CAB. 

 
a) 

 
Right Hand drive steering 

 
Yes 

 
_______(Yes/No) 

 
b) 

 
Steering Type. 

 
Assisted 

 
________(Yes/No) 

 
c) 

 
All steel, spacious cab to seat 3 

passengers comfortably. 

 
Yes, Yes 

 
_______(Yes/No) 

 
d) 

 
Adjustable drivers seat. 

 
Yes 

 
_______(Yes/No) 
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SPECIFICATION 

 
REQUIREMENT 

TENDERERôS 

REPONSE  
 
e) 

 
All seats to have safety belts that 

conform to the KEBS standard No. 

06-664 of 1985. 

Mandatory  

 
_______(Yes/No) 

 
7. 

 
ELECTRICAL SYSTEM AND INSTRUMENTS 

 
a) 

 
System voltage, negative earth. 

 
12V, Yes 

 
________________ 

 
b) 

 
Battery capacity and size, approx. 

 
2x12V 

 
________________ 

 
c) 

 
Full lighting to conform to Cap 

403 Subs.23-Kenya Traffic Act. 

 
 

Yes      

 
 

_______(Yes/No)     
 
d) 

 
Standard instruments and gauges (or 

warning lights) for charging circuit, 

oil pressure, coolant temperature etc. 

 
Yes      

 
_______(Yes/No)     

 
8. 

 
EQUIPMENT ETC. 

 
a) 

 
Heavy duty type front fender. 

 
Yes 

 
_______(Yes/No) 

 
b) 

 
Laminated (safety) windshield. 

 
Yes 

 
_______(Yes/No) 

 
c) 

 
Sunvisors supplied. 

 
Yes, 2 No. 

 
_______(Yes/No) 

 
d) 

 
Rear view mirrors (external and 

internal) supplied. 

 
Yes, 3 No. 

 
_______(Yes/No) 

 
e) 

 
Spare wheel with carrier. 

 
Yes 

 
_______(Yes/No) 

 
f) 

 
Hydraulic (telescopic) jack, wheel 

brace and manufacturer's standard 

tools, supplied. 

 
 

Yes, Yes, Yes 

 
 

_______(Yes/No)     

 
g) 

 
Vehicle to be fitted with electronic 
speed governor 

 
Mandatory  

 
_______(Yes/No) 

 
h) 

 
Governor to limit maximum speed to 
80km/hr 

 

Mandatory  

 
_______(Yes/No) 

 
i) 

 
Governor to be tamper proof 

 
Mandatory  

 
_______(Yes/No) 

 
j) 

 
Governor to be inspected by CM&TE 
before delivery. 

 
Mandatory  

 
_______(Yes/No) 

 
k) 

 
Any other equipment (or accessories) 

supplied. 

 
specify    

 

 

 

 

 

 

 

 

 
_______________ 

_______________ 

_______________ 

_______________ 

 
 

 
WATER TANK   

WITH  INNER ANTI -CORROSSION TREATMENT  

 
 
a) 

 
Tank capacity, min. 

 
14,000-16,000 ltr 

 
--------------- Ltr 

 
b) 

 
Elliptical shape steel tank with flat 

ends. 

 
Yes 

 
---------------(Y/N) 
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SPECIFICATION 

 
REQUIREMENT 

TENDERERôS 

REPONSE  
 
c) 
 
 
 

TANK DIMENSION,    
 
                             Length,  approx 7300mm 

 
--------------- mm 

 
                             Major axis,  approx 2400mm 

 
--------------- mm 

 
                              Minor axis,  approx 1200mm 

 
--------------- mm 

   

 
d) 

 
All steel construction using mild steel 

plate/ steel alloy, of thickness, min.. 

 
3.2 mm 

 
--------------- Mm 

 
e) 

 
Anti-surge baffle-plates fitted, 

 baffle thickness, approx 

 
Yes, 

 3.5mm 

 
---------------(Y/N) 

-----------------mm 
 
f) 

 

Number of baffle plates 

 
specify 

 
--------------- No. 

 
g) 

 
Baffle-plates to have inspection 

openings. 

 
Yes 

 
---------------(Y/N) 

 
h) 

 
Tank fitted with breather, min size. 

 
Specify 

 
--------------- mm 

 
i) 

 
Tank fitted with filling level indicator. 

 
Approx. 1200mm long 

 
 

----------------mm 
 
j) 

 
Inspection manhole on top with 

suitable seal and locking mechanism, 

min diameter. 

 
500 mm 

 
--------------- mm 

 
k) 

 
Steel-tube access ladder & platform to 

manhole. 

 
Yes 

 
---------------(Y/N) 

 
l) 

 
Tank fitted with drain plug, pipes. 

 
Yes 

 
---------------(Y/N) 

 
m) 

 
Gate valve fitted at rear, size. 

 

 
specify 

 
Mm 

n)  
Tank secured to chassis on cradle. 

 
yes 

 
-----------------(Y/N) 

 
n) 

 
Tank internally lined with protective, 

anti-rust, non-poisonous compound or 

paint. 

 
Yes 

 
---------------(Y/N) 

 
o) 

 
Tank and its chassis/cradle to be 

painted sky blue. 

 
Yes 

 
---------------(Y/N) 

 
p) 

 
Both side of the tank should be written 

 óCLEAN WATERô with broad letters. 

 
Yes 

 
---------------(Y/N) 

 
q) 

 
PTO gears driven semi-rotary pump. 

 
Yes 

 
---------------(Y/N) 

 
 

 
Pump capacity min. 

 
250 litres/min. 

 
------------- litre/min 

 
r) 

 
Pump and piping be such that pump 

can draw water from well (7m deep) 

into tank, and pump from tank to 

reservoir (10m head) with minimum 

changes in pipe connections. 

 
Yes 

 
---------------(Y/N) 

 
s) 

 
Hoses, suction and pressure proof, 2" 

with quick couplings. Hoses to cover 

total lengths as described in (o) above. 

 
Yes, Yes 

 
-----------------(Y/N) 
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SPECIFICATION 

 
REQUIREMENT 

TENDERERôS 

REPONSE  
 
t) 

 
Hose storage tubes, lockable and 

mounted laterally at tank-body 

 
Yes 

 
---------------(Y/N) 

 
u) 

 
A lift pump mounted on the tank 

chassis with its suction connected to 

the discharge pipe of the tank. 

 
Yes 

 
---------------(Y/N) 

 
v) 

 
Spare wheel carrier fitted. 

 
Yes 

 
---------------(Y/N) 

 
w) 

 
Rear mud flaps and chevrons 

(Reflectors) to be fitted. 

 
Yes 

 
---------------(Y/N) 

 
x) 

 
Tightness test of tank body with 0.5 

bar to be performed and certificate 

issue prior to delivery. 

 
yes 

 
---------------(Y/N) 

 
xi) 

 
A suitable 6HP /2500rpmn petrol 

driven engine,   

 

portable pump (with  carrier fixed on 

truck) of  capacity  

 

1000l/min supplied for pumping 

water in and out from  

 

tank to overhead tank or well.Head 

25m 
 
 

 
Yes mandatory 

 

Specify make, model, 

country of origin and 

capacity .Attach 

literature. 

 
---------------(Y/N) 

 
12   WARRANTY 
 
a)  

 
Each vehicle supplied should carry a 

statement of warranty. 

 
yes 

 
---------------(Y/N) 

 
b)  

 
Vehicle warranty min., 40,000 km or 

12 months whichever occurs first. 

 
Specify 

 
--------------- Km 

----------- Months 
 
13 

 
MANUALS 

 
 

 
 

 
a) 

 
All literature in  English language 

 
yes 

 
---------------(Y/N) 

 
b) 

 
Shop Manual, supplied 

 
Yes 

 

 
---------------(Y/N) 

 
c) 

 
Parts catalogue , supplied. 

 
Yes 

 

 
---------------(Y/N) 

 
d) 

 
Drivers handbook and service 

schedule supplied 

 
yes 

 
---------------(Y/N) 

 
14 OTHER REQUIREMENTS  
 
a) 

 
Water tanker to conform to Kenya 

Traffic act Cap. 403 and have a 

certificate from the vehicle inspection 

unit. 

 
yes 

 
---------------(Y/N) 

 
b) 

 
Vehicle will be inspected by Chief 

Mechanical and Transport Engineer,  

through its construction stages for 

 
Yes 

 (Mandatory)   

 

 
(Y/N) 
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SPECIFICATION 

 
REQUIREMENT 

TENDERERôS 

REPONSE  

compliance with the specification. 
 
c) 

 
Body builders to have truck body 

inspected (by Certifying officer, 

Vehicle Inspection Centre) for 

compliance with Traffic Act prior to 

delivery to user. 

 
Yes 

 
(Y/N) 

 
d) 

 
Truck to be registered with the 

registrar of motor vehicles. 

 
Yes 

 (Mandatory)   

 

 
(Y/N) 

 
e)   

 
Franchise holder (representative in 

Kenya)------(Truck) 

 

If not, specify relationship with 

franchise holder. 

 
Yes 

 

Specify whether 

agent/dealer  

 
(Y/N) 

 

 

 

 
f) 

 

 
Availability of  spares. 

 

 
Indicate motor vehicle 

dealers who stock spare 

parts.  

 

 
 

 

 

 
e) 

 

 
Names and addresses of 

dealers/agents where back-up service 

can be obtained indicating the 

location of the workshops facilities.   

 
Specify  
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BITUMEN DISTRIBUTORS  

1. TRUCK MOUNTED BITUMEN DISTRIBUTOR -  7,000-8,000 LITRES 

CAPACITY.  
 

 
 

SPECIFICATION  
 
REQUIREMEN

T 

 
TENDERER'

S 

RESPONSE 
 
A

. 

 
TRUCK (CAB -CHASSIS) 

    
 

 
 
MAKE 

 
- 

 

 
 

 
MODEL 

 
- 

 

 
 

 
COUNTRY OF ORIGIN 

 
- 

 

 
 

 
MANUFACTURER'S LITERATURE, AUTHORITY  

AND SPECIFICATIONS SUPPLIED 

 
 

Yes mandatory 

 
 

----------

(Yes/No) 
 
1. 

 
GENERAL 

 
a) 

 
A standard production, 4x2, 7-8 ton payload truck, of 

latest design, robust construction, in current production, 

marketed in Kenya. 

 
Yes, Yes, Yes 

 
----------

(Yes/No) 

 
b) 

 
Supplied new. 

 
Yes 

 
----------

(Yes/No) 
 
c) 

 
Designed to heavy-duty export specifications, capable 

of operating in tropical conditions over paved and 

unpaved roads. 

 
 

Yes, Yes, Yes 

 
 

----------

(Yes/No) 
 
d) 

 
Suitable for bitumen transportation. 

 
Yes 

 
----------

(Yes/No) 
 
e) 

 
Control Forward/Normal 

 
Specify 

 
------------------

--- 
 
2. 

 
DIMENSIONS AND WEIGHTS  

 
a) 

 
Overall length, min. 

 
7,500mm 

 
----------mm 

 
b) 

 
Overall width, approx. 

 
2,200mm 

 
----------mm 

 
c) 

 
Overall height, min. 

 
2,400mm 

 
----------mm 

 
d) 

 
Wheelbase, min. 

 
4,200mm 

 
----------mm 

 
e) 

 
Length of chassis aft of cab, min. 

 
5,500mm 

 
----------mm 

 
f) 

 
Kerb weight, min. (excluding body). 

 

 
3,500Kg 

 
----------kg 

 
g) 

 
G.V.W, min. 

 
12,500kg 

 
----------kg 

 
h) 

 
Payload, approx. 

 
7,000ton 

 
----------ton 

 
i) 

 
Permissible/legal  front (steering) axle load, max. 

 
8,000Kg 

 
----------Kg 

 
j) 

 
Permissible/legal rear (for dual wheels) axle load, max. 

 
10,000Kg 

 
----------Kg 
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3. 

 
ENGINE 

 
a) 

 
Make 

 
- 

 

 
b) 

 
Model 

 
- 

 

 
c) 

 
Country of origin 

 
- 

 

 
d) 

 
Engine performance curves supplied. 

 
Yes 

 
----------

(Yes/No) 
 
e) 

 
Diesel Engine, water-cooled, 4 Stroke. 

 
Yes, Yes, Yes 

 
----------

(Yes/No) 
 
f) 

 
Mode of aspiration. (Natural/Turbocharged) 

 
Specify 

 
------------------

-- 
 
g) 

 
Piston displacement, approx. 

 
4,200-7000cc 

 
----------cc 

 
h) 

 
Number of cylinders, min. 

 
4/6 

 
----------no. 

 
i) 

 
Maximum power output / rpm, min. 

 
160HP / 3000rpm 

 
----------

HP/rpm 
 
j) 

 
Maximum torque developed /rpm, min. 

 
440Nm /1800rpm 

 
----------

Nm/rpm 
 
k) 

 
Air cleaner type, disposable/ oil bath. 

 
Specify 

 
------------------ 

 
l) 

 
Oil and fuel filter type 

 
Disposable 

 
------------------ 

 
m) 

 
Average fuel consumption (on full load) 

 
Specify 

 
----------km/l 

 
n) 

 
Fuel tank capacity, approx. 

 
200Lt 

 
----------Lt 

 
o) 

 
Extra fuel tank fitted 

Capacity 

 

 

 
Yes 

Specify 

 
----------

(Yes/No) 

----------Lt 

 
4. 

 
CLUTCH AND TRANSMISSION 

 
a) 

 
Clutch, dry type, single plate. 

 
Yes, Yes 

 
----------

(Yes/No) 
 
b) 

 
Clutch, system actuation, Hydraulic 

 
Yes 

 
----------

(Yes/No) 
 
c) 

 
Gearbox, synchromesh. 

 
Yes 

 
----------

(Yes/No) 
 
d) 

 
Number of speeds, min. 

 
5F, 1R 

 
----------F/---- 

R 
 
e) 

 
Drive configuration. 

 
4x2 

 
---------- x-----

----  
 
5. 

 
BRAKES, TYRES AND SUSPENSION. 

 
a) 

 
Brakes, hydraulic-pneumatic assisted. 

 
Yes 

 
----------

(Yes/No) 
 
b) 

 
Mechanical parking brake to act on transmission. 

 
Yes 

 
----------

(Yes/No) 
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c) 

 
Rear tyres. 

 
Dual 

 
------------------

--- 
 
d) 

 
Tires size locally manufactured. 

 
Yes 

 
----------

(Yes/No) 
 
e) 

 
Optimum tire size 

 
Specify 

 
------------------

---- 
 
f) 

 

 
Suspension, front and rear heavy-duty leaf springs with 

telescopic shock absorbers at front. 

 
Yes, Yes 

 
----------

(Yes/No) 
 
6. 

 
STEERING, CONTROL AND CAB. 

 
a) 

 
Right Hand drive steering 

 
Yes 

 
----------

(Yes/No) 
 
b) 

 
Steering Type ,  Manual  / assisted. 

 
Assisted 

 
------------------

-- 
 
c) 

 
All steel, spacious cab to seat 3 passengers comfortably. 

 
Yes, Yes 

 
----------

(Yes/No) 
 
d) 

 
Adjustable drivers seat. 

 
Yes 

 
----------

(Yes/No) 
 
e) 

 
Seat belts. 

 
Yes 

 
----------

(Yes/No) 
 
7. 

 
ELECTRICAL SYSTEM AND INSTRUMENTS 

 
a) 

 
System voltage, negative earth. 

 

 
24V, Yes 

 
----------

(Yes/No) 
 
b) 

 
Battery capacity and size. 

 
Specify 

 
----------AH 

 
c) 

 
Full lighting to conform to Cap 403 Subs.23-Kenya 

Traffic Act. 

 
Yes 

 
----------

(Yes/No) 
 
d) 

 

 
Standard instruments, gauges and warning lights for 

charging circuit, oil pressure, coolant temperature etc. 

 
Yes 

 
----------

(Yes/No) 
 
8. 

 
EQUIPMENT ETC. 

 
a) 

 
Heavy-duty type front fender. 

 
Yes 

 
----------

(Yes/No) 
 
b) 

 
Laminated (safety) windshield. 

 
Yes 

 
----------

(Yes/No) 
 
c) 

 
Sunvisors supplied. 

 
Yes 

 
----------

(Yes/No) 
 
d) 

 
Rear view mirrors (external both sides and internal) 

supplied. 

 
Yes 

 
----------

(Yes/No) 
 
e) 

 
Full size spare tyre with rim and carrier mounted under 

truck. 

 
Yes 

 
----------

(Yes/No) 
 
f) 

 
Hydraulic (telescopic) jack, wheel brace and 

manufacturer's standard tools, supplied. 

 
Yes, Yes, Yes 

 
----------

(Yes/No) 
 
g) 

 
Any other equipment (or accessories) supplied. 

 
Specify 

 

 
------------------

------------------
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------------------

------------------

------------------

------------------

------------ 

 

h) 

 

Vehicle to be fitted with electronic speed governor 

 

Yes, Mandatory 

 
----------

(Yes/No) 

 

i) 

 

Governor to limit maximum speed to 80km/hr 

 

Yes, Mandatory 

 
----------

(Yes/No) 

 

j) 

 

Governor to be tamper proof 

 

Yes, Mandatory 

 

 
----------

(Yes/No) 

 

k) 

 

Governor to be inspected by CM&TE before delivery 

 

Yes, Mandatory 

 

 

 
----------

(Yes/No) 

 
B

. 

 
BITUMEN TANK AND FITTINGS  

 
1. 

 
TANK AND FITTINGS  

  

 
a) 

 
The requirement is for a fabricated 7000-8000Litres 

capacity type bitumen distributor to be mounted on the 

cab/ chassis.. 

 
Yes, Yes 

 
______(Y/N) 

 
a) 

 
Designed to suit the given Truck chassis with minimum 

capacity. 

 
Yes,  

7,000 lts 

 
-------------

(Y/N) 

----------lts 
 
b) 

 
Standard manufacturers shape  

 
Yes 

 
----------

(Yes/No) 
 
c) 

 
Tank dimensions approximately, 

                                    Length,    

                                    Width,  

 
 

3200mm 

2,300mm  

 
 

----------------

mm 

----------------

mm 
 
d) 

 
Mild steel fabricated tank, with baffles, outer insulation 

and metal cladding 

 
Yes 

 
----------

(Yes/No) 
 
2 

 
BITUMEN PUMP AND ENGINE  

  

 
a) 

 
Chassis mounted auxiliary diesel engine driving 

bitumen pump with piping to allow for  

 

i) Filling from an emptying to an external                        

tank. 

 

ii)  Tank and spray bar circulation 

 

iii)  Suction from spray bar and hand lance to 

tank. 

 
 

 

 
 

 

 

Yes 

 

 

Yes 

 

 

Yes 

 
 

 

 

----------

(Yes/No) 

 

 

----------

(Yes/No) 

) 

 

----------

(Yes/No) 
 
b) 

 
Engine Parameters:. 
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                           Air cooled diesel engine 

                           Engine power, approx. 

 

 

Yes 
20 HP  

______(Y/N) 

------------HP 

 
c) 

 
Pump capacity,  ( in litres per minute) approx.             

 
350 lpm 

 
-----------lpm 

 
d) 

 
Designed to suit the given Truck chassis with minimum 

capacity. 

 
Yes,  

7,000 lts 

 
-------------

(Y/N) 

----------lts 
 
e) 

 
Standard manufacturers shape  

 
Yes 

 
----------

(Yes/No) 
 
f) 

 
Tank dimensions approximately, 

                                    Length,    

                                    Width,  

 
 

3200mm 

2,300mm  

 
 

----------------

mm 

----------------

mm 
 
3 

 
SPRAY BAR. 

  

 
a) 

 
Spray bar minimum width of approx. 2.4 m but 

extendable to a width of 4.0m 

 
Yes 

Specify extended 

with 

 
----------m 

 

----------m 
 
b) 

 
Slotted nozzles approximately 25 in number 

 
Yes 

 
----------no 

 
4 

 
HEATING SYSTEM   

  

 
a) 

 
Light diesel fuel atomising burners capable of raising 

temperatures of full tank load at a rate of 500 F per hour 

 
Yes 

 
----------

(Yes/No) 
 
b) 

 
Fuel tank capacity for 12-hour operation. 

 
Yes 

 
----------

(Yes/No) 
 
5 

 
INSTRUMENTS AND ACCESSORIES 

  

 
a) 

 
Bitumen spraying rate metre with jockey type wheel 

both being in full view of the driver. 

 
Yes 

 
----------

(Yes/No) 
 
b) 

 
Spray lance with hose and union. 

 
Yes 

 
----------

(Yes/No) 
 
c) 

 
Heavy-duty flexible metallic hose complete with 

unions. 

 
Yes 

 
----------

(Yes/No) 
 
d) 

 
Signal system 

 
Yes 

 
----------

(Yes/No) 
 
e) 

 
Contents gauge 

 
Yes 

 
----------

(Yes/No) 
 
f) 

 
Thermometer. 

 
Yes 

 
----------

(Yes/No) 
 
g) 

 
Spray bar pressure gauge 

 
Yes 

 
----------

(Yes/No) 
 
h) 

 
Any other equipment. 

 
Yes 

 
----------

(Yes/No) 
 
C

. 

 
OTHER REQUIREMENTS  
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1 

 
WARRANTY  

 
a)  

 
Specimen of vehicle warranty to be submitted when 

tendering. 

 
Yes 

 
----------

(Yes/No) 
 
b) 

 
Each vehicle supplied to carry a statement of warranty. 

 
Yes 

Mandatory 

 
----------

(Yes/No) 
 
c) 

 
Warranty duration min., 12 Months or 40,000 Km 

whichever occurs first. 

 

 

 
Specify 

 
---------------

Km 

 

----------

Months 
 
2 

 
MANUALS  

 
a) 

 
All literature in  English language. 

 
Yes 

 
----------

(Yes/No) 
 
b) 

 
Repair manuals/CD supplied. 

 
1 per vehicle 

 
----------

(Yes/No) 
 
c) 

 
Parts catalogue supplied. 

 
1 per vehicle 

 
----------

(Yes/No) 
 
d) 

 
Drivers handbook and service schedule supplied.  

 
1 per vehicle 

 
----------

(Yes/No) 
 
3) 

 
ADDITIONAL REQUIREMENTS  

 
a) 

 
Truck to be registered with the Registrar of Motor 

Vehicles. 

 
Yes 

 
----------

(Yes/No) 

 
b) 

 
Truck  to be inspected by the Chief Mechanical and 

Transport Engineer for compliance with the specification 

prior to delivery to the user. 

 

 
Yes 

Mandatory 

 
----------

(Yes/No) 

 
c) 

 
Franchise holder (representative in Kenya) 

 

If not, specify relationship with the Franchise holder  

 
Yes 

 Specify whether 

agent/dealer 

 
----------

(Yes/No) 

 

____________      
 
d) 

 
Availability of spares. 

 

 
Indicate motor 

vehicle dealers 

who stock spare 

parts. 

 

 
____________

____________

____________

____________

____________

____________

____________

____________

____________

_____ 
 
e) 

 
Names and addresses of dealers/agents where back-up 

service can be obtained indicating the location of the 

workshop facilities. 

 
Specify 

 

 

 

 

 

 
____________

____________

____________

____________

____________

____________ 
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2. POT HOLE PATCHING TRUCK, 6X2, 7.5 METRE CUBED HOPPER  

CAPACITY  
 

 
 

SPECIFICATION  
 

REQUIREMEN

T 

 
TENDERER'S 

RESPONSE 

 
A

. 

 
TRUCK (CAB -CHASSIS) 

    
 

 
 
MAKE 

 
- 

 

 
 

 
MODEL 

 
- 

 

 
 

 
COUNTRY OF ORIGIN 

 
- 

 

 
 

 
MANUFACTURER'S LITERATURE, AUTHORITY  

AND SPECIFICATIONS SUPPLIED 

 
 

Yes mandatory 

 
 

----------

(Yes/No) 
 
1. 

 
GENERAL 

 
a) 

 
A standard production, pot hole patching truck, 6x2, 

7.5m3 hopper capacity , of latest design, robust 

construction, in current production, marketed in Kenya. 

 
Yes, Yes, Yes 

 
----------

(Yes/No) 

 
b) 

 
Supplied new, unused. 

 
Yes 

 
----------

(Yes/No) 
 
c) 

 
Designed to heavy-duty export specifications, capable of 

operating in tropical conditions over paved and unpaved 

roads. 

 
 

Yes, Yes, Yes 

 
 

----------

(Yes/No) 
 
d) 

 
Suitable for pothole patching work..i.e.. blowing and 

cleaning of potholes, pre-spraying cold emulsion spray, 

filling up pot holes with mixed aggregates (mixed with 

cold emulsion at high pressure) and covering up with dry 

aggregates 

 
Yes 

 
----------

(Yes/No) 

 
e) 

 
Control Forward/Normal 

 
Specify 

 
-------------------

-- 
 
f) 

 
Any items not included in this specification but which are 

deemed necessary for the operation of the truck shall be 

fitted/supplied. 

 

Yes, mandatory 

 

..................(Y/

N) 

 
 
2. 

 
DIMENSIONS AND WEIGHTS  

 
a) 

 
Overall length, min. 

 
10,000mm 

 
----------mm 

 
b) 

 
Overall width, approx. 

 
2,200mm 

 
----------mm 

 
c) 

 
Overall height approx. 

 
3,000mm 

 
----------mm 

 
d) 

 
Wheelbase,. 

 
5,000+1400mm 

 
----------mm 

 
e) 

 
Length of chassis aft of cab, min. 

 
7,200mm 

 
----------mm 

 
f) 

 
Kerb weight, . (excluding body) approx.. 

 

 
7,000Kg 

 
----------kg 
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g) G.V.W, min. 25,000kg ----------kg 
 
h) 

 
Payload, approx. 

 
10,000 

 
----------ton 

 
i) 

 
Permissible/legal  front (steering) axle load, max. 

 
8,000Kg 

 
----------Kg 

 
j) 

 
Permissible/legal rear (for dual wheels) axle load, max. 

 
10,000Kg 

 
----------Kg 

 
k) 

 
Ground clearance minimum 

 
300mm 

 
----------mm 

 
3. 

 
ENGINE 

 
a) 

 
Make 

 
- 

 

 
b) 

 
Model 

 
- 

 

 
c) 

 
Country of origin 

 
- 

 

 
d) 

 
Engine performance curves supplied. 

 
Yes 

 
----------

(Yes/No) 
 
e) 

 
Diesel Engine, water-cooled, 4 Stroke. 

 
Yes, Yes, Yes 

 
----------

(Yes/No) 
 
f) 

 
Mode of aspiration. (Natural/Turbocharged) 

 
Specify 

 
-------------------

- 
 
g) 

 
Piston displacement, approx. 

 
6,000-12,000cc 

 
----------cc 

 
h) 

 
Number of cylinders, min. 

 
4/6 

 
----------no. 

 
i) 

 
Maximum power output / rpm, min. 

 
280HP / 2400rpm 

 
----------

HP/rpm 
 
j) 

 
Maximum torque developed /rpm, min. 

 
1100Nm 

/1500rpm 

 
----------

Nm/rpm 
 
k) 

 
Air cleaner type, disposable/ oil bath. 

 
Specify 

 
------------------ 

 
l) 

 
Oil and fuel filter type 

 
Disposable 

 
------------------ 

 
m

) 

 
Average fuel consumption (on full load) 

 
Specify 

 
----------km/l 

 
n) 

 
Fuel tank capacity, approx. 

 
300Lt 

 
----------Lt 

 
o) 

 
Extra fuel tank fitted 

Capacity 

 
Yes 

Specify 

 
----------

(Yes/No) 

----------Lt 

 
4. 

 
CLUTCH AND TRANSMISSION 

 
a) 

 
Clutch, dry type, single plate. 

 
Yes, Yes 

 
----------

(Yes/No) 
 
b) 

 
Clutch, system actuation, Hydraulic 

 
Yes 

 
----------

(Yes/No) 
 
c) 

 
Gearbox: manual gearbox, 12 manual gears with power 

shift  

 
Yes 

 
_______(Yes/N

o) 
 
d) 

 
Drive configuration, 6x2 with rear differential lock 

 

 
Yes 

(Mandatory) 

 
_______(Yes/N

o) 
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5. BRAKES, TYRES AND SUSPENSION. 
 
a) 

 
Brakes, hydraulic-pneumatic assisted. 

 
Yes 

 
----------

(Yes/No) 
 
b) 

 
Mechanical parking brake to act on transmission/rear 

axle. 

 
Yes 

 
----------

(Yes/No) 
 
c) 

 
Rear tyres. 

 
Dual 

 
-------------------

-- 
 
d) 

 
Tires size locally available. 

 
Yes 

 
----------

(Yes/No) 
 
e) 

 
Optimum tire size 

 
315/80R22.5 

 
-------------------

--- 
 
f) 

 

 
Suspension, front and rear heavy-duty leaf springs with 

telescopic shock absorbers at front or equivalent  heavy 

duty air suspension. 

 
Yes, Yes 

 

specify 

 
----------

(Yes/No) 

 

éééééé.

. 

 

éééééé

é 
 
6. 

 
STEERING, CONTROL AND CAB. 

 
a) 

 
Right Hand drive steering 

 
Yes 

 
----------

(Yes/No) 
 
b) 

 
Steering Type. 

 
Assisted 

 
-------------------

- 
 
c) 

 
All steel, spacious cab to seat 3 passengers comfortably. 

 
Yes, Yes 

 
----------

(Yes/No) 
 
d) 

 
Adjustable drivers seat. 

 
Yes 

 
----------

(Yes/No) 
 
e) 

 
Seat belts. 

 
Yes 

 
----------

(Yes/No) 
 
7. 

 
ELECTRICAL SYSTEM AND INSTRUMENTS 

 
a) 

 
System voltage, negative earth. 

 

 
24V, Yes 

 
----------

(Yes/No) 
 
b) 

 
Battery capacity and size. 

 
Specify 

 
----------AH 

 
c) 

 
Full lighting to conform to Cap 403 Subs.23-Kenya 

Traffic Act. 

 
Yes 

 
----------

(Yes/No) 
 
d) 

 

 
Standard instruments, gauges and warning lights for 

charging circuit, oil pressure, coolant temperature etc. 

 
Yes 

 
----------

(Yes/No) 
 
8. 

 
EQUIPMENT ETC. 

 
a) 

 
Heavy-duty type front fender. 

 
Yes 

 
----------

(Yes/No) 
 
b) 

 
Laminated (safety) windshield. 

 
Yes 

 
----------

(Yes/No) 
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c) Sunvisors supplied. Yes ----------

(Yes/No) 
 
d) 

 
Rear view mirrors (external both sides and internal) 

supplied. 

 
Yes 

 
----------

(Yes/No) 
 
e) 

 
Full size spare tyre with rim and carrier mounted . 

 
Yes 

 
----------

(Yes/No) 
 
f) 

 
Hydraulic (telescopic) jack, wheel brace and 

manufacturer's standard tools, supplied. 

 
Yes, Yes, Yes 

 
----------

(Yes/No) 
 
g) 

 
Any other equipment (or accessories) supplied. 

 
Specify 

 

 
-------------------

-------------------

---------- 

 

h) 

 

Vehicle to be fitted with a modern  electronic speed 

governor 

 

Yes, Mandatory 

 
----------

(Yes/No) 

 

i) 

 

Governor to limit maximum speed to 80km/hr 

 

Yes, Mandatory 

 
----------

(Yes/No) 

 

j) 

 

Governor to be tamper proof 

 

Yes, Mandatory 

 

 
----------

(Yes/No) 

 

k) 

 

Governor to be inspected by CM&TE before delivery 

 

Yes, Mandatory 

 

 
----------

(Yes/No) 

 
B

. 

9. 

 
PATCHING EQUIPMENT  

 
1. 

 
Make 

 
- 

 

 
a) 

 
Model 

 
- 

 

 
b) 

 
Country of origin 

 
- 

 

 
c) 

 
With a suitable fibre glass re-enforced hopper capacity, 

7.5m3  

 
Yes 

 
----------

(Yes/No) 
 
d) 

 
Fitted with conveyor belt system for moving aggregates 

(sizes 3-6mm) to the mixing chamber. 

 
Yes 

 
----------

(Yes/No) 
 
e) 

 
Fitted with a re-enforced fibreglass tank capacity, 

1600litre for cold bitumen at middle. 

 
Yes 

specify 

 
----------

(Yes/No) 

éééééé

é 
 
f) 

 
With an auxiliary diesel engine to operate system and run 

compressor.  
 

 

 
Yes 

Specify make and 

type 

 
----------

(Yes/No) 

éééééé

é 
 
g) 

 
 Water/air  cooled diesel engine  and  capacity, 50HP min.                  

 

specify 

 

                    

______ 

------------HP 
 
h) 

 
With a suitable air compressor for operating the blower 

system, capacity,  40PSI approx.             

 
Yes 

Specify make and 

capacity 

 
----------

(Yes/No) 

éééééé

é 
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éééééé

é 

 

 
i) 

 
With a one person operated high pressure re-enforced 

delivery hose, supported by a foldable steel structure 

carrier. 

 
Yes 

 
----------

(Yes/No) 

 
j) 

 
Fitted with a suitable spray nozzle system and selector 

handles for high pressure air, cold bitumen spray and 

aggregates for patching work. 

 
Yes 

 
----------

(Yes/No) 

 
k) 

 
No civil works/excavation or shaping of pothole  
 
required. 

 
Yes 

 
----------

(Yes/No) 
 
l) 

 
Suitable walkway fitted 

 
Yes 

Mandatory 

 
----------

(Yes/No) 
 
m

) 

 
With a suitable  self -cleaning / flushing system via 

compressed air and kerosene.  

  

 
Yes 

Specify tank  

capacities of  

kerosene and 

water 

 
----------

(Yes/No) 

-------------------

---- 

 

-------------------

--- 
 
n) 

 
Fitted with  suitable working lights, beacon lights and 

reverse camera . 

 
Yes 

 
----------

(Yes/No) 
 
o) 

 
Equipped with GPS Tracker system to enable work  
 
audit and containing the following details. 
 
Equipment GPS location, GPS location of repairs  
 
carried out, quantity of materials used, time length  of  
 
repairs, time of repairs. 
 

 
Yes,  

 

Yes, Yes, Yes, 

Yes, Yes 

Mandatory 

 
----------

(Yes/No) 

 

-------------------

--- 

 
p) 

 
All drives enclosed with protection panels  and other 

safety devices incorporated  

 
Yes 

 
----------

(Yes/No) 
 
q) 

 
Hydraulic system complete with all necessary piping, 

gauges, nozzles and control devices 

 
Yes 

 
----------

(Yes/No) 
 
r) 

 
Suitable engine sump guard  and radiator  guard  
 
Provided 

 
Yes 

Mandatory 

 
----------

(Yes/No) 
 
s) 

 
Manufacturers tool kit  and accessories complete supplied 

 
Yes 

Mandatory 

 
----------

(Yes/No) 
 
t) 

 
Materials used in machinery to have approval from  
 
Material  Research  & Testing Division (Attach  
 
evidence) 

 
Yes 

Mandatory 

 
----------

(Yes/No) 

 
1

0 

 
WARRANTY  

 
a)  

 
Specimen of vehicle warranty to be submitted when 

tendering. 

 
Yes 

 
----------

(Yes/No) 
 
b) 

 
Each vehicle supplied to carry a statement of warranty. 

 
Yes 

 
----------
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Mandatory (Yes/No) 
 
c) 

 
Warranty duration min., 12 Months or 40,000 Km 

whichever occurs first. 

 
Specify 

 
---------------

Km 

 

----------Months 

 
1

1 

 
MANUALS  

 
a) 

 
All literature in  English language. 

 
Yes 

 
----------

(Yes/No) 
 
b) 

 
Repair manuals/CD supplied. 

 
1 per vehicle 

 
----------

(Yes/No) 
 
c) 

 
Parts catalogue supplied. 

 
1 per vehicle 

 
----------

(Yes/No) 
 
d) 

 
Drivers handbook and service schedule supplied.  

 
1 per vehicle 

 
----------

(Yes/No) 
 
1

2 

 
ADDITIONAL REQUIREMENTS  

 
a) 

 
Truck to be registered with the Registrar of Motor 

Vehicles. 

 
Yes 

 
----------

(Yes/No) 
 
b) 

 
Truck  to be inspected by the Chief Mechanical and 

Transport Engineer for compliance with the specification 

prior to delivery to the user. 

 
Yes 

Mandatory 

 
----------

(Yes/No) 

 
c) 

 
Franchise holder (representative in Kenya) 

 

If not, specify relationship with the Franchise holder  

 
Yes 

 Specify whether 

agent/dealer/equi

v. 

 
----------

(Yes/No) 

 

____________      
 
d) 

 
Adequate training on the operation and maintenance  
 
of  machine to be provided as per customers request. 
 
 

 
Yes 

(Mandatory) 

 
________(Y/N) 

 
e) 

 
Adequate training on repairs  especially  on new  
 
models  with new technology provided by  experts  
 
from  the  manufacturer at suppliers cost. 
 

 
Yes 

(Mandatory) 

 
________(Y/N) 

 
f) 

 
Availability of spare parts. 

 

 
Indicate motor 

vehicle dealers 

who stock spare 

parts. 

 
____________

____________

____________

____________ 
 
g) 

 
Names and addresses of dealers/agents where back-up 

service can be obtained indicating the location of the 

workshop facilities. 

 
Specify 

 

 

 
____________

____________

________ 
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3. PAVER FINISHER, TRACK MOUNTED  
 

 

 

SPECIFICATION  

 

REQUIREMEN

T 

 

TENDERER'S 

RESPONSE 

 

A 

 

PAVER 

  

 

 

 

MAKE 

 

- 

 

 

 

 

 

MODEL 

 

- 

 

 

 

 

 

COUNTRY OF ORIGIN 

 

- 

 

 

 

 

 

MANUFACTURER'S LITERATURE , 

AUTHORITY AND SPECIFICATIONS SUPPLIED 

(TO BE FORWARDED ATTACHED TO TENDER 

DOCUMENTS) 

 

Yes 

(Mandatory) 

 

 

-------------(Y/N)   

 

1. 

 

GENERAL  

a) A standard production paver finisher, track mounted 

medium duty,  of latest design, robust construction, in 

current production. 

 

Yes, Yes, Yes 

 

-----------(Y/N)   

 

b) 

 

Supplied new. 

 

Yes 

 

----------(Y/N)   

 

c) 

 

Designed to export specifications, capable of 

operating in tropical conditions. 

 

 

Yes 

 

 

------------(Y/N)   

 

d) 

 

Suitable for laying asphalt pavements 

 

Yes 

 

------------(Y/N)   

 

e) 

 

Self propelled, fully hydraulic tracked paver with 

automatic levelling control system. 

 

Yes 

 

------------(Y/N)   

 

f) 

 

Hydraulic pump and motors,  transmitting power 

from engine to transmission and all necessary 

connections. 

 

Yes 

 

specify  

 

------------------

(Y/N 

 

---------------------- 

 

g) 

 

Equipped with  heavy duty transmission (work/travel 

modes)  

 

Yes 

 

specify   

 

------------------

(Y/N 

 

--------------------- 

 

2. 

 

DIMENSIONS, WEIGHTS AND PERFORMANCE  

 

a) 

 

Transport length, approx. 

 

5,000mm 

 

------------- mm 

 

b) 

 

Transport width, approx. 

 

1,700 mm 

 

------------- mm 

 

c) 

 

Track width, approx. 

 

2,500mm 

 

------------mm 

 

d) 

 

Overall height (with raised canopy) approx. 

 

3,800mm 

 

------------mm 

 

e) 

 

Overall height (with lowered canopy) approx. 

 

3,000mm 

 

------------mm 

 

f) 

 

Travel speed range approx. 

 

0-20Kph 

 

------------ Kph 
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SPECIFICATION  

 

REQUIREMEN

T 

 

TENDERER'S 

RESPONSE 

 

g) 

 

Working speed  approx. 

 

0-30m/min 

 

---------m/min 

 

h) 

 

Basic laying width, minimum 

 

2,500mm 

 

--------------- m 

 

i) 

 

Maximum working width with hydraulic extendable 

screed 

 

5.00m 

 

--------------- m 

 

j) 

 

Maximum working width with extension parts 

 

10.00m 

 

--------------- m 

 

k) 

 

Minimum working width with cut-off shoe 

 

2.50m 

 

--------------- m 

 

l) 

 

Laying depth range 

 

0 ï 300mm 

 

 ______mm  

 

m

) 

 

Theoretical lay-down capacity. 

 

800 Ton/hour 

 

--------------- 

Ton/hour 

 

n) 

 

Operating weight (including screed), approx. 

 

8,500Kg 

 

---------------Kg 

 

o) 

 

Ground clearance  minimum 

 

150mm 

 

--------------- mm 

 

p) 

 

Crawler wheel base 

 

3400mm 

 

--------------- mm 

 

3. 

 

ENGINE 

 

a) 

 

Make 

 

- 

 

 

 

b) 

 

Model 

 

- 

 

 

 

c) 

 

Country of origin 

 

- 

 

 

 

d) 

 

Diesel Engine, 4-stroke. 

 

Yes, Yes 

 

--------------------

(Y/N) 

 

e) 

 

Water cooled. 

 

Yes 

 

--------------------

(Y/N) 

 

f) 

 

Number of cylinders.      

 

4  

 

-------------------- 

No. 

 

g) 

 

Piston displacement approx. 

 

6,000-10,000cc 

 

-------------------- 

cc 

 

h) 

 

Rated power , min. 

 

55KW/2200rpm 

 

   ----------------

KW/rpm 

 

i) 

 

Maximum torque, approx. 

 

Specify 

 

----------NM/rpm 

 

j) 

 

Engine performance curves supplied. 

 

Yes 

 

--------------(Y/N) 

 

k) 

 

Air cleaner type replaceable or oil bath. 

 

Specify 

 

_______________ 

 

l) 

 

Average fuel consumption. 

 

Specify 

 

--------------------

(Y/N) 
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SPECIFICATION  

 

REQUIREMEN

T 

 

TENDERER'S 

RESPONSE 

 

m

) 

 

Oil and fuel filter type 

 

Disposable 

 

--------------------

(Y/N) 

 

n) 

 

Engine fuel tank capacity, approx. 

 

100 Lt 

 

-------------------- 

Lt 

 

4. 

 

OPERATION  

 

a) 

 

Operator console slidable to both left and right 

 

Yes 

 

------------------

(Y/N) 

 

b) 

 

 

Operatorôs seat adjustable and  cushioned for comfort 

 

 

Yes 

 

 

------------------

(Y/N) 

 

5. 

 

HOPPER, CONVEYOR, SPREADER AND DRIVE SYSTEM 

 

a) 

 

Hopper capacity (volume/tonnage), minimum 

 

4.5m3/5.0t 

 

______m3 

______t 

 

b) 

 

Dumping height, center, minimum 

 

520 mm 

 

------------ mm 

 

c) 

 

Dumping height, wings, minimum 

 

600 mm 

 

------------ mm 

 

d)  

 

Material conveyor system type, Dual bar feeder 

 

Yes 

 

Specify type 

 

------------------

(Y/N) 

 

_______________

__ 

 

e) 

 

Conveyor width 

 

2 x 220mm  

 

_____________m

m 

 

f) 

 

Conveyor control, Proportional speed control, both 

sides independent 

 

Yes 

 

------------------

(Y/N) 

 

g) 

 

Auger diameter, minimum. 

 

280mm 

 

------------------

mm 

 

h) 

Thread rotation 0-100rpm ..................rpm 

 

i) 

 

Thread pitch 

 

280 mm 

 

------------ mm 

 

j) 

 

Auger-flight thickness, minimum. 

 

8mm 

 

------------------

mm 

 

k) 

 

Auger control, proportional speed control, 

Independent drive for both auger halves,   

Reversible direction of rotation 

 

Yes, Yes, Yes 

 

------------------

(Y/N) 

 

l) 

 

Track mounted 

 

Yes 

Specify shoe size  

& material 

 

------------------

(Y/N) 

..............................

..... 
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SPECIFICATION  

 

REQUIREMEN

T 

 

TENDERER'S 

RESPONSE 

 

m

) 

 

Track dimension 

 

1,700mm 

 

------------------

mm 

 

n) 

 

Final Drive 

 

Specify 

 

----------------------

------- 

 

o) 

 

Centralized grease lubrication system 

 

Yes 

 

------------------

(Y/N) 

 

p) 

 

To have screed extension 30,50cm (3.4-5.0m) 

 

Yes  

(Mandatory) 

specify 

 

-------------------

(Y/N) 

--------------- 

 

q) 

 

To have ultra- sound or electro-mechanical levelling 

systems/equivalent. 

 

Yes  

(Mandatory) 

 

-------------------

(Y/N) 

 

6. 

 

WARRANTY  

 

a) 

 

Specimen of equipment warranty to be supplied when 

tendering. 

 

Yes  

(Mandatory) 

 

-------------------

(Y/N) 

 

b) 

 

Warranty duration 

 

1year / 2000 Hrs 

whichever comes 

first  

 

------- years / ------

- Hrs  

 

B. 

 

SCREED 

 

 

 

MAKE 

 

- 

 

 

 

 

 

MODEL 

 

- 

 

 

 

 

 

COUNTRY OF ORIGIN 

 

- 

 

 

 

 

 

MANUFACTURER'S LITERATURE AND 

SPECIFICATIONS SUPPLIED (TO BE 

FORWARDED ATTACHED TO TENDER 

DOCUMENTS) 

 

Yes 

(Mandatory) 

 

 

-------------(Y/N)   

 

7. 

 

GENERAL  

a) A standard production screed of latest design, 

robust construction, in current production. 

 

Yes, Yes, Yes 

 

-----------(Y/N)   

 

b) 

 

Supplied new. 

 

Yes 

 

----------(Y/N)   

 

c) 

 

Designed to export specifications, capable of 

operating in tropical conditions. 

 

 

Yes 

 

 

------------(Y/N)   

 

d) 

 

Suitable for laying asphalt pavements 

 

Yes 

 

------------(Y/N)   

 

8. 

 

PERFORMANCE  

 

a) 

 

Basic spread width, minimum 

 

1.70m 

 

------ m 

 

b) 

 

Minimum working width with cut off shoes 

 

1.70m 

 

------ m 
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SPECIFICATION  

 

REQUIREMEN

T 

 

TENDERER'S 

RESPONSE 

 

c) 

 

Maximum working width 

 

5.00m 

 

------ m 

 

i) 

 

Working width to be infinitely variable from the 

minimum working width to working width 

without extensions, minimum range 

 

3.4 ï 5.0 m  

 

______ - ______ m 

 

ii)  

 

Using extensions 1.7-5.0m  

 

 

Yes 

Specify  

 

----------------------- 

       ------------------

---- 

 

d) 

 

Basic weight, approx. 

 

1,700Kg 

 

________Kg 

 

e) 

 

Compacting elements, vertical stroke 

tamper/vibration      

 

Yes 

specify  

 

------------------

(Y/N 

       ------------------

---- 

 

f) 

 

Compacting elements, tamper/vibration 

frequency 

 

Tamper - 25Hz  

 

Vibration - 50Hz 

 

----------------- Hz  

 

       ---------------- 

Hz 

 

g) 

 

Tamper/vibration frequency adjustable 

 

Yes 

 

------------(Y/N)   

 

h) 

 

Crown adjustment system, 

electrohydraulic/manual 

 

Specify system 

 

--------------------   

 

i) 

 

Vibration tubes protected against accidents 

 

Yes 

 

------------(Y/N)   

 

j) 

 

Heating system, gas 

 

Specify 

 

--------------------- 

 

k) 

 

Electronically controlled thermostats with precise 

control of preselected temperatures with 

integrated flame failure control 

 

Yes 

 

Specify  

 

------------------

(Y/N 

 

       ------------------

---- 

 

9. 

 

SAFETY. 

 

a) 

 

All drives enclosed with protection panels where 

necessary and other safety devices incorporated. 

 

Yes 

 

-------------------

(Y/N 

 

10

. 

 

EQUIPMENT AND ACCESSORIES. 

 

a) 

 

Lockable tool box, maintenance tool kit provided. 

 

Yes 

 

-------------------

(Y/N 

 

b) 

 

Manufacturers complete tool kit supplied. 

 

Yes 

 

-------------------

(Y/N 

 

c) 

 

Reflective chevrons and reflectors fitted at rear. 

 

Yes  

 

-------------------

(Y/N 
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SPECIFICATION  

 

REQUIREMEN

T 

 

TENDERER'S 

RESPONSE 

 

d) 

 

Full road lighting. 

 

 

Yes  

 

-------------------

(Y/N 

 

e) 

 

Reversing alarm. 

 

 

Yes  

 

-------------------

(Y/N 

 

f) 

 

 

All fittings and accessories to comply with Cap 

403, the Traffic Act. 

 

Yes  

 

-------------------

(Y/N 

 

11

. 

 

WARRANTY  

 

a) 

 

Specimen of equipment warranty to be supplied 

when tendering. 

 

Yes  

(Mandatory) 

 

-------------------

(Y/N) 

 

b) 

 

Warranty 

 

Specify duration 

 

------- years / ------- 

Hrs  

 

12

. 

 

MANUALS  

 

a) 

 

All literature in  English  language 

 

Yes 

 

-------------------

(Y/N) 

 

b) 

 

Shop Manual/CD supplied. 

 

One per machine 

(Mandatory) 

 

-------------------

(Y/N) 

 

c) 

 

Parts catalogue/CD supplied. 

 

1 set per machine 

Mandatory 

 

 

-------------------

(Y/N) 

 

d) 

 

Operators , warranty and service hand book 

supplied. 

One per machine 

(Mandatory) 

 

-------------------

(Y/N) 

 

e) 

 

Repair tool kit supplied. 

One per machine 

(Mandatory) 

 

-------------------

(Y/N) 

 

13

. 

 

OTHER REQUIREMENT  

 

a)   

 

Plant will be inspected by the Chief Mechanical 

and Transport Engineer  prior to delivery to the 

user. 

 

Yes 

Mandatory 

 

 

________(Y/N) 

 

c)   

 

Firmôs Status: (Franchise holder/ Dealer/Agent) 

 

Specify  

 

_______________

__ 

 

d) 

 

 

Availability of spare parts. 

 

 

Indicate firms that 

stock equipment 

spare parts. 

 

-----------------------

-----------------------

-----------------------

-----------------------

----------------------- 
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SPECIFICATION  

 

REQUIREMEN

T 

 

TENDERER'S 

RESPONSE 

 

e) 

 

Names and addresses of dealers/agents where 

back-up service can be obtained indicating the 

location of the workshops facilities. 

 

 

Specify 

 

 

-----------------------

-----------------------

-----------------------

-----------------------

---------------------- 
 
f)   

 
Adequate training on the operation and  
 
maintenance  of  machine to be provided as per  
 
 
customers request. 
 

 
Yes 

(Mandatory) 

 
________(Y/N) 

 
g)   

 
Adequate training on repairs  especially  on  
 
new  models  with new technology provided by  
 
the  experts from the  manufacturer  at  
 
suppliers  cost. 
 

 
Yes 

(Mandatory) 

 
________(Y/N) 

 

 

h) 

 

Plant to be registered by the Registrar of Motor 

Vehicles. 

 
Yes 

(Mandatory) 

 

________(Y/N) 

 

i) 

 

Body construction and all fitments to conform to 

CAP 403 Kenya Traffic Act. 

 
Yes 

(Mandatory) 

 

________(Y/N) 

 

 14. SERVICE PARTS FOR 2000HRS OF  

   OPERATION  
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SPECIFICATION  

 

REQUIREMEN

T 

 

TENDERER'S 

RESPONSE 

 

 

i) Oil filter - 5No. 

 

ii)  Diesel Filter primary ï 5No. 

 

iii)  Diesel Filter secondary ï 5No. 

 

iv) Outer Air Cleaner ï 5No. 

 

v) Inner Air Cleaner ï 5No. 

 

vi) Hydraulic Filter ï 5No. 

 

     vii) Fan Belt set ï 2No. 

 

       viii) Hub oil seal kit ï 2 sets  

         

      ix)  Greasing gun heavy duty-2No. 

    

      x) Skid cylinder seal kit ï 2 sets  

     

      xi)  Steering cylinder seal kit-2 sets 

 

      xi Skid accessories to include-list them 

1.conveyor chain kit-2NO. 

      2.Hopper wear plates kit-4No. 

                            3.Auger wings kit-4No. 

   4.Screed wear parts kit-4No. 

                            5.Oil kits-4No.etc. 

 

 

Yes (Mandatory) 

 

Yes (Mandatory) 

 

Yes (Mandatory) 

 

Yes (Mandatory) 

 

Yes (Mandatory) 

 

Yes (Mandatory) 

 

Yes(Mandatory) 

 

Yes (Mandatory) 

 

Yes (Mandatory) 

 

Yes (Mandatory) 

 

Yes(Mandatory) 

 

Yes(Mandatory 

 

 

...........................Y/

N 

 

............................Y/

N 

 

............................Y/

N 

 

............................Y/

N 

 

............................Y/

N 

 

............................Y/

N 

 

............................Y/

N 

 

............................Y/

N 

 

............................Y/

N 

 

............................Y/

N 

 

éé...éééé.Y/

N 

 

ééééé...é.Y/

N 
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4. WHEELED PAVER FINISHER, MEDIUM DUTY  
 

 

 

SPECIFICATION  

 

REQUIREMENT  

 

TENDERER'S 

RESPONSE 

 

A 

 

PAVER 

  

 

 

 

MAKE 

 

- 

 

 

 

 

 

MODEL 

 

- 

 

 

 

 

 

COUNTRY OF ORIGIN 

 

- 

 

 

 

 

 

MANUFACTURER'S LITERATURE , 

SPECIFICATIONS  ANDV AUTHORITY 

SUPPLIED (TO BE FORWARDED 

ATTACHED TO TENDER DOCUMENTS) 

 

Yes 

(Mandatory) 

 

 

-------------(Y/N)   

 

1. 

 

GENERAL 

a) A standard production wheeled paver finisher, 

medium duty, of latest design, robust 

construction, in current production. 

 

Yes, Yes, Yes 

 

-----------(Y/N)   

 

b) 

 

Supplied new. 

 

Yes 

 

----------(Y/N)   

 

c) 

 

Designed to export specifications, capable of 

operating in tropical conditions. 

 

 

Yes 

 

 

------------(Y/N)   

 

d) 

 

Suitable for laying asphalt pavements 

 

Yes 

 

------------(Y/N)   

 

e) 

 

Self propelled, hydrostatic drive, hydraulic power 

steering paver. 

 

 

Yes 

 

 

------------(Y/N)   

 

f) 

 

Hydrostatically driven with pump and motor 

transmitting power from engine to gearbox and 

all necessary connections. 

 

Yes 

 

specify  

 

------------------(Y/N 

 

---------------------- 

 

2. 

 

DIMENSIONS, WEIGHTS AND PERFORMANCE 

 

a) 

 

Transport length, approx. 

 

5,000mm 

 

------------- mm 

 

b) 

 

Transport width, approx. 

 

1,700 mm 

 

------------- mm 

 

c) 

 

Track width, approx. 

 

2,500mm 

 

------------mm 

 

d) 

 

Overall height (with raised canopy) approx. 

 

2,700mm 

 

------------mm 

 

e) 

 

Travel speed range approx. 

 

0-15Kph 

 

------------ Kph 

 

f) 

 

Working speed  approx. 

 

0-120m/min 

 

---------m/min 

 

g) 

 

Basic laying width, minimum 

 

1.70m 

 

--------------- m 

 

h) 

 

Maximum working width with hydraulic 

extendable screed/equivalent , minimum 

 

4.00m 

 

--------------- m 

 

i) 

 

Laying depth min. 

 

10mm 

 

--------------- m 



76 

 

 

 

 

SPECIFICATION  

 

REQUIREMENT  

 

TENDERER'S 

RESPONSE 

 

j) 

 

Laying depth max 

 

0 ï 300mm 

 

_____- ______mm  

 

k) 

 

Theoretical lay-down capacity. 

 

300 Ton/hour 

 

--------------- 

Ton/hour 

 

l) 

 

Operating weight (including screed), approx. 

 

8,000Kg 

 

---------------Kg 

 

3. 

 

ENGINE 

 

a) 

 

Make 

 

- 

 

 

 

b) 

 

Model 

 

- 

 

 

 

c) 

 

Country of origin 

 

- 

 

 

 

d) 

 

Diesel Engine, 4-stroke. 

 

Yes, Yes 

 

--------------------

(Y/N) 

 

e) 

 

Water cooled. 

 

Yes 

 

--------------------

(Y/N) 

 

f) 

 

Number of cylinders.      

 

4  

 

-------------------- No. 

 

g) 

 

Piston displacement approx. 

 

4000-8,000cc 

 

-------------------- cc 

 

h) 

 

Rated power , min. 

 

70HP/2200rpm 

 

   ----------------

KW/rpm 

 

i) 

 

Maximum torque. 

 

Specify 

 

----------NM/rpm 

 

j) 

 

Engine performance curves supplied. 

 

Yes 

 

--------------(Y/N) 

 

k) 

 

Air cleaner type replaceable or oil bath. 

 

Specify 

 

_______________ 

 

l) 

 

Average fuel consumption. 

 

Specify 

 

--------------------

(Y/N) 

 

m

) 

 

Oil and fuel filter type 

 

Disposable 

 

--------------------

(Y/N) 

 

n) 

 

Engine fuel tank capacity, approx. 

 

100 Lt 

 

-------------------- Lt 

 

4. 

 

OPERATION 

 

a) 

 

Operator console slidable to both left and right, 

under cab of steel tubes with canopy 

 

Yes 

 

------------------(Y/N) 

 

b) 

 

 

Operatorôs seat adjustable and fluid cushioned for 

comfort 

 

 

Yes 

 

 

------------------(Y/N) 

 

5. 

 

HOPPER, CONVEYOR, SPREADER AND DRIVE SYSTEM 

 

a) 

 

Hopper capacity (volume/tonnage), minimum 

 

4.5m3/1.20t 

 

______m3 ______t 



77 

 

 

 

 

SPECIFICATION  

 

REQUIREMENT  

 

TENDERER'S 

RESPONSE 

 

b) 

 

Automatic levelling device to ensure smoothness 

of road 

 

Yes mandatory 

 

--------------(Y/N) 

 

c) 

 

Material conveyor system type, Dual bar feeder 

 

Yes 

 

Specify type 

 

------------------(Y/N) 

 

_________________ 

 

d)  

 

Conveyor width 

 

2 x 300mm  

specify 

 

_____________mm 

 

e) 

 

Conveyor control, Proportional speed control, 

both sides independent 

 

Yes 

 

------------------(Y/N) 

 

f) 

 

Auger diameter, approx. 

 

300mm 

 

------------------mm 

 

g) 

 

Auger-flight thickness, approx. 

 

12mm 

 

------------------mm 

 

h) 

 

Auger control, proportional speed control, 

Independent drive for both auger halves,   

Reversible direction of rotation 

 

Yes, Yes, Yes 

 

------------------(Y/N) 

 

i) 

 

Rear  wheels: 2 No.pneumatic 

 

Yes,  

Specify type and 

size 

 

------------------(Y/N) 

------------------------ 

 

j) 

 

Front wheels: solid rubber 

 

Yes,  

Specify type, size 

and no. 

 

------------------(Y/N) 

 

----------------------- 

 

k) 

   

 

6. 

 

WARRANTY 

 

a) 

 

Specimen of equipment warranty to be supplied 

when tendering. 

 

Yes  

(Mandatory) 

 

-------------------(Y/N) 

 

b) 

 

Warranty 

 

Specify duration 

 

------- years / ------- 

Hrs  

 

B. 

 

SCREED 

 

 

 

MAKE 

 

- 

 

 

 

 

 

MODEL 

 

- 

 

 

 

 

 

COUNTRY OF ORIGIN 

 

- 

 

 

 

 

 

MANUFACTURER'S LITERATURE AND 

SPECIFICATIONS SUPPLIED (TO BE 

FORWARDED ATTACHED TO TENDER 

DOCUMENTS) 

 

Yes 

(Mandatory) 

 

 

-------------(Y/N)   

 

1. 

 

GENERAL 
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SPECIFICATION  

 

REQUIREMENT  

 

TENDERER'S 

RESPONSE 

a) A standard production screed of latest design, 

robust construction, in current production. 

 

Yes, Yes, Yes 

 

-----------(Y/N)   

 

b) 

 

Supplied new. 

 

Yes 

 

----------(Y/N)   

 

c) 

 

Designed to export specifications, capable of 

operating in tropical conditions. 

 

 

Yes 

 

 

------------(Y/N)   

 

d) 

 

Suitable for laying asphalt pavements 

 

Yes 

 

------------(Y/N)   

 

2. 

 

PERFORMANCE  

 

a) 

 

Basic spread width, minimum 

 

1.70m 

 

------ m 

 

b) 

 

Minimum working width  

 

1.70m 

 

------ m 

 

c) 

 

Maximum working width,  

 

4.0m 

 

------ m 

 

i) 

 

Working width to be infinitely variable from the 

minimum working width 

 

1.7 ï 4.0 m  

 

______ - ______ m 

 

d) 

 

Basic weight, approx. 

 

1,700Kg 

 

________Kg 

 

e) 

 

Compacting elements, vertical stroke 

tamper/vibration      

 

Yes 

 

specify  

 

------------------(Y/N 

 

       ---------------------- 

 

f) 

 

Compacting elements, tamper/vibration 

frequency 

 

Yes 

 

specify  

 

----------------- Hz  

 

       ---------------- Hz 

 

g) 

 

Tamper/vibration frequency adjustable 

 

Yes 

 

------------(Y/N)   

 

h) 

 

Crown adjustment system, 

electrohydraulical/manual 

Yes mandatory 

Specify system 

éééé.(Y/N) 

--------------------   

 

i) 

 

Vibration tubes protected against accidents 

 

Yes 

 

------------(Y/N)   

 

j) 

 

Heating, electrical/gas 

 

Specify  

 

--------------------- 

 

k) 

 

Electronically controlled thermostats with precise 

control of preselected temperatures with 

integrated flame failure control 

 

Yes 

 

Specify  

 

------------------(Y/N 

 

       ---------------------- 

 

3. 

 

SAFETY. 

 

a) 

 

All drives enclosed with protection panels where 

necessary and other safety devices incorporated. 

 

Yes 

 

-------------------(Y/N 

 

4. 

 

EQUIPMENT AND ACCESSORIES. 

 

a) 

 

Lockable tool box, maintenance tool kit provided. 

 

Yes 

 

-------------------(Y/N 

 

b) 

 

Manufacturers complete tool kit supplied. 

 

Yes 

 

-------------------(Y/N 
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SPECIFICATION  

 

REQUIREMENT  

 

TENDERER'S 

RESPONSE 

 

c) 

 

Reflective chevrons and reflectors fitted at rear. 

 

Yes  

 

-------------------(Y/N 

 

d) 

 

Full road lighting. 

 

 

Yes  

 

-------------------(Y/N 

 

e) 

 

Reversing alarm. 

 

 

Yes  

 

-------------------(Y/N 

 

f) 

 

 

All fittings and accessories to comply with Cap 

403, the Traffic Act. 

 

Yes  

 

-------------------(Y/N 

 

5. 

 

WARRANTY 

 

a) 

 

Specimen of equipment warranty to be supplied 

when tendering. 

 

Yes  

(Mandatory) 

 

-------------------(Y/N) 

 

b) 

 

Warranty 1year min 

 

Specify duration 

 

------- years / ------- 

Hrs  

 

6. 

 

MANUALS 

 

a) 

 

All literature in  English  language 

 

Yes 

 

-------------------(Y/N) 

 

b) 

 

Shop  Manual /CDsupplied. 

 

One per machine 

(Mandatory) 

 

-------------------(Y/N) 

 

c) 

 

Parts catalogue/CD supplied. 

 

1 set per machine 

Mandatory 

 

-------------------(Y/N) 

 

d) 

 

Operators hand book supplied. 

 

One per machine 

 

-------------------(Y/N) 

 

e) 

 

Repair tool kit  supplied. 

 

One per machine 

Mandatory 

 

 

-------------------(Y/N) 

 

f) 

 

Manufacturers standard tools and equipment 

supplied. 

 

One per machine 

Mandatory 

 

 

-------------------(Y/N) 

 

7. 

 

OTHER REQUIREMENT 

 

a)   

 

Plant will be inspected by the Chief Mechanical 

and Transport Engineer, during construction and 

prior to delivery to the user. 

 

Yes 

Mandatory 

 

 

________(Y/N) 

 

c)   

 

Firmôs Status: (Franchise holder/ Dealer/Agent) 

 

Specify  

 

_________________ 

 

d) 

 

 

Availability of spare parts. 

 

 

Indicate firms 

that stock 

equipment spare 

parts. 

 

----------------------------

----------------------------

----------------------------

--- 
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SPECIFICATION  

 

REQUIREMENT  

 

TENDERER'S 

RESPONSE 

 

e) 

 

Names and addresses of dealers/agents where 

back-up service can be obtained indicating the 

location of the workshops facilities. 

 

 

Specify 

 

 

----------------------------

----------------------------

- 

 

f) 

 

Supplying firm to offer training to user personnel 

on trouble shooting and maintenance of the 

equipment 

 

Yes, specify No. 

of days and 

training venues 

 

_____________ 

_____________ 

_____________ 

 

 

g) 

 

Plant to be registered by the Registrar of Motor 

Vehicles. 

 

Yes 

 (Mandatory) 

 

________(Y/N) 

 

h) 

 

Body construction and all fitments to conform to 

CAP 403 Kenya Traffic Act. 

 

Yes 

 (Mandatory) 

 

________(Y/N) 

 

 8. SERVICE PARTS FOR 1000HRS OF  

   OPERATION  

  

 

 

i) Oil filter - 5No. 

 

ii)  Diesel Filter primary ï 5No. 

 

iii)  Diesel Filter secondary ï 5No. 

 

iv) Outer Air Cleaner ï 5No. 

 

v) Inner Air Cleaner ï 5No. 

 

vi) Hydraulic Filter ï 5No. 

 

     vii) Fan Belt set ï 2No. 

 

       viii) Hub oil seal kit ï 2 sets  

         

      ix)  Greasing gun heavy duty-2No. 

    

      x) Skid cylinder seal kit ï 2 sets  

     

      xi)  Steering cylinder seal kit-2 sets 

 

      xi  Skid accessories to include-list 

1.coveyor chain kit-2NO. 

      2.Hopper wear plates kit-4No. 

                               3.Auger wings kit-4No. 

   4.Screed wear parts kit-4No. 

                               5.Oil kits-4No. 

 

 

Yes (Mandatory) 

 

Yes (Mandatory) 

 

Yes (Mandatory) 

 

Yes (Mandatory) 

 

Yes (Mandatory) 

 

Yes (Mandatory) 

 

Yes(Mandatory) 

 

Yes (Mandatory) 

 

Yes (Mandatory) 

 

Yes (Mandatory) 

 

Yes(Mandatory) 

 

Yes(Mandatory 

 

 

...........................Y/N 

 

............................Y/N 

 

............................Y/N 

 

............................Y/N 

 

............................Y/N 

 

............................Y/N 

 

............................Y/N 

 

............................Y/N 

 

............................Y/N 

 

............................Y/N 

 

éé...éééé.Y/N 

 

ééééé...é.Y/N 
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EXHAUSTERS 

 

1. EXHAUSTER, 4000 LT CAPACITY, TRACTOR DRAWN   

 

 
  

 
 

 
SPECIFICATION  

 
REQUIREMENT  

 
TENDERER'S 

RESPONSE 
 

 
 
MAKE 

 
- 

 
 

 
 

 
MODEL 

 
- 

 
 

 
 

 
COUNTRY OF ORIGIN 

 
- 

 
 

 
 

 
MANUFACTURER'S 

ENGINEERING, 

AUTHORITY,  DRAWINGS 

AND SPECIFICATIONS 

SUPPLIED 

 
 

Yes 

(Mandatory)  

 
 

(Y/N) 

 
1. 

 
GENERAL 

 
a) 

 
A Standard production, tractor 

drawn exhauster of latest 

design, robust construction, in 

current production. 

 
Yes, Yes, Yes 

 
(Y/N) 

 
b) 

 
Supplied new. 

 
Yes 

 
(Y/N) 

 
c) 

 
Designed to heavy-duty 

specifications, capable of 

operating in tropical conditions 

over paved and unpaved roads. 

 
Yes, Yes, Yes 

 
(Y/N) 

 
d) 

 
Suitable for being mounted on 

an agricultural tractor and 

operated using the tractor 

P.T.O. 

 
Yes,Yes 

 
(Y/N) 

 
2. 

 
DIMENSIONS AND WEIGHTS  

 
a) 

 
Overall length, approx. 

 
5,500mm 

 
mm 

 
b) 

 
Overall width, approx. 

 
1,500mm 

 
mm 

 
c) 

 
Overall height, approx. 

 

 

 

 

 
2,600mm 

 
mm 

 
3. 

 
CHASSIS 

 
a) 

 
Hot rolled, mild steel channel 

to BSS 4360 grade, minimum. 

 
152 x 76 mm 

 
mm 

 
b) 

 
Channels box section 

longitudinal through the body 

and single channels for outer 

 
Yes,Yes 

 
(Y/N) 
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SPECIFICATION  

 
REQUIREMENT  

 
TENDERER'S 

RESPONSE 

longitudinal members. 
 
c) 

 
Cross members suitably spaced 

apart to provide adequate body 

support. 

 
Yes 

 
(Y/N) 

 
d) 

 
Load transferred to tractor 

draw bar on full load. 

 
1.5 ton 

 
ton 

 
3 

 
TANK DIMENSIONS AND WEIGHTS 

 
a) 

 
Overall length, approx. 

 
4,000mm 

 
mm 

 
b) 

 
Tank diameter, approx. 

 
1,200mm 

 
mm 

 
c) 

 
Tank volume, approx. 

 
4,000lt. 

 
lt. 

 
d) 

 
Tank dry weight, approx. 

 
1,000kg 

 
kg 

 
4. 

 
TANK CONSTRUCTION. 

 
a) 

 
Cylindrical mild steel tank, 

with dished ends supported on 

cradles. 

 
Yes,Yes 

 
(Y/N) 

 
b) 

 
Tank design and construction 

to comply with the current 

International Standards 

specification for Design and 

Welding of Presssure Vessels 

 
Yes,Yes 

 
(Y/N) 

 
c) 

 
Minimum steel sheet thickness. 

 
4.5mm 

 
mm 

 
d) 

 
Pressure tested to. 

 
165 KN/m sq. 

 
KN/m sq. 

 
e) 

 
Pressure relief valve setting 

 
145 KN/m sq. 

 
KN/m sq. 

 
f) 

 
Anti-surge baffles, min. 

 
2No. 

 
No 

 
h) 

 
Access ladder for manhole 

provided. 

 
Yes 

 
(Y/N) 

 
i) 

 
Tank to be fitted with 

combined vacuum/pressure 

gauge at rear. 

 
Yes 

 
(Y/N) 

 
j) 

 
Tank to be fitted with 

calibrated glass level sight 

gauge at rear. 

 
Yes 

 
(Y/N) 

 
k) 

 
Automatic suction inlet valve 

closing mechanism to prevent 

overfill into pump. 

 
Yes 

 
(Y/N) 

 
l) 

 
2No. Non corrosive quick 

opening suction/discharge 

valves, complete with screw on 

coupling at rear of tank. 

 
Yes 

 

7mm  

 
(Y/N) 

 

mm 

 
m) 

 
Tank to be thoroughly cleaned 

 
Yes  

 
(Y/N) 
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SPECIFICATION  

 
REQUIREMENT  

 
TENDERER'S 

RESPONSE 

after manufacture and painted 

with red oxide primer and two 

coats of gloss paint. 

Colour to be specified 

by user. 

 
5. 

 
PUMP UNIT. 

 
a) 

 
Make  

 
- 

 
 

 
b) 

 
Model 

 
- 

 
 

 
c) 

 
Country of origin. 

 
- 

 
 

 
d) 

 
Pump characteristics and 

specifications supplied. 

 
Yes 

 
(Y/N) 

 
e) 

 
Rotary vane type pump, driven 

from tractor  P.T.O via drive 

shafts. 

 

 

 
Yes,Yes,Yes 

 
(Y/N) 

 
f) 

 
Pump to have independent 

pressure lubrication system. 

 
Yes 

 
(Y/N) 

 
g) 

 
Pump capacity approx.  

300lt/min  at 1,000rpm. 

 
Yes 

 
lt/hr 

 
h) 

 
Integral changeover valve and 

pipe work to permit either 

vacuum suction or pressure 

delivery. 

 
Yes,Yes 

 
(Y/N) 

 
i) 

 
Replaceable filter and exhaust 

silencer on suction and 

aspiration lines. 

 
Yes 

 
(Y/N) 

 
6. 

 
AXLE 

 
a) 

 
Slow speed axle, min. rating. 

 
7 tons 

 
tons 

 
b) 

 
Axle main beam made out of 

square axle steel or high tensile 

steel of min. 

 
70mm 

 
mm 

 
c) 

 
Stubs supported by 2 nos. 127 

x 64 mm hot rolled channels 

with necessary stiffness. 

 
Yes 

 
(Y/N) 

 
d) 

 
Track 

 
1550mm 

 
mm 

 
7. 

 
DRAW BAR 

 
a) 

 
Comprising 2 nos. hot rolled 

channels of size. 

 
152 x 76mm 

 
mm 

 
b) 

 
Fitted with heavy duty 

hydraulic fluid operated over-

run braking system. 

 
Yes 

 
(Y/N) 

 
c) 

 
Independent operated 

 
Yes 

 
(Y/N) 
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SPECIFICATION  

 
REQUIREMENT  

 
TENDERER'S 

RESPONSE 

mechanical parking brake. 
 
d) 

 
Complete braking system 

bolted to the drawbar for easy 

replacement. 

 

 
Yes 

 
(Y/N) 

 
e) 

 
Towing hitch, of alloy steel, 

should be capable of carrying 

1.5 - 2.0 tons vertical load of 

trailer. 

 
Yes 

 
(Y/N) 

 
f) 

 
Robust skid type stand to be 

fitted to underside of drawbar 

for easy hitching even on soft 

ground and to protect the 

braking system. 

 
Yes 

 
(Y/N) 

 
8. 

 
TYRES AND WHEELS 

 
a) 

 
Locally  available trailer type 

duo tyres with tube. 

 
Specify size 

 
 

 
b) 

 
Wheel studs, LH & RH threads 

of high tensile steel. 

 
6xM18 

 
 

 
c) 

 
Hubs should run on heavy duty 

taper roller bearings, size. 

 
2.5"  

 
 

 
9. 

 
BODY FINISH. 

 
a) 

 
All body steelwork to be 

thoroughly cleaned before 

painting. Both internal and 

exterior finish to be proceeded 

by one coat primer (red oxide) 

and intercoat. 

 
Yes, Yes, Yes 

 
(Y/N) 

 
10. 

 
EQUIPMENT (ACCESSORIES) 

 
a) 

 
Chevrons and reflectors fitted 

on rear to conform to Kenya 

Traffic Act. 

 
Yes 

 
(Y/N) 

 
b) 

 
2no. Full length hose boxes, 

with lids on either side of the 

tank.  

 
Yes 

 
(Y/N) 

 
c) 

 
Hoses of heavy duty rubber 

reinforced with spiral wire. 

 
Yes 

 
(Y/N) 

 
d) 

 
One hose supplied with suction 

screen. 

 
Yes 

 
(Y/N) 

 
e)  

 
Any other equipment supplied. 

 

 

 

 

 
specify 

 
................................

................................

................................

................................

................................



85 

 

  

 
 

 
SPECIFICATION  

 
REQUIREMENT  

 
TENDERER'S 

RESPONSE 

 

 

................................

.......... 
 
11. 

 
WARRANTY 

 
a) 

 
Each exhauster supplied should 

carry a statement of warranty. 

 
Yes (Mandatory) 

 
(Y/N) 

 
b) 

 
Exhauster  warranty  min., 

 
specify 

 
Months 

 
12. 

 
MANUALS 

 
a) 

 
All literature in  English  

language 

 
Yes 

 
(Y/N) 

 
b) 

 
Repair Manual, supplied. 

 
1 per Vehicle 

 
(Y/N) 

 
c) 

 
Parts catalogue supplied. 

 
1 per Vehicle 

 
(Y/N) 

 
d) 

 
Operators handbook and 

service schedule supplied. 

 
1 per Vehicle 

 
(Y/N) 

 
13. 

 
OTHER REQUIREMENTS. 

 
a) 

 
Exhauster will be inspected by 

the Chief Mechanical and 

Transport Engineer at all stages 

during construction and prior to 

delivery to the user. 

 
Yes 

 
(Y/N) 

 
b) 

 
Exhauster to be inspected (by 

Certifying officer, Vehicle 

inspection unit) for compliance 

with Traffic Act prior to 

delivery to user. 

 
Yes 

 
(Y/N) 

 
c) 

 
Exhauster to be registered with 

the registrar of motor vehicles. 

 
Yes 

 
(Y/N) 
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2. LARGE TRUCK, 4x2,    9,000-10,000 LITRES,    EXHAUSTER   

 

 
 

 
 

SPECIFICATION  
 
REQUIREMENT  

 
TENDERERôS RESPONSE 

 
A. 

 
TRUCK 

 
 

 
MAKE 

 
- 

 
 

 
 

 
MODEL 

 
- 

 
 

 
 

 
COUNTRY OF 

ORIGIN 

 
- 

 
 

 
 

 
MANUFACTURER'S 

LITERATURE, 

AUTHORITY AND 

SPECIFICATIONS 

SUPPLIED 

 
Yes 

 (Mandatory) 

 
-------------(Yes/No)     

  
Detailed engineering 

drawings, showing 

dimensions of the tank 

supplied. 

 
Yes 

 (Mandatory) 

 
 

(Y/N) 

 
1. 

 
GENERAL 

 
a) 

 
A standard production, 

heavy duty, 4x2, truck 

of latest design, in 

current production, 

marketed in Kenya. 

 
Yes, Yes, Yes 

 
-------------(Yes/No) 

 
b) 

 
Supplied new, unused 

 
Yes      

 
Yes/No) 

 
c) 

 
Designed to heavy duty 

export specifications, 

capable of operating in 

tropical conditions over 

paved and unpaved 

roads. 

 
Yes, Yes, Yes 

 
-----------(Yes/No) 

 
d) 

 
Suitable for exhauster 

services. 

 
Yes       

 
------------(Yes/No) 

 
e) 

 
Right hand drive  

 
Mandatory 

 
------------(Yes/No) 

 
f) 

 
Any items not included 

in this specification but 

which are deemed 

necessary for efficient 

or improved operation 

of the equipment shall 

be fitted/supplied. 

 
 

 

Yes 

 
 

 

...................(Y/N) 

 
2. DIMENSIONS AND WEIGHTS 
 
a) 

 
Overall length, approx. 

 
8,000 mm 

 
--------------- mm 
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SPECIFICATION  

 
REQUIREMENT  

 
TENDERERôS RESPONSE 

b) Overall width, approx. 2,400 mm --------------- mm 
 
c) 

 
Overall height, approx. 

 
2,900 mm 

 
--------------- mm 

 
d) 

 
Wheelbase, approx. 

 
5,600 mm 

 
--------------_ mm 

 
e) 

 
Length of Cab-chassis 

end, approx 

 
7,000 mm 

 
---------------- mm 

 
f) 

 
Kerb weight, approx. 

 
4-6, 000 Kg 

 
--------------- Kg 

 
g) 

 
Max. G.V.W, approx. 

 
14-18,000 Kg 

 
---------------_ Kg 

 
h) 

 
Payload (plus weight of 

body), min 

 
9,000-10,000Kg 

 
---------------_ Kg 

 
i) 

 
Permissible front 

(steering) axle load, 

max. 

 
8,000 Kg    

 
--------------- Kg  

 
j) 

 
Permissible rear (for 

dual, wheels) axle load, 

max. 

 
10,000 Kg    

 
--------------- Kg   

 
3. 

 
ENGINE 

 
a) 

 
Make 

 
- 

 
--------------- 

 
b) 

 
Model 

 
- 

 
--------------- 

 
c) 

 
Country of origin 

 
- 

 
--------------- 

 
d) 

 
Engine performance 

curves supplied 

 
Yes      

 
-------------(Yes/No)     

 
e) 

 
Diesel Engine, water 

cooled, 4 stroke 

 
Yes, Yes. Yes 

 
-------------(Yes/No) 

 
f) 

 
Mode of aspiration. 

(Natural/Turbocharged) 
Specify 

 
-------------------- 

 
g) 

 
Piston displacement, 

approx. 

 
6500-10000c 

 
___________ cc 

 
h) 

 
Number of cylinders  

 
6 

 
____________No. 

 
i) 

 
Maximum power 

output, (HP/ rpm),  

min. 

 
180Hp/2500rpm 

 
______      Hp/rpm 

 
j) 

 
Maximum torque 

developed, (Nm /rpm),  

min. 

 
500Nm/1300rpm 

 
_______ Nm/rpm 

 
k) 

 
Air cleaner type, 

disposable/oil bath 

 
Specify 

 
___________ 

 
l) 

 
Oil and fuel filter type 

 

 
Disposable 

 
_____________ 

 
m) 

 
Average fuel 

consumption (on full 

load) 

 
Specify   

 
_______l/km   
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SPECIFICATION  

 
REQUIREMENT  

 
TENDERERôS RESPONSE 

 
n) 

 
Fuel tank capacity, 

approx. 

 

 

 
200Lt 

 
___________ Lt 

 
4. CLUTCH AND TRANSMISSION 
 
a) 

 
Clutch, dry type, single 

plate 

 
Yes, Yes 

 
_______(Yes/No) 

 
b) 

 
Clutch, system 

actuation. 

 
Hydraulic 

 
_______________ 

 
c) 

 
Number of speeds, 

min. 

 
5F, 1R 

 
_______________ 

 
d) 

 
Drive configuration. 

 

 
4x2 

 
  ___ x ___ 

 
5. BRAKES, TYRES AND SUSPENSION. 
 
a) 

 
Brakes, 

hydraulic-pneumatic 

assisted 

 
Yes 

 
_______(Yes/No) 

 
b) 

 
Mechanical parking 

brake to act on rear 

wheels. 

 
Yes 

 
_______(Yes/No) 

 
c) 

 
Rear tyres 

 
Dual 

 
______________ 

 
d) 

 
Tires locally available. 

 
Yes 

 
_______(Yes/No) 

 
e) 

 
Optimum tire size 

11.00x 20, 18PR  
___________ PR 

 
f) 

 
Suspension, front and 

rear heavy 

duty leaf springs with 

telescopic shock 

absorbers at 

front. 

 
Yes, Yes 

 
_______(Yes/No) 

 
6. 

 
STEERING AND CAB. 

 
a) 

 
Right Hand drive 

steering 
Mandatory 

 
_______(Yes/No) 

 
b) 

 
Steering type. 

 
Assisted 

 
________________ 

 
c) 

 
All steel, spacious cab 

to seat 3 passengers 

comfortably. 

 
Yes, Yes 

 
_______(Yes/No) 

 
d) 

 
Adjustable drivers seat. 

 
Yes 

 
_______(Yes/No) 

 
e) 

 
All seats to have safety 

belts that conform to 

the KEBS standard No. 

06-664 of 1985. 

 

 

Mandatory 

 
_______(Yes/No) 
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SPECIFICATION  

 
REQUIREMENT  

 
TENDERERôS RESPONSE 

 
7. 

 
ELECTRICAL SYSTEM AND INSTRUMENTS 

 
a) 

 
System voltage, 

negative earth. 

 
12V, Yes 

 
________________ 

 
b) 

 
Battery capacity and 

size, approx. 

 
2x12V 

 
________________ 

 
c) 

 
Full lighting to 

conform to Cap 

403 Sec.23-Kenya 

Traffic Act. 

 
 

Yes      

 
 

_______(Yes/No)     

 
d) 

 
Standard instruments 

and gauges (or warning 

lights) for charging 

circuit, oil pressure, 

coolant temperature 

etc. 

 
Yes      

 
_______(Yes/No)     

 
8. 

 
EQUIPMENT ETC. 

 
a) 

 
Heavy duty front 

fender. 

 
Yes 

 
_______(Yes/No) 

 
b) 

 
Laminated (safety) 

windshield. 

 
Yes 

 
_______(Yes/No) 

 
c) 

 
Sun visors supplied,  2 

No. 

 
Yes  

 
_______(Yes/No) 

 
d) 

 
Rear view mirrors 

(external and internal) 

supplied,  

 3 No. 

 
Yes  

 
_______(Yes/No) 

 
e) 

 
Spare wheel with 

carrier. 

 
Yes 

 
_______(Yes/No) 

 
f) 

 
Hydraulic (telescopic) 

jack, wheel brace and 

manufacturer's standard 

tools, supplied. 

 
 

Yes, Yes, Yes 

 
 

_______(Yes/No)     

 
g) 
 

 
Vehicle to be fitted 
with   speed governor 
with  
 
recorder 

 
Mandatory 

 
_______(Yes/No) 

 
h) 
 

 
Governor to limit 
maximum speed to 
80km/hr 

 

Mandatory 

 
_______(Yes/No) 

 
i) 
 

 
Governor to be tamper 
proof 

 
Mandatory 

 
_______(Yes/No) 

 
j) 
 

 
Governor to be 
inspected by CM&TE 
before delivery 

 
Mandatory 

 
_______(Yes/No) 

 
k) 
 

 
Any other equipment 

(or accessories) 

supplied. 

 
specify 

 

 

 
_______________ 

_______________ 

_______________ 
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SPECIFICATION  

 
REQUIREMENT  

 
TENDERERôS RESPONSE 

 

 

_______________ 

 
9 

 
EXHAUSTER TANK 

 

 
a) 

 
Tank capacity, min. 

 
9,000lt 

 
--------------- Lt 

 
b) 

 
Elliptical shape steel 

tank with flat ends. 

 
Yes 

 
---------------(Y/N) 

 
c) 
 

 
Tank design and 

construction to comply 

with the current 

International Standards 

specification for 

Design and Welding of 

Pressure Vessels.  

 
Yes, Yes 

 
(Y/N) 

 
d) 
 
 

 
TANK DIMENSION 

  
 

 
Length,  approx. 

6000mm --------------- mm 

 
Major axis.approx. 

2200mm  
--------------- mm 

 
Minor axis. approx. 

1100mm  
--------------- mm 

 
e) 

 
All steel construction 

using mild steel  plate/ 

steel alloy of  thickness, 

min.. 

 
4.5 mm 

 
--------------- Mm 

 
f) 

 
Anti-surge baffle-plates 

with inspection opening 

fitted 

No. of baffle plates 

 
Yes 

Specify No. 

 
---------------(Y/N 

-------------- No. 

 
g) 

 
Entry mounted  at top 

centre inspection 

manhole with suitable 

seal and locking 

mechanism, min 

diameter, 500 mm 

 
Yes 

 
--------------- mm 

 
h) 

 
Tank to be fitted with 

combined 

vacuum/pressure gauge 

at rear. 

 
Yes 

 
(Y/N) 

 
i) 

 
Tank to be fitted with 

calibrated glass level 

sight gauge at rear 

Approx. 1000mm long. 

 
Yes 

 
mm 

 
j) 

 
Automatic suction inlet 

valve closing 

mechanisms to prevent 

overfill into pump. 

 
Yes 

 
(Y/N) 

 
k) 

 
2No. Non-corrosive 

 
Yes 

 
(Y/N) 
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SPECIFICATION  

 
REQUIREMENT  

 
TENDERERôS RESPONSE 

quick opening 

suction/discharge 

valves complete with 

screw on coupling at 

rear of tank. 

 

7mm  

 

mm 

 
l) 

 
Steel-tube access ladder 

& platform to manhole. 

 
Yes 

 
---------------(Y/N) 

 
m) 

 
Tank secured to chassis 

on cradle. 

 
Yes 

 
-----------------(Y/N) 

 
n) 

 
Tank to be thoroughly 

cleaned after 

manufacture and 

painted with anti-rust  

red oxide  primer/ 

epoxy -resin and  gloss 

paint. 

 
Yes 

 

Specify  materials 

used 

 
---------------(Y/N) 

 

------------- 

 

------------- 

 
o) 

 
Tightness test of tank 

body with 2.5bar  to be 

performed and 

certificate issue prior to 

delivery. 

 
Yes 

Specify test 

pressure 

 
---------------(Y/N) 

 

------------ 

p)  
Final colour to be 

chosen by user. 

 
Yes(Mandatory) 

 
---------------(Y/N) 

 
 

q) 

 

PUMP UNIT 

 
i) 

 
Make 

 
- 

 
--------------- 

 
ii)  

 
Model 

 
- 

 
--------------- 

 
iii)  

 
Country of origin 

 
iv) 

 
Pump characteristics 

and specifications 

supplied. 

 
Yes 

 
(Y/N) 

 
v) 

 
PTO gear driven semi-

rotary pump. 

 
Yes 

 
---------------(Y/N) 

 
vi) 

 
Pump to have 

independent pressure 

lubrication system / 

relief valve. 

 
Yes 

 
(Y/N) 

vii)   
Pump capacity, approx. 

 
300 ltrs/min. 

 
--------------- ltr/min 

 

r) 

 
Integral change-over 

valve and pipe work to 

permit either vacuum 

suction or pressure 

delivery. 

 
Yes,Yes 

 
(Y/N) 

 

s) 

 
Replaceable filter and 

exhaust silencer on 

suction and aspiration 

 
Yes 

 
(Y/N) 
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SPECIFICATION  

 
REQUIREMENT  

 
TENDERERôS RESPONSE 

lines. 
 
t) 

 
2no. Full length hose 

boxes, with lids on 

either side of the tank.  

 
Yes 

 
(Y/N) 

 
u) 

 
Hoses of heavy duty 

rubber reinforced with 

spiral wire. 

 

Pipe length each  50ft 

min. 

 
Yes 

Specify length 

 
(Y/N) 

 

-------- 

 
v) 

 
One hose supplied with 

suction screen. 

 

 
Yes 

 
(Y/N) 

 

w) 

 
Any other equipment 

supplied. 

 

 
Specify 

 
................................................... 

 

x)  
Spare wheel carrier 

fitted. 

 
Yes 

 
---------------(Y/N) 

    
 
10   WARRANTY 
 
a)  

 
Each  exhauster truck  

supplied should carry a 

statement of warranty. 

 
yes 

 
---------------(Y/N) 

 
b)  

 
Exhauster truck  

warranty min., 40,000 

km or 12 months 

whichever occurs first. 

 
Specify 

 
--------------- Km 

--------------- months 

 
11 

 
MANUALS 

 
a) 

 
All literature in  English 

language 

 
yes 

 
---------------(Y/N) 

 
b) 

 
Repair Manual /CD, 

supplied 

 
yes 

 
---------------(Y/N) 

 
c) 

 
Parts catalogue /CD, 

supplied. 

 
Yes 

 
---------------(Y/N) 

 
d) 

 
Drivers handbook and 

service schedule 

supplied 

 
Yes 

 
---------------(Y/N) 

 
12 OTHER REQUIREMENTS 
 
a) 

 
 Exhauster truck  to 

conform to Kenya 

Traffic act Cap. 403 and 

have a certificate from 

the vehicle inspection 

unit. 

 

 
Yes 

 
---------------(Y/N) 
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SPECIFICATION  

 
REQUIREMENT  

 
TENDERERôS RESPONSE 

b) Body builders to have 

truck body inspected 

(by Certifying officer, 

Vehicle Inspection 

Centre) for compliance 

with Traffic Act prior 

to delivery to user. 

 

Yes (Y/N) 

 
c) 

 
Truck to be registered 

with the registrar of 

motor vehicles. 

 
Yes (Mandatory)  

 
(Y/N) 

 

d)   

 
Franchise holder 

(representative in 

Kenya)------(Truck) 

 

If not, specify 

relationship with 

franchise holder. 

 
Yes 

 

Specify whether 

agent/dealer  

 

 
(Y/N) 

 

 

 

 
e) 

 

 
Availability of  spare 

parts. 

 

 
Indicate motor 

vehicle dealers 

who stock spare 

parts. 

 
 

 

 

 
 
f) 

 

 
Names and addresses 

of dealers/agents where 

back-up service can be 

obtained indicating the 

location of the 

workshops facilities. 

 

 
Specify 

 

 
 

 

 

 
g) 

 
Chevrons and reflectors 

fitted on rear to 

conform to Kenya 

Traffic Act. 

 
Yes 

 
(Y/N) 
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3. EXHAUSTER TRUCK, 4x2,  7,000-8,000 LITRES   

 

 
 
 

 
SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

RESPONSE 
 
A. 

 
TRUCK 

 
 

 
MAKE 

 
- 

 
 

 
 

 
MODEL 

 
- 

 
 

 
 

 
COUNTRY OF 

ORIGIN 

 
- 

 
 

 
 

 
MANUFACTURER'S 

LITERATURE AND 

SPECIFICATIONS 

SUPPLIED 

 
Yes      

 
-------------(Yes/No)     

  
Detailed engineering 

drawings, showing 

dimensions of the tank 

supplied. 

 
Yes 

 (Mandatory)  

 
 

(Y/N) 

 
1. 

 
GENERAL 

 
a) 

 
A standard production, 

heavy duty, 4x2, truck of 

latest design, in current 

production, marketed in 

Kenya. 

 
Yes, Yes, Yes 

 
-------------(Yes/No) 

 
b) 

 
Supplied new, unused 

 
Yes      

 
Yes/No) 

 
c) 

 
Designed to heavy duty 

export specifications, 

capable of operating in 

tropical conditions over 

paved and unpaved 

roads. 

 
Yes, Yes, Yes 

 
-----------(Yes/No) 

 
d) 

 
Suitable for  septic pit 

exhauster service. 

 
Yes       

 
------------(Yes/No) 

 
e) 

 
Right hand drive  

 
Mandatory  

 
------------(Yes/No) 

 
f) 

 
Any items not included 

in this specification but 

which are deemed 

necessary for efficient or 

improved operation of 

the equipment shall be 

fitted/supplied. 

 
 

 

Yes 

 
 

 

...................(Y/N) 

 
2. DIMENSIONS AND WEIGHTS 
 
a) 

 
Overall length, approx. 

 
7,600 mm 

 
--------------- mm 

 
b) 

 
Overall width, approx. 

 
2,400 mm 

 
--------------- mm 
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SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

RESPONSE 

c) Overall height, approx. 2,900 mm --------------- mm 
 
d) 

 
Wheelbase, approx. 

 
4,200 mm 

 
--------------_ mm 

 
e) 

 
Length of Cab-chassis 

end, approx 

 
5,300 mm 

 
---------------- mm 

 
f) 

 
Kerb weight, excluding 

body approx. 

 
4, 300 Kg 

 
--------------- Kg 

 
g) 

 
Max. G.V.W, approx. 

 
15,000 Kg 

 
---------------_ Kg 

 
h) 

 
Payload  range 

 
7,000-8,000Kg 

 
---------------_ Kg 

 
3. 

 
ENGINE 

 
a) 

 
Make 

 
- 

 
--------------- 

 
b) 

 
Model 

 
- 

 
--------------- 

 
c) 

 
Country of origin 

 
- 

 
--------------- 

 
d) 

 
Engine performance 

curves supplied 

 
Yes      

 
-------------(Yes/No)     

 
e) 

 
Diesel Engine, water 

cooled, 4 stroke 

 
Yes, Yes. Yes 

 
-------------(Yes/No) 

 
f) 

 
Mode of aspiration. 

(Natural/Turbocharged) 
Specify 

 
-------------------- 

 
g) 

 
Piston displacement, 

approx. 

 
6500-8500c 

 
___________ cc 

 
h) 

 
Number of cylinders  

 
6 

 
____________No. 

 
i) 

 
Maximum power output, 

(HP/ rpm),  min. 

 
160Hp/2800rpm 

 
______      Hp/rpm 

 
j) 

 
Maximum torque 

developed, (Nm /rpm),  

min. 

 
450Nm/1700rpm 

 
_______ Nm/rpm 

 
k) 

 
Air cleaner type, 

disposable/oil bath 

 
Specify 

 
___________ 

 
l) 

 
Oil and fuel filter type 

 

 
Disposable 

 
_____________ 

 
m) 

 
Average fuel 

consumption (on full 

load) 

 
Specify   

 
_______l/km   

 
n) 

 
Fuel tank capacity, 

approx. 

 

 
200Lt 

 
___________ Lt 

 
4. CLUTCH AND TRANSMISSION 
 
a) 

 
Clutch, dry type, single 

plate 

 
Yes, Yes 

 
_______(Yes/No) 

 
b) 

 
Clutch, system 

 
Hydraulic 

 
_______________ 
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SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

RESPONSE 

actuation. 
 
c) 

 
Number of speeds, min. 

 
5F, 1R 

 
_______________ 

 
d) 

 
Drive configuration. 

 

 
4x2 

 
  ___ x ___ 

 
5. BRAKES, TYRES AND SUSPENSION. 
 
a) 

 
Brakes, 

hydraulic-pneumatic 

assisted 

 
Yes 

 
_______(Yes/No) 

 
b) 

 
Mechanical parking 

brake to act on rear 

wheels. 

 
Yes 

 
_______(Yes/No) 

 
c) 

 
Rear tyres 

 
Dual 

 
______________ 

 
d) 

 
Tires locally available. 

 
Yes 

 
_______(Yes/No) 

 
e) 

 
Optimum tire size 

1000 x 20, 16PR  
___________ PR 

 
f) 

 
Suspension; front and 

rear heavy duty leaf 

springs with 

telescopic shock 

absorbers at front. 

 
Yes, Yes 

 
_______(Yes/No) 

 
6. 

 
STEERING AND CAB. 

 
a) 

 
Right Hand drive 

steering 
Mandatory  

 
_______(Yes/No) 

 
b) 

 
Steering type, 

manual/assisted. 

 
Assisted 

 
________________ 

 
c) 

 
All steel, spacious 

cab to seat 3 

passengers 

comfortably. 

 
Yes, Yes 

 
_______(Yes/No) 

 
d) 

 
Adjustable 

driverôs seat. 

 
Yes 

 
_______(Yes/No) 

 
e) 

 
All seats to have 

safety belts that 

conform to the 

KEBS standard 

No. 06-664 of 

1985. 

Mandatory  

 
_______(Yes/No) 

 
7. 

 
ELECTRICAL SYSTEM AND INSTRUMENTS 

 
a) 

 
System voltage, 

negative earth. 

 
12V, Yes 

 
________________ 
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SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

RESPONSE 

b) Battery capacity 

and size, approx. 

2x12V ________________ 

 
c) 

 
Full lighting to 

conform to Cap 

403 

Sec.23-Kenya 

Traffic Act. 

 
 

Yes      

 
 

_______(Yes/No)    

 
d) 

 
Standard 

instruments and 

gauges (or 

warning lights) 

for charging 

circuit, oil 

pressure, coolant 

temperature etc. 

 
Yes      

 
_______(Yes/No)     

 
8. 

 
EQUIPMENT ETC. 

 
a) 

 
Heavy duty front 

fender. 

 
Yes 

 
_______(Yes/No) 

 
b) 

 
Laminated 

(safety) 

windshield. 

 
Yes 

 
_______(Yes/No) 

 
c) 

 
Sun visors 

supplied,  2 No. 

 
Yes  

 
_______(Yes/No) 

 
d) 

 
Rear view mirrors 

(external and 

internal) supplied,  

 3 No. 

 
Yes  

 
_______(Yes/No) 

 
e) 

 
Spare wheel with 

carrier. 

 
Yes 

 
_______(Yes/No) 

 
f) 

 
Hydraulic 

(telescopic) jack, 

wheel brace and 

manufacturer's 

standard tools, 

supplied. 

 
 

Yes, Yes, Yes 

 
 

_______(Yes/No)     

g) Vehicle to be 

fitted with a  

tamper proof 

speed governor 

limiting 

maximum speed 

to 80km/hr 

 

Mandatory  

 

_______(Yes/No) 
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SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

RESPONSE 
 
h) 
 

 
Governor to be 

inspected by 

CM&TE before 

delivery 

 

Mandatory  

 
_______(Yes/No) 

 
i) 
 

 
Any other 

equipment (or 

accessories) 

supplied. 

 
specify 

 

 

 

 

 

 
_______________ 

_______________ 

_______________ 

_______________ 

 
9 

 
EXHAUSTER TANK 

 
a) 

 
Tank capacity,  

 
7,000-8,000lt 

 
--------------- Lt 

 
b) 

 
Circular shaped 

steel tank with flat 

ends. 

 
Yes 

 
---------------(Y/N) 

 
c) 
 

 
Tank design and 

construction to 

comply with the 

current 

International 

Standards 

specification for 

Design and 

Welding of 

Pressure Vessels 

 
Yes, Yes 

 
(Y/N) 

 
d) 
 
 

 
TANK 

DIMENSIONS 

  
 

 
Length,  approx. 

5,000mm --------------- mm 

 
Radius, approx. 

1,500mm  
--------------- mm 

 
 
e) 

 
All steel 

construction using 

mild steel plate/ 

steel alloy of 

thickness, min. 

 
4.5 mm 

 
--------------- Mm 

 
f) 

 
Anti-surge baffle-

plates with 

inspection 

opening fitted 

No. of baffle 

 
Yes 

Specify No. 

 
---------------(Y/N 

-------------- No. 
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SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

RESPONSE 

plates 
 
g) 

 
Entry mounted  at 

top centre 

inspection 

manhole with 

suitable seal and 

locking 

mechanism, min 

diameter, 500 mm 

 
Yes 

 
--------------- mm 

 
h) 

 
Tank to be fitted 

with combined 

vacuum/pressure 

gauge at rear. 

 
Yes 

 
(Y/N) 

 
i) 

 
Tank to be fitted 

with calibrated 

glass level sight 

gauge at rear 

Approx. 1000mm 

long. 

 
Yes 

 
mm 

 
j) 

 
Automatic suction 

inlet valve closing 

mechanisms to 

prevent overfill 

into pump. 

 
Yes 

 
(Y/N) 

 
k) 

 
2No. non-

corrosive quick 

opening 

suction/discharge 

valves complete 

with screw on 

coupling at rear of 

tank. 

 
Yes 

 

7mm  

 
(Y/N) 

 

mm 

 
l) 

 
Steel-tube access 

ladder & platform 

to manhole. 

 
Yes 

 
---------------(Y/N) 

 
m) 

 
Tank secured to 

chassis on cradle. 

 
Yes 

 
-----------------(Y/N) 

 
n) 

 
Tank to be 

thoroughly 

cleaned after 

manufacture and 

painted with anti-

 
Yes 

 

Specify  

materials used 

 
---------------(Y/N) 

 

------------- 

 

------------- 
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SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

RESPONSE 

rust  red oxide  

primer/ epoxy -

resin and  gloss 

paint. 
 
o) 

 
Tightness test of 

tank body with 2.5 

bar  to be 

performed and 

certificate issued  

prior to delivery. 

 
Yes 

Specify test 

pressure 

 
---------------(Y/N) 

 

------------ 

p)  
Final colour to be 

chosen by user. 

 
Yes(Mandatory) 

 
---------------(Y/N) 

 
 

q) 

 

PUMP UNIT 

 
i) 

 
Make 

 
- 

 
--------------- 

 
ii)  

 
Model 

 
- 

 
--------------- 

 
iii)  

 
Country of origin 

 
iv) 

 
Pump 

characteristics 

and specifications 

supplied. 

 
Yes 

 
(Y/N) 

 
v) 

 
PTO gear driven 

semi-rotary pump. 

 
Yes 

 
---------------(Y/N) 

 
vi) 

 
Pump to have 

independent 

pressure 

lubrication system 

/ relief valve. 

 
Yes 

 
(Y/N) 

vii)   
Pump capacity, 

approx. 

 
300 ltrs/min. 

 
--------------- ltr/min 

 

r) 

 
Integral change-

over valve and 

pipe work to 

permit either 

vacuum suction 

or pressure 

delivery. 

 
Yes,Yes 

 
(Y/N) 

 

s) 

 
Replaceable filter 

and exhaust 

silencer on 

 
Yes 

 
(Y/N) 
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SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

RESPONSE 

suction and 

aspiration lines. 
 
t) 

 
2no. Full length 

hose boxes, with 

lids on either side 

of the tank.  

 
Yes 

 
(Y/N) 

 
u) 

 
Hoses of heavy 

duty rubber 

reinforced with 

spiral wire. 

 

Pipe length each  

50ft min. 

 
Yes 

Specify length 

 
(Y/N) 

 

-------- 

 
v) 

 
One hose 

supplied with 

suction screen. 

 

 
Yes 

 
(Y/N) 

 

w) 

 
Any other 

equipment 

supplied. 

 

 
Specify 

 
................................................... 

 

x)  
Spare wheel 

carrier fitted. 

 
Yes 

 
---------------(Y/N) 

    
 
10   WARRANTY 
 
a)  

 
Each exhauster 

truck supplied 

should carry a 

statement of 

warranty. 

 
yes 

 
---------------(Y/N) 

 
b)  

 
Exhauster truck 

warranty min., 

40,000 km or 12 

months whichever 

occurs first. 

 
Specify 

 
--------------- Km 

--------------- months 

 
11 

 
MANUALS 

 
a) 

 
All literature in  

English language 

 
yes 

 
---------------(Y/N) 

 
b) 

 
Repair Manual, 

supplied 

 
yes 

 
---------------(Y/N) 
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SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

RESPONSE 

c) Parts catalogue , 

supplied. 

Yes ---------------(Y/N) 

 
d) 

 
Drivers handbook 

and service 

schedule supplied 

 
Yes 

 
---------------(Y/N) 

 
12 OTHER REQUIREMENTS  
 
a) 

 
 Exhauster truck  

to conform to 

Kenya Traffic act 

Cap. 403 and have 

a certificate from 

the vehicle 

inspection unit. 

 
Yes 

 
---------------(Y/N) 

 
b) 

 
Body builders to 

have truck body 

inspected (by 

Certifying officer, 

Vehicle 

Inspection Unit) 

for compliance 

with Traffic Act 

prior to delivery 

to user. 

 

 
Yes 

 
(Y/N) 

 
c) 

 
Truck to be 

registered with 

the registrar of 

motor vehicles. 

 
Yes 

(Mandatory)  

 
(Y/N) 

 

d)   

 
Franchise holder 

(representative in 

Kenya)------

(Truck) 

 

If not, specify 

relationship with 

franchise holder. 

 
Yes 

 

Specify whether 

agent/dealer  

 
(Y/N) 

 

 

________________ 

 
e) 

 

 
Availability of 

spares. 

 

 
Indicate motor 

vehicle dealers 

who stock spare 

parts. 

 
 

 

 

 
 
f) 

 

 
Names and 

addresses of 

 
Specify 
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SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

RESPONSE 

dealers/agents 

where back-up 

service can be 

obtained 

indicating the 

location of the 

workshops 

facilities. 

 

 

 

 
g) 

 
Chevrons and 

reflectors fitted 

on rear to 

conform to Kenya 

Traffic Act. 

 
Yes 

 
(Y/N) 
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4. EXHAUSTER TRUCK, 4x4,  6,000-7,000 LITRES    

 
 

 
 

 
SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

RESPONSE 
 
A. 

 
TRUCK 

 
 

 
MAKE 

 
- 

 
 

 
 

 
MODEL 

 
- 

 
 

 
 

 
COUNTRY OF ORIGIN 

 
- 

 
 

 
 

 
MANUFACTURER'S LITERATURE, 

AUTHORITY AND SPECIFICATIONS 

SUPPLIED 

 
Yes      

 
-------------(Yes/No)     

  
Detailed engineering drawings, showing 

dimensions of the tank supplied. 

 
Yes 

 (Mandatory)  

 
 

(Y/N) 
 
1. 

 
GENERAL 

 
a) 

 
A standard production, heavy duty, 4x4, 

truck of latest design, in current 

production, marketed in Kenya. 

 
Yes, Yes, Yes 

 
-------------(Yes/No) 

 
b) 

 
Supplied new, unused 

 
Yes      

 
Yes/No) 

 
c) 

 
Designed to heavy duty export 

specifications, capable of operating in 

tropical conditions over paved and 

unpaved roads. 

 
Yes, Yes, Yes 

 
-----------(Yes/No) 

 
d) 

 
Suitable for  septic pit exhauster service. 

 
Yes       

 
------------(Yes/No) 

 
e) 

 
Right hand drive  

 
Mandatory  

 
------------(Yes/No) 

 
f) 

 
Any items not included in this 

specification but which are deemed 

necessary for efficient or improved 

operation of the equipment shall be 

fitted/supplied. 

 
 

 

Yes 

 
 

 

...................(Y/N) 

 
2. DIMENSIONS AND WEIGHTS 
 
a) 

 
Overall length, approx. 

 
7,600 mm 

 
--------------- mm 

 
b) 

 
Overall width, approx. 

 
2,400 mm 

 
--------------- mm 

 
c) 

 
Overall height, approx. 

 
2,900 mm 

 
--------------- mm 

 
d) 

 
Wheelbase, approx. 

 
4,200 mm 

 
--------------_ mm 

 
e) 

 
Length of Cab-chassis end, approx 

 
5,300 mm 

 
---------------- mm 

 
f) 

 
Kerb weight, excluding body approx. 

 
4, 300 Kg 

 
--------------- Kg 

 
g) 

 
Max. G.V.W, approx. 

 
15,000 Kg 

 
---------------_ Kg 

 
h) 

 
Payload  range 

 
6,000-7,000Kg 

 
---------------_ Kg 
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SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

RESPONSE 

3. ENGINE 
 
a) 

 
Make 

 
- 

 
--------------- 

 
b) 

 
Model 

 
- 

 
--------------- 

 
c) 

 
Country of origin 

 
- 

 
--------------- 

 
d) 

 
Engine performance curves supplied 

 
Yes      

 
-------------(Yes/No)     

 
e) 

 
Diesel Engine, water cooled, 4 stroke 

 
Yes, Yes. Yes 

 
-------------(Yes/No) 

 
f) 

 
Mode of aspiration. 

(Natural/Turbocharged) 
Specify 

 
-------------------- 

 
g) 

 
Piston displacement, approx. 

 
6000-10000c 

 
___________ cc 

 
h) 

 
Number of cylinders  

 
6 

 
____________No. 

 
i) 

 
Maximum power output, (HP/ rpm),  min. 

 
170Hp/2800rpm 

 
______      Hp/rpm 

 
j) 

 
Maximum torque developed, (Nm /rpm),  

min. 

 
470Nm/1700rpm 

 
_______ Nm/rpm 

 
k) 

 
Air cleaner type, disposable/oil bath 

 
Specify 

 
___________ 

 
l) 

 
Oil and fuel filter type 

 

 
Disposable 

 
_____________ 

 
m) 

 
Average fuel consumption (on full load) 

 
Specify   

 
_______l/km   

 
n) 

 
Fuel tank capacity, approx. 

 

 
200Lt 

 
___________ Lt 

 
4. CLUTCH AND TRANSMISSION 
 
a) 

 
Clutch, dry type, single plate 

 
Yes, Yes 

 
_______(Yes/No) 

 
b) 

 
Clutch, system actuation. 

 
Hydraulic 

 
_______________ 

 
c) 

 
Number of speeds, min. 

 
5F, 1R 

 
_______________ 

 
d) 

 
Drive configuration. 

 

 
4x4 

 
  ___ x ___ 

 
5. BRAKES, TYRES AND SUSPENSION. 
 
a) 

 
Brakes, hydraulic-pneumatic assisted 

 
Yes 

 
_______(Yes/No) 

 
b) 

 
Mechanical parking brake to act on rear 

wheels. 

 
Yes 

 
_______(Yes/No) 

 
c) 

 
Rear tyres 

 
Dual 

 
______________ 

 
d) 

 
Tires locally available. 

 
Yes 

 
_______(Yes/No) 

 
e) 

 
Optimum tire size 

1000 x 20, 16PR  
___________ PR 

 
f) 

 
Suspension; front and rear heavy duty leaf 

springs with 

telescopic shock absorbers at front. 

 
Yes, Yes 

 
_______(Yes/No) 
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6. STEERING AND CAB. 
 
a) 

 
Right Hand drive steering Mandatory  

 
_______(Yes/No) 

 
b) 

 
Steering type, manual/assisted. 

 
Assisted 

 
______________

__ 
 
c) 

 
All steel, spacious cab to seat 3 

passengers comfortably. 

 
Yes, Yes 

 
_______(Yes/No) 

 
d) 

 
Adjustable driverôs seat. 

 
Yes 

 
_______(Yes/No) 

 
e) 

 
All seats to have safety belts that 

conform to the KEBS standard 

No. 06-664 of 1985. 

Mandatory  

 
_______(Yes/No) 

 
7. 

 
ELECTRICAL SYSTEM AND INSTRUMENTS 

 
a) 

 
System voltage, negative earth. 

 
12V, Yes 

 
______________

__ 
 
b) 

 
Battery capacity and size, approx. 

 
2x12V 

 
______________

__ 
 
c) 

 
Full lighting to conform to Cap 

403 Sec.23-Kenya Traffic Act. 

 
 

Yes      

 
 

_______(Yes/No)    
 
d) 

 
Standard instruments and gauges 

(or warning lights) for charging 

circuit, oil pressure, coolant 

temperature etc. 

 
Yes      

 
_______(Yes/No)     

 
8. 

 
EQUIPMENT ETC. 

 
a) 

 
Heavy duty front fender. 

 
Yes 

 
_______(Yes/No) 

 
b) 

 
Laminated (safety) windshield. 

 
Yes 

 
_______(Yes/No) 

 
c) 

 
Sun visors supplied,  2 No. 

 
Yes  

 
_______(Yes/No) 

 
d) 

 
Rear view mirrors (external and 

internal) supplied,  

 3 No. 

 
Yes  

 
_______(Yes/No) 

 
e) 

 
Spare wheel with carrier. 

 
Yes 

 
_______(Yes/No) 

 
f) 

 
Hydraulic (telescopic) jack, 

wheel brace and manufacturer's 

standard tools, supplied. 

 
 

Yes, Yes, Yes 

 
 

_______(Yes/No)     

g) Vehicle to be fitted with a  

tamper proof speed governor 

limiting maximum speed to 

80km/hr 

 

Mandatory  

 

_______(Yes/No) 

 
h) 
 

 
Governor to be inspected by 

 

Mandatory  

 
_______(Yes/No) 
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CM&TE before delivery 
 
i) 
 

 
Any other equipment (or 

accessories) supplied. 

 
specify 

 

 

 

 

 

 
______________

_ 

______________

_ 

______________

_ 

______________

_ 
 
9 

 
EXHAUSTER TANK 

 
a) 

 
Tank capacity,  

 
6,000-7,000lt 

 
--------------- Lt 

 
b) 

 
Circular shaped steel tank with 

flat ends. 

 
Yes 

 
---------------(Y/N) 

 
c) 
 

 
Tank design and construction to 

comply with the current 

International Standards 

specification for Design and 

Welding of Pressure Vessels 

 
Yes, Yes 

 
(Y/N) 

 
d) 
 
 

 
TANK DIMENSIONS  

  
 

 
Length,  approx. 

5,000mm --------------- mm 

 
Radius, approx. 

1,500mm  
--------------- mm 

 
 
e) 

 
All steel construction using mild 

steel plate/ steel alloy of 

thickness, min. 

 
4.5 mm 

 
--------------- Mm 

 
f) 

 
Anti-surge baffle-plates with 

inspection opening fitted 

No. of baffle plates 

 
Yes 

Specify No. 

 
---------------(Y/N 

-------------- No. 

 
g) 

 
Entry mounted  at top centre 

inspection manhole with suitable 

seal and locking mechanism, min 

diameter, 500 mm 

 
Yes 

 
--------------- mm 

 
h) 

 
Tank to be fitted with combined 

vacuum/pressure gauge at rear. 

 
Yes 

 
(Y/N) 

 
i) 

 
Tank to be fitted with calibrated 

glass level sight gauge at rear 

Approx. 1000mm long. 

 
Yes 

 
mm 

 
j) 

 
Automatic suction inlet valve 

closing mechanisms to prevent 

overfill into pump. 

 
Yes 

 
(Y/N) 
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k) 

 
2No. non-corrosive quick 

opening suction/discharge valves 

complete with screw on coupling 

at rear of tank. 

 
Yes 

 

7mm  

 
(Y/N) 

 

mm 

 
l) 

 
Steel-tube access ladder & 

platform to manhole. 

 
Yes 

 
---------------(Y/N) 

 
m) 

 
Tank secured to chassis on cradle. 

 
Yes 

 
-----------------

(Y/N) 
 
n) 

 
Tank to be thoroughly cleaned 

after manufacture and painted 

with anti-rust  red oxide  primer/ 

epoxy -resin and  gloss paint. 

 
Yes 

 

Specify  materials 

used 

 
---------------(Y/N) 

 

------------- 

 

------------- 
 
o) 

 
Tightness test of tank body with 

2.5 bar  to be performed and 

certificate issued  prior to 

delivery. 

 
Yes 

Specify test 

pressure 

 
---------------(Y/N) 

 

------------ 

p)  
Final colour to be chosen by user. 

 
Yes(Mandatory) 

 
---------------(Y/N) 

 
 

q) 

 

PUMP UNIT 

 
i) 

 
Make 

 
- 

 
--------------- 

 
ii)  

 
Model 

 
- 

 
--------------- 

 
iii)  

 
Country of origin 

 
- 

 
iv) 

 
Pump characteristics and 

specifications supplied. 

 
Yes 

 
(Y/N) 

 
v) 

 
PTO gear driven semi-rotary 

pump. 

 
Yes 

 
---------------(Y/N) 

 
vi) 

 
Pump to have independent 

pressure lubrication system / 

relief valve. 

 
Yes 

 
(Y/N) 

vii)   
Pump capacity, approx. 

 
300 ltrs/min. 

 
--------------- 

ltr/min 

 

r) 

 
Integral change-over valve and 

pipe work to permit either 

vacuum suction or pressure 

delivery. 

 
Yes,Yes 

 
(Y/N) 

 

s) 

 
Replaceable filter and exhaust 

silencer on suction and aspiration 

lines. 

 
Yes 

 
(Y/N) 
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t) 

 
2no. Full length hose boxes, with 

lids on either side of the tank.  

 
Yes 

 
(Y/N) 

 
u) 

 
Hoses of heavy duty rubber 

reinforced with spiral wire. 

 

Pipe length each  50ft min. 

 
Yes 

Specify length 

 
(Y/N) 

 

-------- 

 
v) 

 
One hose supplied with suction 

screen. 

 

 
Yes 

 
(Y/N) 

 

w) 

 
Any other equipment supplied. 

 

 
Specify 

 
.............................

...................... 

 

x)  
Spare wheel carrier fitted. 

 
Yes 

 
---------------(Y/N) 

    
 
10   WARRANTY 
 
a)  

 
Each exhauster truck supplied 

should carry a statement of 

warranty. 

 
yes 

 
---------------(Y/N) 

 
b)  

 
Exhauster truck warranty min., 

40,000 km or 12 months 

whichever occurs first. 

 
Specify 

 
--------------- Km 

--------------- 

months 
 
11 

 
MANUALS 

 
a) 

 
All literature in  English language 

 
Yes 

 
---------------(Y/N) 

 
b) 

 
Repair Manual, supplied 

 
Yes 

 
---------------(Y/N) 

 
c) 

 
Parts catalogue , supplied. 

 
Yes 

 
---------------(Y/N) 

 
d) 

 
Drivers handbook and service 

schedule supplied 

 
Yes 

 
---------------(Y/N) 

 
12 OTHER REQUIREMENTS  
 
a) 

 
 Exhauster truck  to conform to 

Kenya Traffic act Cap. 403 and 

have a certificate from the vehicle 

inspection unit. 

 
Yes 

 
---------------(Y/N) 

 
b) 

 
Body builders to have truck body 

inspected (by Certifying officer, 

Vehicle Inspection Unit) for 

compliance with Traffic Act prior 

to delivery to user. 

 

 
Yes 

 
(Y/N) 
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c) Truck to be registered with the 

registrar of motor vehicles. 

Yes (Mandatory)  (Y/N) 

 

d)   

 
Franchise holder (representative 

in Kenya)------(Truck) 

 

If not, specify relationship with 

franchise holder. 

 
Yes 

 

Specify whether 

agent/dealer  

 
(Y/N) 

 

 

______________

__ 
 
e) 

 

 
Availability of spare parts. 

 

 
Indicate motor 

vehicle dealers 

who stock spare 

parts. 

 
 

 

 

 
 
f) 

 

 
Names and addresses of 

dealers/agents where back-up 

service can be obtained 

indicating the location of the 

workshops facilities. 

 

 
Specify 

 

 
 

 

 

 

 
g) 

 
Chevrons and reflectors fitted on 

rear to conform to Kenya Traffic 

Act. 

 
Yes 

 
(Y/N) 
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FUEL TANKERS 

1. TRUCK 4X2, FUEL TANKER, 7000-8000 LITRES   

  
 

 
 

SPECIFICATION  
 

REQUIREMENT  
 

TENDERER'S 

RESPONSE 
 

 
 
MAKE 

 
- 

 
éééééééé. 

 
 

 
MODEL 

 
- 

 
 

éééééééé 
 

 
 
COUNTRY OF ORIGIN 

 
- 

 
 

éééééééé. 
 

 
 
MANUFACTURER'S 

LITERATURE, 

AUTHORITY AND 

SPECIFICATIONS  

SUPPLIED 

 
Yes 

 (Mandatory)  

 
 

...................(Y/N) 

  
Detailed engineering 

drawings, showing dimensions 

of the tank supplied. 

 
Yes 

 (Mandatory)  

 
 

(Y/N) 

 
1. 

 
GENERAL  

 
a) 

 
A Standard production, heavy-

duty 4x2 truck, of latest 

design, robust construction, in 

current production. 

 
 

Yes, Yes, Yes 

 
 

...................(Y/N) 

 
b) 

 
Designed to heavy duty export 

specifications, capable of 

operating in tropical 

conditions over paved and 

unpaved roads. 

 
 

Yes,Yes,Yes 

 
 

...................(Y/N) 

 
d) 

 
Suitable for fuel transportation  

 
Yes 

 
...................(Y/N) 

 
2. 

 
DIMENSIONS AND WEIGHTS  

 
a) 

 
Overall length, min. 

 
7,400mm 

 
................... mm 

 
b) 

 
Overall width, max. 

 
2,400mm 

 
................... mm 

 
c) 

 
Overall height, approx. 

 
2,600mm 

 
................... mm 

 
d) 

 
Wheelbase, min 

 
4,500mm 

 

 
................... mm 

 
e) 

 
Length of Cab-Chassis end, 

min 

 
5,000mm 

 
................... mm 

 
f) 

 
Maximum G.V.W.min 

 
13,500kg 

 
----------------mm 

 
g) 

 
Kerb weight, approx. 

 

4,600Kg 

 
................... Kg 

 

h) 

 

Payload (Incl. Weight of 

body) approx. 

 

 

9,000Kg 

 

         ééééé.Kg 
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SPECIFICATION  

 
REQUIREMENT  

 
TENDERER'S 

RESPONSE 

i) Permissible (front steering) 

axle load, max) 

10,000Kg          ééééé.Kg 

 

j) 

 

Permissible rear (for dual 

wheels) axle load, max 

 

10,000Kg 

 

éééééé.Kg 

 
3. 

 
ENGINE 

 
a) 

 
Make 

 
- 

 
éééééééé 

 
b) 

 
Model 

 
- 

 
éééééééé 

 
c) 

 
Country of origin 

 
- 

 
ééééééé 

 
d) 

 
Engine performance curves 

supplied. 

 
Yes 

 
...................(Y/N) 

 
e) 

 
Engine type Diesel,  4 Stoke, 

water cooled,. 

 
Yes, Yes. Yes 

 
...................(Y/N) 

 
f) 

 

  Naturally aspirated or 

Turbocharged. 

 

Natural 

 
ééééééé 

 
g) 

 
Piston displacement, approx. 

 
6,000-8500cc 

 
................... cc 

 
h) 

 
Maximum power 

output/rpm,min. 

 
160HP/2800rpm 

 
.................... 

 
i) 

 
Maximum torque 

developed/rpm, min  

 
500Nm/2,000rpm 

 
éééééé. 

 

j) 

 

 

 Air filter type, 

disposable/oil bath 

 

 

 
Specify  

 
ééééééé 

 
k) 

 
Oil and fuel filter type 

 
Disposable 

 
éééééé.. 

 
l) 

 
Average fuel consumption. 

 
specify 

 
................ Km/Lt 

 
m) 

 
Fuel tank capacity, approx. 

 
200 Lt 

 
................... Lt 

 
4. 

 
CLUTCH AND TRANSMISSION.  

 
a) 

 
Clutch hydraulic actuated dry 

single plate. 

 
Yes, Yes . 

 
...................(Y/N) 

 
b) 

 
Gear box  speeds, min. 

 
5F, 1R 

 

 
éééééé    

 

c) 

 

Drive configuration 

 

4x2 

 

       ééééééé 
 
5. 

 
BRAKES TYRES AND SUSPENSION 

 
a) 

 
Brakes, hydraulic-pneumatic 

assisted 

 
Yes 

 
...................(Y/N) 

 
b) 

 
Mechanical parking brake to 

act on transmission . 

 
Yes  

 
...................(Y/N) 
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SPECIFICATION  

 
REQUIREMENT  

 
TENDERER'S 

RESPONSE 

c) Rear wheels, dual  Yes  ...................(Y/N) 

 

d) 

 

Tire (size) locally 

manufactured  

 

Yes 

 

...................(Y/N) 

 

e) 

 

Optimum tyre size  

 

Specify 

 

      éééééé.. 

 

f) 

 

Suspension, front and rear 

heavy duty leaf springs with 

telescopic shock-absorbers at 

front 

 

Yes  

 

...................(Y/N) 

 
6.  

 
STEERING, CONTROL AND CAB.  

 
a) 

 
Right Hand drive steering 

 
Yes 

 

 

 
_______(Yes/No) 

 
b) 

 
Steering Type . 

 
Assisted 

 
________________ 

 
c) 

 
All steel, spacious cab to seat 

3 passengers comfortably. 

 
Yes, Yes 

 
_______(Yes/No) 

 
d) 

 
Adjustable drivers seat. 

 
Yes 

 
_______(Yes/No) 

 
e) 

 
All seats to have saftey belts 

that conform to the KEBS 

standard No. KS 06-664 of 

1985 

 
Yes 

 (Mandatory)  

 
 

     (Y/N) 

 
7. 

 

ELECTRICAL SYSTEM AND INSTRUMENTS  
 
a) 

 
System voltage, negative 

earth. 

 
24V, Yes 

 
................... 

 
b) 

 
Battery size and capacity, 

approx. 

 
2x12V, 130AH 

 
ééééééé. 

 
c) 

 

Full load lighting to conform 

to Cap 403-Kenya Traffic Act 

 
Yes  

 

...................(Y/N) 

 
d) 

 
Standard instruments and 

gauges. (or warning lights for 

charging circuit oil pressure, 

coolant, temperature etc 

 
 

Yes 

 
...................(Y/N) 

 
8. 

 
EQUIPMENT ETC.  

 
a) 

 
Heavy duty type front fender . 

 
Yes 

 
...................(Y/N) 

 
b) 

 
Laminated (safety) windshield 

 
Yes 

 
...................(Y/N) 

 
c) 

 

Sunvisors supplied  

 
Yes, 2No 

 
ééééééé 

 

d) 

 

Rear view mirrors (external 

and internal) supplied  

 

Yes ,3No 

 

        ééééééé 

 

e) 

 

Spare wheel with carrier  

 

Yes  

         ...................(Y/N) 
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SPECIFICATION  

 
REQUIREMENT  

 
TENDERER'S 

RESPONSE 

f) Telescopic (hydraulic) jack, 

wheel brace and 

manufacturers tools kit 

supplied 

Yes, Yes, Yes  ...................(Y/N) 

g)  
Vehicle to be fitted with 
electronic speed governor 

 
Mandatory  

 
_______(Yes/No) 

h)  
Governor to limit maximum 
speed to 80km/hr 

 

Mandatory  

 
_______(Yes/No) 

i)  
Governor to be tamper proof 

 
Mandatory  

 
_______(Yes/No) 

j)  
Governor to be inspected by 
CM&TE before fitting 

 
Mandatory  

 
_______(Yes/No) 

 

k) 

 

Any other 

equipment/accessories  

 

Specify  

 

éééééé.  

 
 
9. 

 

FUEL TANK  

 

a) 

 

Tank capacity  

 

7,000-8,000Lt 

 

éééééééLt 

 

b) 

 

No. of compartments , min 

 

3 

 

éééééééé 

c) Engineering drawing of  tank 

showing positions of all 

fittings and dimensions 

supplied 

Yes  

Mandatory  

...................(Y/N) 

d) Each compartment to allow 

21/2  % free expansion  
 

Yes  ...................(Y/N) 

e) Each compartment to have 

baffle to prevent surging, but 

it  

must not impede internal 

inspection  

Baffle thickness, min 

Yes  

 

3.5mm 

...................(Y/N) 

 

-------------------mm 

f) Each compartment fitted with 

manhole incorporating  

i) Dip stick in Litre  

ii)  Flame trap  

iii)  Lockable sealing 

lead  

iv) Non-spilling 

vent valves  

Yes  

Yes  

Yes  

Yes  

...................(Y/N) 

...................(Y/N) 

...................(Y/N) 

...................(Y/N) 

 

g) 

 

Each compartment to be 

clearly marked showing its 

capacity  

 

Yes  

 

...................(Y/N) 

 

h) 

 

Elliptical shaped with domed 

ends  

 

Yes  

 

...................(Y/N). 

 

i) 

Fuel tank dimension, 

(Internal) 

  Length , approx. 

Major axis , approx 

Minor axis , approx 

 

4.2m 

2.2m 

1.1m 

 

ééééééé.m 

     .éééééé..m 

    ééééééém 
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SPECIFICATION  

 
REQUIREMENT  

 
TENDERER'S 

RESPONSE 

j) All steel construction using 

mild steel plate of min. 

thickness 

3.2mm ééééééémm 

  

Tank to be pressure tested at  

 

2.0kg/cm2 

 

ééééééé. 

k) 

 

An access ladder, platform  

 

Yes  

 

...................(Y/N) 

 

l) 

 

Each compartment to be fitted 

with fail safe discharge valve  

 

Yes  

 

...................(Y/N) 

 

m) 

 

Tank secured to chassis on 

cradle  

 

Yes  

 

...................(Y/N) 

 

n) 

 

Tank internally lined with 

protective antirust lining 

 

Yes  

 

...................(Y/N) 

 

o) 

 

Gear driven semi-rotary pump  

Pump capacity  

 

Yes  

300Lt/min 

 

...................(Y/N) 

éééééLt/min 

p) 

 

Trip counter in litres  

 

Yes  

 

...................(Y/N) 
 
10 

 
VEHICLE WARRANTY  

 
a)  

 
Each vehicle supplied should 

carry a statement of warranty. 

 
yes 

 
---------------(Y/N) 

 
b)  

 
Vehicle warranty min., 40,000 

km or 12 months whichever 

occurs first. 

 
Specify 

 
--------------- Km 

--------------- months 

11 
 

MANUALS  

  

 
a) 

 
All literature in  English 

language 

 
yes 

 
---------------(Y/N) 

 
b) 

 
Repair Manual, supplied 

 
yes 

 
---------------(Y/N) 

 
c) 

 
Parts catalogue and 

microfiche, supplied. 

 
Yes 

 
---------------(Y/N) 

 
d) 

 
Drivers handbook and service 

schedule supplied 

 
yes 

 
---------------(Y/N) 

 
12  
 
OTHER REQUIREMENTS 

  

 
a) 

 
Fuel tanker to conform to 

Kenya Traffic act Cap. 403 and 

have a certificate from the 

vehicle inspection unit. 

 

 
yes 

 
---------------(Y/N) 

 
b) 

 
Fuel Tanker will be inspected 

by Chief Mechanical and 

Transport Engineer,  through 

its construction stages for 

 
Yes 

 
(Y/N) 



116 

 

 
 

 
SPECIFICATION  

 
REQUIREMENT  

 
TENDERER'S 

RESPONSE 

compliance with the 

specification. 

 
 
c) 

 
Body builders to have truck 

body inspected (by Certifying 

officer, Vehicle Inspection 

Centre) for compliance with 

Traffic Act prior to delivery to 

user. 

 
Yes 

 
(Y/N) 

 
d) 

 
Truck to be registered with the 

registrar of motor vehicles. 

 
Yes (Mandatory)  

 
(Y/N) 

 
e)   

 
Franchise holder 

(representative in Kenya)------

(Truck) 

 

If not, specify relationship 

with franchise holder. 

 
Yes 

 

Specify whether agent/dealer  

 

 

 

 
(Y/N) 

 

 

 

 
f) 

 

 
Availability of  spare parts. 

 
Indicate motor vehicle 

dealers who stock spare 

parts.  

 
 

 

 
 
e) 

 

 
Names and addresses of 

dealers/agents where back-up 

service can be obtained 

indicating the location of the 

workshops facilities. 

 

 
Specify 
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2. LARGE TRUCK 4X2, FUEL TANKER, 9,000-10,000 LITRES    

 
 

 
 

SPECIFICATION  
 

REQUIREMENT  
 

TENDERER'S 

RESPONSE 
 

 
 
MAKE 

 
- 

 
éééééééé. 

 
 

 
MODEL 

 
- 

 
 

éééééééé 
 

 
 
COUNTRY OF ORIGIN 

 
- 

 
 
éééééééé. 

 
 

 
MANUFACTURER'S 

LITERATURE , 

SPECIFICATIONS  AND 

AUTHORITY SUPPLIED 

 
Yes 

 (Mandatory)  

 
 

...................(Y/N) 

  
Detailed engineering drawings, 

showing dimensions of the tank 

supplied. 

 
Yes 

 (Mandatory)  

 
 

(Y/N) 

 
1. 

 
GENERAL  

 
a) 

 
A Standard production, heavy-

duty,  4x2 truck, of latest design, 

robust construction, in current 

production. 

 
 

Yes, Yes, Yes 

 
 

...................(Y/N) 

 
b) 

 
Designed to heavy duty export 

specifications, capable of 

operating in tropical conditions 

over paved and unpaved roads. 

 
 

Yes,Yes,Yes 

 
 

...................(Y/N) 

 
d) 

 
Suitable for fuel transportation  

 
Yes 

 
...................(Y/N) 

 
e) 

 
Any item necessary for the 
efficient operation of  
 
this  vehicle  but not included in 
this spec. to be 
 
supplied / fitted. 

 
Yes 

 
______(Y/N) 

 
2. 

 
DIMENSIONS AND WEIGHTS  

 
a) 

 
Overall length, min. 

 
8,500mm 

 
................... mm 

 
b) 

 
Overall width, max. 

 
2,400mm 

 
................... mm 

 
c) 

 
Overall height, approx. 

 
2,800mm 

 
................... mm 

 
d) 

 
Wheelbase, min 

 
4,700mm 

 

 
................... mm 

 
e) 

 
Length of Cab-Chassis end, min 

 
6,400mm 

 
................... mm 

 
f) 

 
Maximum G.V.W.min 

 
14,000-17,000kg 

 
----------------mm 

 
g) 

 
Kerb weight, approx. 

 

4-6,000Kg 

 
................... Kg 

 

h) 

 

Payload (excl. weight of body) 

approx. 

 

 

9,000-10,000Kg 

 

         ééééé.Kg 
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SPECIFICATION  

 
REQUIREMENT  

 
TENDERER'S 

RESPONSE 

3. ENGINE 
 
a) 

 
Make 

 
- 

 
 

éééééééé 
 
b) 

 
Model 

 
- 

 
éééééééé 

 
c) 

 
Country of origin 

 
- 

 
ééééééé 

 
d) 

 
Engine performance curves 

supplied. 

 
Yes 

 
...................(Y/N) 

 
e) 

 
Engine type Diesel,  4 Stoke, 

water cooled,. 

 
Yes, Yes. Yes 

 
...................(Y/N) 

 
f) 

 

  Naturally aspirated / 

Turbocharged. 

 

specify 

 
ééééééé 

 
g) 

 
Piston displacement, approx. 

 
6,000-10,000cc 

 
................... cc 

 
h) 

 
Maximum power output/rpm, 

min. 

 
190HP/3,000rpm 

 
.................... 

 
i) 

 
Maximum torque 

developed/rpm, min  

 
500Nm/1,700rpm 

 
éééééé. 

 

j) 

 

 

 Air filter type, disposable/oil 

bath 

 

 

 
Specify  

 
ééééééé 

 
k) 

 
Oil and fuel filter type 

 
Disposable 

 
éééééé.. 

 
l) 

 
Average fuel consumption. 

 
specify 

 
................ Km/Lt 

 
m) 

 
Fuel tank capacity, approx. 

 
200 Lt 

 
................... Lt 

 
4. 

 
CLUTCH AND TRANSMISSION.  

 
a) 

 
Clutch hydraulic actuated dry 

single plate. 

 
Yes, Yes . 

 
...................(Y/N) 

 
b) 

 
Gear box  speeds, min. 

 
5F, 1R 

 

 
éééééé    

 

c) 

 

Drive configuration 

 

4x2 

 

       ééééééé 
 
5. 

 
BRAKES TYRES AND SUSPENSION 

 
a) 

 
Brakes, hydraulic-pneumatic 

assisted 

 
Yes 

 
...................(Y/N) 

 
b) 

 
Mechanical parking brake to act 

on transmission . 

 
Yes  

 
...................(Y/N) 

 

c) 

 

Rear wheels, dual  

 

Yes  

 

...................(Y/N) 

 

d) 

 

Tire (size) locally available  

 

Yes 

 

...................(Y/N) 

 

e) 

 

Optimum tyre size  

 

11.00x20 16 PR 

 

      ...................(Y/N 
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SPECIFICATION  

 
REQUIREMENT  

 
TENDERER'S 

RESPONSE 

(Mandatory)  

 

f) 

 

Suspension, front and rear heavy 

duty leaf springs with telescopic 

shock-absorbers at front 

 

Yes  

 

...................(Y/N) 

 
6.  

 
STEERING, CONTROL AND CAB.  

 
a) 

 
Right Hand drive steering 

 
Yes 

 

 

 
_______(Yes/No) 

 
b) 

 
Steering Type  

 
Assisted 

 
________________ 

 
c) 

 
All steel, spacious cab to seat 3 

passengers comfortably. 

 
Yes, Yes 

 
_______(Yes/No) 

 
d) 

 
Adjustable drivers seat. 

 
Yes 

 
_______(Yes/No) 

 
e) 

 
All seats to have safety belts that 

conform to the KEBS standard 

No.  06-664 of 1985 

 
Yes 

 (Mandatory)  

 
 

     (Y/N) 

 
7. 

 

ELECTRICAL SYSTEM AND INSTRUMENTS  
 
a) 

 
System voltage, negative earth. 

 
24V, Yes 

 
................... 

 
b) 

 
Battery size and capacity, 

approx. 

 
2x12V, 130AH 

 
ééééééé. 

 
c) 

 

Full load lighting to conform to 

Cap 403-Kenya Traffic Act 

 
Yes  

 

...................(Y/N) 

 
d) 

 
Standard instruments and 

gauges. (or warning lights for 

charging circuit oil pressure, 

coolant, temperature etc 

 
 

Yes 

 
...................(Y/N) 

 
8. 

 
EQUIPMENT ETC.  

 
a) 

 
Heavy duty type front fender . 

 
Yes 

 
...................(Y/N) 

 
b) 

 
Laminated (safety) windshield 

 
Yes 

 
...................(Y/N) 

 
c) 

 

Sunvisors supplied  

 
Yes, 2No 

 
ééééééé 

 

d) 

 

Rear view mirrors (external and 

internal) supplied  

 

Yes ,3No 

 

        ééééééé 

 

e) 

 

Spare wheel with carrier  

 

Yes  

         ...................(Y/N) 

 

f) 

 

Telescopic (hydraulic) jack, 

wheel brace and manufacturers 

tools kit supplied 

 

Yes, Yes, Yes  

 

...................(Y/N) 

g)  
Vehicle to be fitted with 
electronic speed governor 

 
Mandatory  

 
_______(Yes/No) 

h)  
Governor to limit maximum 
speed to 80km/hr 

 

Mandatory  

 
_______(Yes/No) 

i)    
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SPECIFICATION  

 
REQUIREMENT  

 
TENDERER'S 

RESPONSE 
Governor to be tamper proof Mandatory  _______(Yes/No) 

j)  
Governor to be inspected by 
CM&TE before  
 
Delivery. 

 
Mandatory  

 
_______(Yes/No) 

 

k) 

 

 Fire fighting equipment fitted 

 

 
Yes 

Mandatory  

 
_______(Yes/No) 

 
 
9. 

 

FUEL TANK  

 

a) 

 

Tank capacity range 

 

9,000-10,000Lt 

 

éééééééLt 

 

b) 

 

No. of compartments , min 

 

3 

 

éééééééé 

c) Engineering drawing of  tank 

showing positions of all fittings 

and dimensions supplied 

Yes  

Mandatory  

...................(Y/N) 

d) Each compartment to allow 21/2  

% free expansion  
 

Yes  ...................(Y/N) 

e) Each compartment to have 

baffle to prevent surging, but it  

must not impede internal 

inspection  

Baffle thickness, min 

Yes  

 

3.5mm 

...................(Y/N) 

 

-------------------mm 

f) Each compartment fitted with 

manhole incorporating  

i) Dip stick in Litre  

ii)  Flame trap  

iii)  Lockable sealing 

lead  

iv) Non-spilling vent 

valves  

Yes  

Yes  

Yes  

Yes  

...................(Y/N) 

...................(Y/N) 

...................(Y/N) 

...................(Y/N) 

 

g) 

 

Each compartment to be clearly 

marked showing its capacity  

 

Yes  

 

...................(Y/N) 

 

h) 

 

Elliptical shaped with domed 

ends  

 

Yes  

 

...................(Y/N). 

 

 

i) 

Fuel tank dimension, (Internal) 

Length , approx. 

 

Major axis , approx 

 

Minor axis , approx 

 

4.8m 

 

2.2m 

 

1.1m 

 

ééééééé.m 

     .éééééé..m 

    ééééééém 

 

j) 

 

All steel construction using mild 

steel plate of min. thickness 

 

3.2mm 

 

éééééémm 

k) 

 

Tank to be pressure tested at  

 

2bar 

 

ééééééé. 

 

l) 

 

An access ladder, platform  

 

Yes  

 

...................(Y/N) 

 

m) 

 

Each compartment to be fitted 

with fail safe discharge valve  

 

Yes  

 

...................(Y/N) 
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SPECIFICATION  

 
REQUIREMENT  

 
TENDERER'S 

RESPONSE 

 

n) 

 

Tank secured to chassis on 

cradle  

 

Yes  

 

...................(Y/N) 

 

o) 

 

Tank internally lined with 

protective antirust lining 

 

Yes  

 

...................(Y/N) 

p) 

 

Gear driven semi-rotary pump  

Pump capacity  

 

Yes  

300Lt/min 

 

...................(Y/N) 

éééééLt/min 

q) 

 

Trip counter in litres  

 

Yes  

 

...................(Y/N) 
 
10 

 
VEHICLE WARRANTY  

 
a)  

 
Each vehicle supplied should 

carry a statement of warranty. 

 
yes 

 
---------------(Y/N) 

 
b)  

 
Vehicle warranty min., 40,000 

km or 12 months whichever 

occurs first. 

 
Specify 

 
--------------- Km 

--------------- months 

11 
 

MANUALS  

  

 
a) 

 
All literature in  English 

language 

 
yes 

 
---------------(Y/N) 

 
b) 

 
Repair Manual supplied 

 

Yes (Mandatory) 
 

---------------(Y/N) 

 
c) 

 
Parts catalogue  supplied. 

 

Yes (Mandatory ) 
 

---------------(Y/N) 

 
d) 

 
Drivers handbook and service 

schedule supplied 

 
Yes 

 
---------------(Y/N) 

 
12 OTHER REQUIREMENTS  
 
a) 

 
Fuel tanker to conform to Kenya 

Traffic act Cap. 403 and have a 

certificate from the vehicle 

inspection unit. 

 

 
Yes 

 
---------------(Y/N) 

 
b) 

 
Fuel Tanker will be inspected by 

Chief Mechanical and Transport 

Engineer,  through its 

construction stages for 

compliance with the 

specification. 

 
Yes (Mandatory ) 

 
(Y/N) 

 
c) 

 
Body builders to have truck 

body inspected (by Certifying 

officer, Vehicle Inspection  

Unit) for compliance with 

Traffic Act prior to delivery to 

user. 

 

 
Yes 

 
(Y/N) 
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SPECIFICATION  

 
REQUIREMENT  

 
TENDERER'S 

RESPONSE 

d) Truck to be registered by  the 

registrar of motor vehicles. 

Yes (Mandatory)  (Y/N) 

 
e)   

 
Franchise holder (representative 

in Kenya)------(Truck) 

 

If not, specify relationship with 

franchise holder. 

 
Yes 

 

Specify whether 

agent/dealer  

 

 
(Y/N) 

 

 

 

 
f) 

 

 
Availability of  spare parts. 

 

 
Indicate motor vehicle 

dealers who stock spare 

parts. 

 
 

 

 

 
g) 

 

 
Names and addresses of 

dealers/agents where back-up 

service can be obtained 

indicating the location of the 

workshops facilities. 

 
Specify 
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3. LARGE TRUCK 6X4, FUEL TANKER, 14,000-16,000 LITRES  
 

 
 

 
SPECIFICATION  

 
REQUIREMENT  

 
TENDERER'S 

RESPONSE 
 

 
 
MAKE 

 
- 

 
éééééééé. 

 
 

 
MODEL 

 
- 

 
 

éééééééé 
 

 
 
COUNTRY OF ORIGIN 

 
- 

 
 
éééééééé. 

 
 

 
MANUFACTURER'S 

LITERATURE , AUTHORITY 

AND SPECIFICATIONS  

SUPPLIED 

 
 

Yes 

 (Mandatory  

 
 

...................(Y/N) 

  
Detailed engineering drawings, 

showing dimensions of the tank 

supplied. 

 
Yes 

 (Mandatory)  

 
 

(Y/N) 

 
1. 

 
GENERAL  

 
a) 

 
A Standard production, heavy-duty 

6x4 truck, of latest design, robust 

construction, in current production. 

 
 

Yes, Yes, Yes 

 
 

...................(Y/N) 

 
b) 

 
Designed to heavy duty export 

specifications, capable of operating 

in tropical conditions over paved and 

unpaved roads. 

 
 

Yes,Yes,Yes 

 
 

...................(Y/N) 

 
d) 

 
Suitable for fuel transportation  

 
Yes 

 
...................(Y/N) 

 
e) 

 
Any item necessary for the efficient 
operation of  
 
this  vehicle  as per manufacturers 
design but not  
 
included in this spec. to be  
supplied/fitted. 
 
 

 
Yes 

 
______(Y/N) 

 
2. 

 
DIMENSIONS AND WEIGHTS  

 
a) 

 
Overall length, approx. 

 
10,000mm 

 
................... mm 

 
b) 

 
Overall width,approx. 

 
2,400mm 

 
................... mm 

 
c) 

 
Overall height, approx. 

 
2,600mm 

 
................... mm 

 
d) 

 
Wheelbase, approx. 

 
5,000+1300mm 

 

 
................... mm 

 
e) 

 
Length of Cab-Chassis end, approx 

 
7,300mm 

 
................... mm 

 
f) 

 
Maximum G.V.W. 

 
22-32,000kg 

 
----------------kg 

 
g) 

 
Kerb weight, approx. 

 

6,500Kg 

 
................... Kg 

 

h) 

 

Payload (excl. weight of body)  

 

 

14,000-16,000Kg 

 

         ééééé.Kg 
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SPECIFICATION  

 
REQUIREMENT  

 
TENDERER'S 

RESPONSE 

3. ENGINE 
 
a) 

 
Make 

 
- 

 
éééééééé 

 
b) 

 
Model 

 
- 

 
éééééééé 

 
c) 

 
Country of origin 

 
- 

 
ééééééé 

 
d) 

 
Engine performance curves supplied. 

 
Yes 

 
...................(Y/N) 

 
e) 

 
Engine type Diesel,  4 Stoke, water 

cooled,. 

 
Yes, Yes. Yes 

 
...................(Y/N) 

 
f) 

 

  Naturally aspirated / Turbocharged. 

 

specify 

 
ééééééé 

 
g) 

 
Piston displacement, approx. 

 
6,000-12,000cc 

 
................... cc 

 
h) 

 
Maximum power output/rpm,min. 

 
200HP/2,600rpm 

 
.................... 

 
i) 

 
Maximum torque developed/rpm, 

min  

 
600Nm/1,400rpm 

 
éééééé. 

 

j) 

 

 

 Air filter type, disposable/oil bath 

 

 

 
Specify  

 
ééééééé 

 
k) 

 
Oil and fuel filter type 

 
Disposable 

 
éééééé.. 

 
l) 

 
Average fuel consumption. 

 
specify 

 
................ Km/Lt 

 
m) 

 
Fuel tank capacity, min. 

 
200 Lt 

 
................... Lt 

 
4. 

 
CLUTCH AND TRANSMISSION.  

 
a) 

 
Clutch hydraulic actuated dry single 

plate. 

 
Yes, Yes . 

 
...................(Y/N) 

 
b) 

 
Gear box  speeds, min. 

 
5F, 1R 

 

 
éééééé    

 

c) 

 

Drive configuration 

 

6x4 

 

       ééééééé 
 
5. 

 
BRAKES TYRES AND SUSPENSION 

 
a) 

 
Brakes, hydraulic-pneumatic assisted 

 
Yes 

 
...................(Y/N) 

 
b) 

 
Mechanical parking brake to act on 

transmission . 

 
Yes  

 
...................(Y/N) 

 

c) 

 

Rear wheels, dual  

 

Yes  

 

...................(Y/N) 

 

d) 

 

Tire (size) locally available  

 

Yes 

 

...................(Y/N) 

 

e) 

 

Optimum tyre size  

 

11.00x20 16 PR 

 

 

      ...................(Y/N 

 

 

f) 

 

Suspension, front and rear heavy 

duty leaf springs with telescopic 

shock-absorbers at front 

 

Yes  

 

...................(Y/N) 
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SPECIFICATION  

 
REQUIREMENT  

 
TENDERER'S 

RESPONSE 

6.  STEERING, CONTROL AND CAB.  
 
a) 

 
Right Hand drive steering 

 
Yes 

 

 

 
_______(Yes/No) 

 
b) 

 
Steering Type . 

 
Assisted 

 
________________ 

 
c) 

 
All steel, spacious cab to seat 3 

passengers comfortably. 

 
Yes, Yes 

 
_______(Yes/No) 

 
d) 

 
Adjustable drivers seat. 

 
Yes 

 
_______(Yes/No) 

 
e) 

 
All seats to have saftey belts that 

conform to the KEBS standard No.  

06-664 of 1985 

 
Yes 

 (Mandatory)  

 
 

     (Y/N) 

 
7. 

 

ELECTRICAL SYSTEM AND INSTRUMENTS  
 
a) 

 
System voltage, negative earth. 

 
12V, Yes 

 
................... 

 
b) 

 
Battery size and capacity, approx. 

 
2x12V, 130AH 

 
ééééééé. 

 
c) 

 

Full load lighting to conform to Cap 

403-Kenya Traffic Act 

 
Yes  

 

...................(Y/N) 

 
d) 

 
Standard instruments and gauges. (or 

warning lights for charging circuit oil 

pressure, coolant, temperature etc 

 
 

Yes 

 
...................(Y/N) 

 
8. 

 
EQUIPMENT ETC.  

 
a) 

 
Heavy duty type front fender . 

 
Yes 

 
...................(Y/N) 

 
b) 

 
Laminated (safety) windshield 

 
Yes 

 
...................(Y/N) 

 
c) 

 

Sunvisors supplied  

 
Yes, 2No 

 
ééééééé 

 

d) 

 

Rear view mirrors (external and 

internal) supplied  

 

Yes ,3No 

 

        ééééééé 

 

e) 

 

Spare wheel with carrier  

 

Yes  

         ...................(Y/N) 

 

f) 

 

Telescopic (hydraulic) jack, wheel 

brace and manufacturers tools kit 

supplied 

 

Yes, Yes, Yes  

 

...................(Y/N) 

g)  
Vehicle to be fitted with a modern 
electronic speed  
 
Governor. 

 
Mandatory  

 
_______(Yes/No) 

h)  
Governor to limit maximum speed to 
80km/hr 

 

Mandatory  

 
_______(Yes/No) 

i)  
Governor to be tamper proof 

 
Mandatory  

 
_______(Yes/No) 

j)  
Governor to be inspected by 
CM&TE before  
 
Delivery. 
 

 
Mandatory  

 
_______(Yes/No) 
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SPECIFICATION  

 
REQUIREMENT  

 
TENDERER'S 

RESPONSE 

 

k) 

 

 Fire fighting equipment fitted 

 

 

 
Yes 

Mandatory  

 
_______(Yes/No) 

 
 
9. 

 

FUEL TANK  

 

a) 

 

Tank capacity min 

 

14,000-16,000Lt 

 

éééééééLt 

 

b) 

 

No. of compartments , min 

 

4 

 

éééééééé 

c) Engineering drawing of  tank 

showing positions of all fittings and 

dimensions supplied 

Yes  

Mandatory  

...................(Y/N) 

d) Each compartment to allow 21/2  % 

free expansion  
 

Yes  ...................(Y/N) 

e) Each compartment to have baffle to 

prevent surging, but it must not 

impede internal inspection  

Baffle thickness, min 

Yes  

 

3.5mm 

...................(Y/N) 

 

-------------------mm 

f) Each compartment fitted with 

manhole incorporating  

i) Dip stick in Litre  

ii)  Flame trap  

iii)  Lockable sealing lead  

iv) Non-spilling vent 

valves  

Yes  

Yes  

Yes  

Yes  

...................(Y/N) 

...................(Y/N) 

...................(Y/N) 

...................(Y/N) 

 

g) 

 

Each compartment to be clearly 

marked showing its capacity  

 

Yes  

 

...................(Y/N) 

 

h) 

 

Elliptical shaped with domed ends  

 

Yes  

 

...................(Y/N). 

 

i) 

Fuel tank dimension, 

  Length , approx. 

Major axis , approx 

Minor axis , approx 

 

7.3m 

2.4m 

1.2m 

 

ééééééé.m 

     .éééééé..m 

    ééééééém 

 

j) 

 

All steel construction using mild 

steel plate of min. thickness 

 

3.2mm 

 

éééééémm 

k) 

 

Tank to be pressure tested at  

 

2bar 

 

ééééééé. 

 

l) 

 

An access ladder, platform  

 

Yes  

 

...................(Y/N) 

 

m) 

 

Each compartment to be fitted with 

fail safe discharge valve  

 

Yes  

 

...................(Y/N) 

 

n) 

 

Tank secured to chassis on cradle  

 

Yes  

 

...................(Y/N) 

 

o) 

 

Tank internally lined with protective 

antirust lining 

 

 

 

Yes  

 

...................(Y/N) 

p) 

 

Gear driven semi-rotary pump  

 

Yes  

 

...................(Y/N) 
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SPECIFICATION  

 
REQUIREMENT  

 
TENDERER'S 

RESPONSE 

Pump capacity  300Lt/min éééééLt/min 

q) 

 

Trip counter in litres  

 

Yes  

 

...................(Y/N) 
 
10 

 
VEHICLE WARRANTY  

 
a)  

 
Each vehicle supplied should carry a 

statement of warranty. 

 
yes 

 
---------------(Y/N) 

 
b)  

 
Vehicle warranty min., 40,000 km or 

12 months whichever occurs first. 

 
Specify 

 
--------------- Km 

--------------- months 

11 
 

MANUALS  

  

 
a) 

 
All literature in  English language 

 
yes 

 
---------------(Y/N) 

 
b) 

 
Repair Manual/CD supplied 

 
Yes  

 
---------------(Y/N) 

 
c) 

 
Parts catalogue /CD, supplied. 

 
Yes  

 
---------------(Y/N) 

 
d) 

 
Drivers handbook and service 

schedule supplied 

 
Yes 

 
---------------(Y/N) 

 

12 OTHER REQUIREMENTS  
 
a) 

 
Fuel tanker to conform to Kenya 

Traffic act Cap. 403 and have a 

certificate from the vehicle inspection 

unit. 

 

 
yes 

 
---------------(Y/N) 

 
b) 

 
Fuel Tanker will be inspected by 

Chief Mechanical and Transport 

Engineer,  throughout  its 

construction stages and before 

delivery to the user for compliance 

with the specification. 

 

 
Yes (Mandatory ) 

 
(Y/N) 

 
c) 

 
Body builders to have truck body 

inspected (by Certifying officer, 

Vehicle Inspection Centre) for 

compliance with Traffic Act prior to 

delivery to user. 

 

 
Yes 

 
(Y/N) 

 
d) 

 
Truck to be registered by  the 

registrar of motor vehicles. 

 
Yes (Mandatory)  

 
(Y/N) 

 
e)   

 
Franchise holder (representative in 

Kenya)------(Truck) 

 

If not, specify relationship with 

franchise holder. 

 
Yes 

 

Specify whether 

agent/dealer  

 

 
(Y/N) 

 

 

 

 
 
f) 

 

 
Availability of  spares. 

 

 
Indicate motor vehicle 

dealers who stock spare 

parts. 
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SPECIFICATION  

 
REQUIREMENT  

 
TENDERER'S 

RESPONSE 
 
g) 

 

 
Names and addresses of 

dealers/agents where back-up service 

can be obtained indicating the 

location of the workshops facilities. 

 
Specify 
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4. LARGE TRUCK 6X2, FUEL TANKER,  14,000-16,000 LITRES  

 
 

 
 

SPECIFICATION  
 
REQUIREMENT  

 
TENDERER'S 

RESPONSE 
 

 
 
MAKE 

 
- 

 
éééééééé. 

 
 

 
MODEL 

 
- 

 
 

éééééééé 
 

 
 
COUNTRY OF ORIGIN 

 
- 

 
 

éééééééé. 
 

 
 
MANUFACTURER'S 

LITERATURE , 

AUTHORITY AND 

SPECIFICATIONS  

SUPPLIED 

 
 

Yes 

 (Mandatory  

 
 

...................(Y/N) 

  
Detailed engineering 

drawings, showing 

dimensions of the tank 

supplied. 

 
Yes 

 (Mandatory)  

 
 

(Y/N) 

 
1. 

 
GENERAL  

 
a) 

 
A Standard production, 

heavy-duty 6x2 fuel  truck, 

of latest design, robust 

construction, in current 

production. 

 
 

Yes, Yes, Yes 

 
 

...................(Y/N) 

 
b) 

 
Designed to heavy duty 

export specifications, 

capable of operating in 

tropical conditions over 

paved and unpaved roads. 

 
 

Yes,Yes,Yes 

 
 

...................(Y/N) 

 
d) 

 
Suitable for fuel 

transportation  

 
Yes 

 
...................(Y/N) 

 
e) 

 
Any item necessary for the 
efficient operation of  
 
this  vehicle  as per 
manufacturers design but 
not  
 
included in this spec. to be  
supplied/fitted. 
 
 

 
Yes 

 
______(Y/N) 

 
2. 

 
DIMENSIONS AND WEIGHTS  

 
a) 

 
Overall length, approx. 

 
10,000mm 

 
................... mm 

 
b) 

 
Overall width, approx. 

 
2,400mm 

 
................... mm 

 
c) 

 
Overall height, approx. 

 
2,600mm 

 
................... mm 

 
d) 

 
Wheelbase, approx. 

 
5,000+1300mm 

 

 
................... mm 

 
e) 

 
Length of Cab-Chassis end, 

min 

 
7,300mm 

 
................... mm 
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SPECIFICATION  

 
REQUIREMENT  

 
TENDERER'S 

RESPONSE 
 
f) 

 
Maximum G.V.W.min 

 
21-25,000kg 

 
----------------kg 

 
g) 

 
Kerb weight, approx. 

 

6,500Kg 

 
................... Kg 

 

h) 

 

Payload (excl. weight of 

body) approx. 

 

 

14,000-

16,000Kg 

 

         ééééé.Kg 

 
3. 

 
ENGINE 

 
a) 

 
Make 

 
- 

 
éééééééé 

 
b) 

 
Model 

 
- 

 
éééééééé 

 
c) 

 
Country of origin 

 
- 

 
ééééééé 

 
d) 

 
Engine performance curves 

supplied. 

 
Yes 

 
...................(Y/N) 

 
e) 

 
Engine type Diesel,  4 

Stoke, water cooled,. 

 
Yes, Yes. Yes 

 
...................(Y/N) 

 
f) 

 

  Naturally aspirated / 

Turbocharged. 

 

specify 

 
ééééééé 

 
g) 

 
Piston displacement, approx. 

 
6,000-12,000cc 

 
................... cc 

 
h) 

 
Maximum power 

output/rpm,min. 

 
200HP/2,600rpm 

 
.................... 

 
i) 

 
Maximum torque 

developed/rpm, min  

 
600Nm/1,400rpm 

 
éééééé. 

 

j) 

 

 

 Air filter type, 

disposable/oil bath 

 
Specify  

 
ééééééé 

 
k) 

 
Oil and fuel filter type 

 
Disposable 

 
éééééé.. 

 
l) 

 
Average fuel consumption. 

 
specify 

 
................ Km/Lt 

 
m) 

 
Fuel tank capacity, approx. 

 
200 Lt 

 
................... Lt 

 
4. 

 
CLUTCH AND TRANSMISSION.  

 
a) 

 
Clutch hydraulic actuated 

dry single plate. 

 
Yes, Yes . 

 
...................(Y/N) 

 
b) 

 
Gear box  speeds, min. 

 
5F, 1R 

 

 
éééééé    

 

c) 

 

Drive configuration 

 

6x4 

 

       ééééééé 
 
5. 

 
BRAKES TYRES AND SUSPENSION 

 
a) 

 
Brakes, hydraulic-pneumatic 

assisted 

 
Yes 

 
...................(Y/N) 

 
b) 

 
Mechanical parking brake to 

act on transmission . 

 
Yes  

 
...................(Y/N) 
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SPECIFICATION  

 
REQUIREMENT  

 
TENDERER'S 

RESPONSE 

c) Rear wheels, dual  Yes  ...................(Y/N) 

 

d) 

 

Tire (size) locally available  

 

Yes 

 

...................(Y/N) 

 

e) 

 

Optimum tyre size  

 

11.00x20 16 PR 

 

 

      ...................(Y/N 

 

 

f) 

 

Suspension, front and rear 

heavy duty leaf springs with 

telescopic shock-absorbers 

at front 

 

Yes  

 

...................(Y/N) 

 
6.  

 
STEERING, CONTROL AND CAB.  

 
a) 

 
Right Hand drive steering 

 
Yes 

 
_______(Yes/No) 

 
b) 

 
Steering Type . 

 
Assisted 

 
________________ 

 
c) 

 
All steel, spacious cab to 

seat 3 passengers 

comfortably. 

 
Yes, Yes 

 
_______(Yes/No) 

 
d) 

 
Adjustable drivers seat. 

 
Yes 

 
_______(Yes/No) 

 
e) 

 
All seats to have saftey belts 

that conform to the KEBS 

standard No.  06-664 of 

1985 

 
Yes 

 (Mandatory)  

 
 

     (Y/N) 

 
7. 

 

ELECTRICAL SYSTEM AND INSTRUMENTS  
 
a) 

 
System voltage, negative 

earth. 

 
12V, Yes 

 
................... 

 
b) 

 
Battery size and capacity, 

approx. 

 
2x12V, 130AH 

 
ééééééé. 

 
c) 

 

Full load lighting to 

conform to Cap 403-Kenya 

Traffic Act 

 
Yes  

 

...................(Y/N) 

 
d) 

 
Standard instruments and 

gauges. (or warning lights 

for charging circuit oil 

pressure, coolant, 

temperature etc 

 
 

Yes 

 
...................(Y/N) 

 
8. 

 
EQUIPMENT ETC.  

 
a) 

 
Heavy duty type front 

fender . 

 
Yes 

 
...................(Y/N) 

 
b) 

 
Laminated (safety) 

windshield 

 
Yes 

 
...................(Y/N) 

 
c) 

 

Sunvisors supplied  

 
Yes, 2No 

 
ééééééé 

 

d) 

 

Rear view mirrors (external 

and internal) supplied  

 

Yes ,3No 

 

        ééééééé 
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SPECIFICATION  

 
REQUIREMENT  

 
TENDERER'S 

RESPONSE 

 

e) 

 

Spare wheel with carrier  

 

Yes  

         ...................(Y/N) 

 

f) 

 

Telescopic (hydraulic) jack, 

wheel brace and 

manufacturers tools kit 

supplied 

 

Yes, Yes, Yes  

 

...................(Y/N) 

g)  
Vehicle to be fitted with a 
modern electronic speed  
 
Governor. 

 
Mandatory  

 
_______(Yes/No) 

h)  
Governor to limit maximum 
speed to 80km/hr 

 

Mandatory  

 
_______(Yes/No) 

i)  
Governor to be tamper proof 

 
Mandatory  

 
_______(Yes/No) 

j)  
Governor to be inspected by 
CM&TE before  
 
Delivery. 
 

 
Mandatory  

 
_______(Yes/No) 

 

k) 

 

 Fire fighting equipment 

fitted 

 

 

 
Yes 

Mandatory  

 
_______(Yes/No) 

 
 
9. 

 

FUEL TANK  

 

a) 

 

Tank capacity range 

 

14,000-16,000Lt 

 

éééééééLt 

 

b) 

 

No. of compartments , min 

 

4 

 

éééééééé 

c) Engineering drawing of  

tank showing positions of all 

fittings and dimensions 

supplied 

Yes  

Mandatory  

...................(Y/N) 

d) Each compartment to allow 

21/2  % free expansion  
 

Yes  ...................(Y/N) 

e) Each compartment to have 

baffle to prevent surging, 

but it must not impede 

internal inspection  

Baffle thickness, min 

Yes  

 

3.5mm 

...................(Y/N) 

 

-------------------mm 

f) Each compartment fitted 

with manhole incorporating  

i) Dip stick in 

Litre  

ii)  Flame trap  

iii)  Lockable 

sealing lead  

iv) Non-spilling 

vent valves  

Yes  

Yes  

Yes  

Yes  

...................(Y/N) 

...................(Y/N) 

...................(Y/N) 

...................(Y/N) 

 

g) 

 

Each compartment to be 

clearly marked showing its 

capacity  

 

Yes  

 

...................(Y/N) 
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SPECIFICATION  

 
REQUIREMENT  

 
TENDERER'S 

RESPONSE 

h) Elliptical shaped with 

domed ends  

Yes  ...................(Y/N). 

 

i) 

Fuel tank dimension, 

  Length , approx. 

Major axis , approx 

Minor axis , approx 

 

7.3m 

2.4m 

1.2m 

 

éééééé.m   

.éééééé..m 

    éééééém 

 

j) 

 

All steel construction using 

mild steel plate of min. 

thickness 

 

3.2mm 

 

éééééémm 

k) 

 

Tank to be pressure tested at  

 

2bar 

 

ééééééé. 

 

l) 

 

An access ladder, platform  

 

Yes  

 

...................(Y/N) 

 

m) 

 

Each compartment to be 

fitted with fail safe 

discharge valve  

 

Yes  

 

...................(Y/N) 

 

n) 

 

Tank secured to chassis on 

cradle  

 

Yes  

 

...................(Y/N) 

 

o) 

 

Tank internally lined with 

protective antirust lining 

 

Yes  

 

...................(Y/N) 

p) 

 

Gear driven semi-rotary 

pump  

Pump capacity  

 

Yes  

300Lt/min 

 

...................(Y/N) 

éééééLt/min 

q) 

 

Trip counter in litres  

 

Yes  

 

...................(Y/N) 
 
10 

 
VEHICLE WARRANTY  

 
a)  

 
Each vehicle supplied should 

carry a statement of 

warranty. 

 
yes 

 
---------------(Y/N) 

 
b)  

 
Vehicle warranty min., 

40,000 km or 12 months 

whichever occurs first. 

 
Specify 

 
--------------- Km 

--------------- months 

11 
 

MANUALS  

  

 
a) 

 
All literature in  English 

language 

 
yes 

 
---------------(Y/N) 

 
b) 

 
Repair Manual/CD supplied 

 
Yes  

 
---------------(Y/N) 

 
c) 

 
Parts catalogue /CD, 

supplied. 

 
Yes  

 
---------------(Y/N) 

 
d) 

 
Drivers handbook and 

service schedule supplied 

 
Yes 

 
---------------(Y/N) 

 
12

  

OTHER REQUIREMENTS  

 
a) 

 
Fuel tanker to conform to 

 
yes 

 
---------------(Y/N) 
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SPECIFICATION  

 
REQUIREMENT  

 
TENDERER'S 

RESPONSE 

Kenya Traffic act Cap. 403 

and have a certificate from 

the vehicle inspection unit. 
 
b) 

 
Fuel Tanker will be 

inspected by Chief 

Mechanical and Transport 

Engineer,  throughout  its 

construction stages and 

before delivery to the user 

for compliance with the 

specification. 

 
Yes (Mandatory ) 

 
(Y/N) 

 
c) 

 
Body builders to have truck 

body inspected (by 

Certifying officer, Vehicle 

Inspection Centre) for 

compliance with Traffic Act 

prior to delivery to user. 

 
Yes 

 
(Y/N) 

 
d) 

 
Truck to be registered by  

the registrar of motor 

vehicles. 

 
Yes (Mandatory)  

 
(Y/N) 

 
e)   

 
Franchise holder 

(representative in Kenya)----

--(Truck) 

 

If not, specify relationship 

with franchise holder. 

 
Yes 

 

Specify whether 

agent/dealer  

 

 
(Y/N) 

 

 

 

 

 
f) 

 

 
Availability of  spares. 

 

 
Indicate motor 

vehicle dealers 

who stock spare 

parts. 

 
 

 

 

 
g) 

 

 
Names and addresses of 

dealers/agents where back-

up service can be obtained 

indicating the location of the 

workshops facilities. 

 
Specify 
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SECTION VI  ï EVALUATION CRITERIA  
 

TENDER EVALUATION CRITERIA  

Evaluation will be done in three stages: -  

1. Mandatory Evaluation 

2. Technical Evaluation 

3. Financial Evaluation 

 

MANDATORY EVALUATION CRITERIA  

 
The following under- listed documents MUST be submitted in the following order:  

1. Certificate of Incorporation or Registration. 

2. CR 12 where applicable produced in the last 6 months. 

4. Power of Attorney of individual authorized to sign documents on behalf of directors. 

5. Valid Tax Compliance Certificate.  

6. Valid Single Business Permit.  

7. Duly filled, signed and stamped Confidential Business Questionnaire.  

8. Duly filled, signed and stamped Form of Tender.  

9. Duly filled, signed and stamped SD 1 and SD 2 forms (attached). 

10. Original bid bond of Kshs.1,000,000 from a reputable bank addressed to the Head/Supplies 

Branch and to remain in force for a period of One Hundred and Fifty (150) days from 

the closing date of the tender.  
11. Detailed Company profile.  

12. Bidders must provide evidence of having supplied similar items in the last 3 years by 

providing copies of orders and award letters from the current major clients.  

13. Submit audited accounts for last 3years (2019,2018 and 2017) to demonstrate the current 

soundness of the bidderôs financial position and its prospective long-term profitability.  

14. Submission of detailed bank account information including a reference letter from your 

bank.  

15. Original Manufacturersô Brochures containing technical data must accompany all 

products quoted. Web site down load will not be acceptable unless they are original 

manufacturerôs PDF format  

16. Tenderers shall be required to provide a Manufacturerôs Authorization.  

17. Tenderers shall provide evidence of proven dealership (dealership authorization 

letter/certificate). 
 

N/B: - Full compliance by the tenderers shall be required to proceed to the next stage 

of evaluation. Failure to provide any of the listed requirements shall lead to 

disqualification. 
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TECHNICAL EVALUATION CRITERIA  
 

1. In this stage, specifications of motor vehicles offered by the bidders will be examined 

and compared with the requirementôs specifications provided.  

2. Full compliance will be required in this stage and bidder will proceed to the next stage 

of evaluation.  

3. Minor technical deviations may be accommodated.  

4. Major technical deviations however, will lead to disqualification and tenderer will not 

proceed to financial evaluation.  

5. Bidders will be required to use the forms below to make their response. The response 

should be comprehensive and manufacturerôs brochures highlighted as appropriate.  

 

WATER BOWSERS, BITUMEN DISTRIBUTORS, EXHAUSTERS 

AND FUEL TANKERS  

 

TECHNICAL SPECIFICATIONS PARTICULARS  
 

 

WATER BOWSERS  
 

1. WATER BOWSER, 14,000-16,000 LITRES ON A   6x4 CHASSIS    

 

 
 

 
 

SPECIFICATION  
 
REQUIREMENT  

TENDERERôS 

RESPONSE 

COMPLIANCE  

 
A. 

 
TRUCK 

 

 
 

 
MAKE 

 
- 

 
 

 

 
 

 
MODEL 

 
- 

 
 

 

 
 

 
COUNTRY OF ORIGIN 

 
- 

 
 

 

 
 

 
MANUFACTURER'S 

LITERATURE, AUTHORITY 

AND SPECIFICATIONS 

SUPPLIED 

 
Yes 

 (Mandatory)  

 
-------------

(Yes/No)     

 

  
Detailed engineering drawings 

showing dimensions of the tank 

supplied. 

 
Yes 

 (Mandatory)  

 
 

(Y/N) 

 

 
1. 

 
GENERAL 

 

 
a) 

 
A standard production, heavy 

duty, 6x4, truck of latest design, 

in current production. 

 
Yes, Yes, Yes 

 
-------------

(Yes/No) 
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SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

RESPONSE 

COMPLIANCE  

b) Supplied new, unused Yes      Yes/No) 
 
c) 

 
Designed to heavy duty export 

specifications, capable of 

operating in tropical conditions 

over paved and unpaved roads. 

 
Yes, Yes, Yes 

 
-----------(Yes/No) 

 

 
d) 

 
Suitable for water 

transportation. 

 
Yes       

 
------------(Yes/No) 

 

 
2. DIMENSIONS AND WEIGHTS 

 

 
a) 

 
Overall length, approx. 

 
10,000 mm 

 
--------------- mm 

 

 
b) 

 
Overall width, approx. 

 
2,400 mm 

 
--------------- mm 

 

 
c) 

 
Overall height, approx. 

 
2,600 mm 

 
--------------- mm 

 

 
d) 

 
Wheelbase, approx. 

 
5,000+1300 mm 

 
--------------_ mm 

 

 
e) 

 
Length of Cab-chassis end, min 

 
7300 mm 

 
---------------- mm 

 

 
f) 

 
Kerb weight excl. tank, approx. 

 
6,500 Kg 

 
--------------- Kg 

 

 
g) 

 
Max. G.V.W, range. 

 
21-32,000 Kg 

 
---------------_ Kg 

 

 
h) 

 
Payload , approx 

 
14-16,000 Kg 

 
---------------_ Kg 

 

 
3. 

 
ENGINE 

 

 
a) 

 
Make 

 
- 

 
--------------- 

 

 
b) 

 
Model 

 
- 

 
--------------- 

 

 
c) 

 
Country of origin 

 
- 

 
--------------- 

 

 
d) 

 
Engine performance curves 

supplied 

 
Yes      

 
-------------

(Yes/No)     

 

 
e) 

 
Diesel Engine, water cooled, 4 

stroke 

 
Yes, Yes. Yes 

 
-------------

(Yes/No) 

 

 
f) 

 
Mode of aspiration. 

(Natural/Turbocharged) 

 
specify 

 
-------------------- 

 

 
g) 

 
Piston displacement, approx. 

 
6000-12000cc 

 
___________ cc 

 

 
h) 

 
Number of cylinders - min. 

 
6 

 
____________No. 

 

 
i) 

 
Maximum power output, (HP/ 

rpm),  min. 

 
190HP/2600rpm 

 
______      Hp/rpm 

 

 
j) 

 
Maximum torque developed, 

(NM /rpm),  min. 

 
600Nm/1400rpm 

 
_______ Nm/rpm 

 

 
k) 

 
Air cleaner type, 

disposable/oilbath 

 
specify 

 
___________ 

 

 
l) 

 
Oil and fuel filter type 

 
disposable 

 
_____________ 

 

 
m) 

 
Average fuel consumption (on 

full load) 

 
specify   

 
_______l/km   
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SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

RESPONSE 

COMPLIANCE  

n) Fuel tank capacity, min. 200Lt ___________ Lt 
 
4. CLUTCH AND TRANSMISSION 

 

 
a) 

 
Clutch, dry type, single plate 

 
Yes, Yes 

 
_______(Yes/No) 

 

 
b) 

 
Clutch, system actuation. 

 
Hydraulic 

 
_______________ 

 

 
c) 

 
Number of speeds,min. 

 
5F, 1R 

 
_______________ 

 

 
d) 

 
Drive configuration. 

 

 
6x4 

 
  ___ x ___ 

 

 
5. BRAKES, TYRES AND SUSPENSION. 

 

 
a) 

 
Brakes, hydraulic-pneumatic 

assisted 

 
Yes 

 
_______(Yes/No) 

 

 
b) 

 
Mechanical parking brake to act 

on rear wheels. 

 
Yes 

 
_______(Yes/No) 

 

 
c) 

 
Rear tyres, Dual /Single. 

 
Specify 

 
______________ 

 

 
d) 

 
Tires size locally available. 

 
Yes 

 
_______(Yes/No) 

 

 
e) 

 
Optimum tire size 

 
specify 

 
___________ PR 

 

 
f) 

 
Suspension, front and rear heavy 

duty leaf springs with 

telescopic shock absorbers at 

front. 

 
Yes, Yes 

 
_______(Yes/No) 

 

 
6. 

 
STEERING AND CAB. 

 

 
a) 

 
Right Hand drive steering 

 
Yes 

 
_______(Yes/No) 

 

 
b) 

 
Steering Type. 

 
Assisted 

 
________(Yes/No) 

 

 
c) 

 
All steel, spacious cab to seat 3 

passengers comfortably. 

 
Yes, Yes 

 
_______(Yes/No) 

 

 
d) 

 
Adjustable drivers seat. 

 
Yes 

 
_______(Yes/No) 

 

 
e) 

 
All seats to have safety belts 

that conform to the KEBS 

standard No. 06-664 of 1985. 

Mandatory  

 
_______(Yes/No) 

 

 
7. 

 
ELECTRICAL SYSTEM AND INSTRUMENTS 

 

 
a) 

 
System voltage, negative earth. 

 
12V, Yes 

 
________________ 

 

 
b) 

 
Battery capacity and size, 

approx. 

 
2x12V 

 
________________ 

 

 
c) 

 
Full lighting to conform to Cap 

403 Subs.23-Kenya Traffic Act. 

 
 

Yes      

 
 

_______(Yes/No)     

 

 
d) 

 
Standard instruments and 

gauges (or warning lights) for 

charging circuit, oil pressure, 

coolant temperature etc. 

 
Yes      

 
_______(Yes/No)     

 

 
8. 

 
EQUIPMENT ETC. 
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SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

RESPONSE 

COMPLIANCE  

 
a) 

 
Heavy duty type front fender. 

 
Yes 

 
_______(Yes/No) 

 

 
b) 

 
Laminated (safety) windshield. 

 
Yes 

 
_______(Yes/No) 

 

 
c) 

 
Sunvisors supplied. 

 
Yes, 2 No. 

 
_______(Yes/No) 

 

 
d) 

 
Rear view mirrors (external and 

internal) supplied. 

 
Yes, 3 No. 

 
_______(Yes/No) 

 

 
e) 

 
Spare wheel with carrier. 

 
Yes 

 
_______(Yes/No) 

 

 
f) 

 
Hydraulic (telescopic) jack, 

wheel brace and manufacturer's 

standard tools, supplied. 

 
 

Yes, Yes, Yes 

 
 

_______(Yes/No)     

 

 
g) 

 
Vehicle to be fitted with 
electronic speed governor 

 
Mandatory  

 
_______(Yes/No) 

 

 
h) 

 
Governor to limit maximum 
speed to 80km/hr 

 

Mandatory  

 
_______(Yes/No) 

 

 
i) 

 
Governor to be tamper proof 

 
Mandatory  

 
_______(Yes/No) 

 

 
j) 

 
Governor to be inspected by 
CM&TE before delivery. 

 
Mandatory  

 
_______(Yes/No) 

 

 
k) 

 
Any other equipment (or 

accessories) supplied. 

 
specify    

 

 

 

 

 

 

 

 

 
_______________ 

_______________ 

_______________ 

_______________ 

 

 
 

 
WATER TANK   
 
WITH  INNER ANTI-CORROSSION TREATMENT  

 

 

 
a) 

 
Tank capacity, min. 

 
14,000-16,000 ltr 

 
--------------- Ltr 

 

 
b) 

 
Elliptical shape steel tank with 

flat ends. 

 
Yes 

 
---------------(Y/N) 

 

 
c) 
 
 
 

TANK 

DIMENSION/EQUIVALENT,  
 

  

 
                             Length,  

approx 
7300mm 

 
--------------- mm 

 

 
                             Major axis,  

approx 
2400mm 

 
--------------- mm 

 

 
                              Minor axis,  

approx 
1200mm 

 
--------------- mm 

 

    

 
d) 

 
All steel construction using mild 

steel plate/ steel alloy, of 

thickness, min.. 

 
3.2 mm 

 
--------------- Mm 

 

 
e) 

 
Anti-surge baffle-plates fitted, 

 
Yes, 

 
---------------(Y/N) 
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SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

RESPONSE 

COMPLIANCE  

 baffle thickness, approx  3.5mm -----------------mm 
 
f) 

 

Number of baffle plates 

 
specify 

 
--------------- No. 

 

 
g) 

 
Baffle-plates to have inspection 

openings. 

 
Yes 

 
---------------(Y/N) 

 

 
h) 

 
Tank fitted with breather, min 

size. 

 
Specify 

 
--------------- mm 

 

 
i) 

 
Tank fitted with filling level 

indicator. 

 
Approx. 1200mm 

long 

 
 

----------------mm 

 

 
j) 

 
Inspection manhole on top with 

suitable seal and locking 

mechanism, min diameter. 

 
500 mm 

 
--------------- mm 

 

 
k) 

 
Steel-tube access ladder & 

platform to manhole. 

 
Yes 

 
---------------(Y/N) 

 

 
l) 

 
Tank fitted with drain plug, 

pipes. 

 
Yes 

 
---------------(Y/N) 

 

 
m) 

 
Gate valve fitted at rear, size. 

 

 
specify 

 
Mm 

 

n)  
Tank secured to chassis on 

cradle. 

 
yes 

 
-----------------

(Y/N) 

 

 
n) 

 
Tank internally lined with 

protective, anti-rust, non-

poisonous compound or paint. 

 
Yes 

 
---------------(Y/N) 

 

 
o) 

 
Tank and its chassis/cradle to be 

painted sky blue. 

 
Yes 

 
---------------(Y/N) 

 

 
p) 

 
Both side of the tank should be 

written 

 óCLEAN WATERô with broad 

letters. 

 
Yes 

 
---------------(Y/N) 

 

 
q) 

 
PTO gears driven semi-rotary 

pump. 

 
Yes 

 
---------------(Y/N) 

 

 
 

 
Pump capacity min. 

 
250 litres/min. 

 
------------- 

litre/min 

 

 
r) 

 
Pump and piping be such that 

pump can draw water from well 

(7m deep) into tank, and pump 

from tank to reservoir (10m 

head) with minimum changes in 

pipe connections. 

 
Yes 

 
---------------(Y/N) 

 

 
s) 

 
Hoses, suction and pressure 

proof, 2" with quick couplings. 

Hoses to cover total lengths as 

described in (o) above. 

 
Yes, Yes 

 
-----------------

(Y/N) 

 

 
t) 

 
Hose storage tubes, lockable and 

mounted laterally at tank-body 

 
Yes 

 
---------------(Y/N) 
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SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

RESPONSE 

COMPLIANCE  

 
u) 

 
A lift pump mounted on the tank 

chassis with its suction 

connected to the discharge pipe 

of the tank. 

 
Yes 

 
---------------(Y/N) 

 

 
v) 

 
Spare wheel carrier fitted. 

 
Yes 

 
---------------(Y/N) 

 

 
w) 

 
Rear mud flaps and chevrons 

(Reflectors) to be fitted. 

 
Yes 

 
---------------(Y/N) 

 

 
x) 

 
Tightness test of tank body with 

0.5 bar to be performed and 

certificate issue prior to delivery. 

 
yes 

 
---------------(Y/N) 

 

 
xi) 

 
A suitable 6HP /2500rpmn 
petrol driven engine,   
 
portable pump (with  carrier 
fixed on truck) of  capacity  
 
1000l/min supplied for pumping 
water in and out from  
 
tank to overhead tank or 
well.Head 25m 
 

 
Yes mandatory 

 

Specify make, 

model, country of 

origin and capacity 

.Attach literature. 

 
---------------(Y/N) 

 

     
 
12   WARRANTY 

 

 
a)  

 
Each vehicle supplied should 

carry a statement of warranty. 

 
yes 

 
---------------(Y/N) 

 

 
b)  

 
Vehicle warranty min., 40,000 

km or 12 months whichever 

occurs first. 

 
Specify 

 
--------------- Km 

----------- Months 

 

 
13 

 
MANUALS 

 
 

 
 

 

 
a) 

 
All literature in English language 

 
yes 

 
---------------(Y/N) 

 

 
b) 

 
Shop Manual, supplied 

 
yes 

 
---------------(Y/N) 

 

 
c) 

 
Parts catalogue , supplied. 

 
Yes 

 
---------------(Y/N) 

 

 
d) 

 
Drivers handbook and service 

schedule supplied 

 
yes 

 
---------------(Y/N) 

 

 
14 OTHER REQUIREMENTS  

 

 
a) 

 
Water tanker to conform to 

Kenya Traffic act Cap. 403 and 

have a certificate from the 

vehicle inspection unit. 

 
yes 

 
---------------(Y/N) 

 

 
b) 

 
Vehicle will be inspected by 

Chief Mechanical and Transport 

Engineer, through its 

construction stages for 

compliance with the 

specification. 

 
Yes 

 (Mandatory)   

 

 
(Y/N) 

 

 
c) 

 
Truck to be registered with the 

registrar of motor vehicles. 

 
Yes 

 (Mandatory)   

 
(Y/N) 
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SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

RESPONSE 

COMPLIANCE  

 
 
d) 

 
Franchise holder (representative 

in Kenya)------(Truck) 

 

If not, specify relationship with 

franchise holder. 

 
Yes 

 

Specify whether 

agent/dealer  

 
(Y/N) 

 

 

 

 

 
e) 

 

 
Availability of  spares. 

 

 
Indicate motor 

vehicle dealers 

who stock spare 

parts. 

 
 

 

 

 

 

 

 

 
f) 

 

 
Names and addresses of 

dealers/agents where back-up 

service can be obtained 

indicating the location of the 

workshops facilities.  

 
Specify  
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2. TRUCK, 4x2,     7,000-8,000 LITRES,    WATER BOWSER     
 

 

 

  
SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

RESPONSE 

COMPLIANCE  

 
A. 

 
TRUCK 

 

 
 

 
MAKE 

 
- 

 
 

 

 
 

 
MODEL 

 
- 

 
 

 

 
 

 
COUNTRY OF ORIGIN 

 
- 

 
 

 

 
 

 
MANUFACTURER'S 

LITERATURE, 

AUTHORITY AND 

SPECIFICATIONS 

SUPPLIED 

 
Yes 

 (Mandatory)  

 
-------------(Yes/No)     

 

  
Detailed engineering 

drawings showing 

dimensions of the tank 

supplied. 

 
Yes 

 (Mandatory)  

 
 

(Y/N) 

 

 
1. 

 
GENERAL 

 

 
a) 

 
A standard production, 

heavy duty, 4x2, truck of 

latest design, in current 

production. 

 
Yes, Yes, Yes 

 
-------------(Yes/No) 

 

 
b) 

 
Supplied new, unused 

 
Yes      

 
Yes/No) 

 

 
c) 

 
Designed to heavy duty 

export specifications, 

capable of operating in 

tropical conditions over 

paved and unpaved 

roads. 

 
Yes, Yes, Yes 

 
-----------(Yes/No) 

 

 
d) 

 
Suitable for water 

transportation. 

 
Yes       

 
------------(Yes/No) 

 

 
2. DIMENSIONS AND WEIGHTS 

 

 
a) 

 
Overall length, approx. 

 
7,400 mm 

 
--------------- mm 

 

 
b) 

 
Overall width, approx. 

 
2,400 mm 

 
--------------- mm 

 

 
c) 

 
Overall height, approx. 

 
2,600 mm 

 
--------------- mm 

 

 
d) 

 
Wheelbase, approx. 

 
4,500 mm 

 
--------------_ mm 

 

 
e) 

 
Length of Cab-chassis 

end, min 

 
5000 mm 

 
---------------- mm 

 

 
f) 

 
Kerb weight, approx. 

 
4,600 Kg 

 
--------------- Kg 

 

 
g) 

 
Max. G.V.W, approx. 

 
13,500 Kg 

 
---------------_ Kg 
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SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

RESPONSE 

COMPLIANCE  

h) Payload (plus weight of 

body), approx 

9,000 Kg ---------------_ Kg 

 
i) 

 
Permissible front 

(steering) axle load, max. 

 
8,000 Kg    

 
--------------- Kg  

 

 
j) 

 
Permissible rear (for 

dual, wheels) axle load, 

max. 

 
10,000 Kg    

 
--------------- Kg   

 

 
3. 

 
ENGINE 

 

 
a) 

 
Make 

 
- 

 
--------------- 

 

 
b) 

 
Model 

 
- 

 
--------------- 

 

 
c) 

 
Country of origin 

 
- 

 
--------------- 

 

 
d) 

 
Engine performance 

curves supplied 

 
Yes      

 
-------------(Yes/No)     

 

 
e) 

 
Diesel Engine, water 

cooled, 4 stroke 

 
Yes, Yes. Yes 

 
-------------(Yes/No) 

 

 
f) 

 
Mode of aspiration. 

(Natural/Turbocharged) 

 
Specify 

 
-------------------- 

 

 
g) 

 
Piston displacement, 

approx. 

 
5,500-10,000cc 

 
___________ cc 

 

 
h) 

 
Number of 

cylinders - min. 

 
6 

 
____________No. 

 

 
i) 

 
Maximum power output, 

(HP/ rpm),  min. 

 
160HP/3000rpm 

 
______      Hp/rpm 

 

 
j) 

 
Maximum torque 

developed, (NM /rpm),  

min. 

 
400Nm/1500rpm 

 
_______ Nm/rpm 

 

 
k) 

 
Air cleaner type, 

disposable/oilbath 

 
specify 

 
___________ 

 

 
l) 

 
Oil and fuel filter type 

 
disposable 

 
_____________ 

 

 
m) 

 
Average fuel 

consumption (on full 

load) 

 
specify   

 
_______l/km   

 

 
n) 

 
Fuel tank capacity, 

approx. 

 
200Lt 

 
___________ Lt 

 

 
4. CLUTCH AND TRANSMISSION 

 

 
a) 

 
Clutch, dry type, single 

plate 

 
Yes, Yes 

 
_______(Yes/No) 

 

 
b) 

 
Clutch, system actuation. 

 
Hydraulic 

 
_______________ 

 

 
c) 

 
Number of speeds,min. 

 
5F, 1R 

 
_______________ 

 

 
d) 

 
Drive configuration. 

 
4x2 

 
  ___ x ___ 
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SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

RESPONSE 

COMPLIANCE  

 
 
5. BRAKES, TYRES AND SUSPENSION. 

 

 
a) 

 
Brakes, 

hydraulic-pneumatic 

assisted 

 
Yes 

 
_______(Yes/No) 

 

 
b) 

 
Mechanical parking 

brake to act on rear 

wheels. 

 
Yes 

 
_______(Yes/No) 

 

 
c) 

 
Rear tyres, Dual /Single. 

 
Specify 

 
______________ 

 

 
d) 

 
Tires size locally 

manufactured. 

 
Yes 

 
_______(Yes/No) 

 

 
e) 

 
Optimum tire size 

 
specify 

 
___________ PR 

 

 
f) 

 
Suspension, front and 

rear heavy 

duty leaf springs with 

telescopic shock 

absorbers at 

front. 

 
Yes, Yes 

 
_______(Yes/No) 

 

 
6. 

 
STEERING AND CAB. 

 

 
a) 

 
Right Hand drive 

steering 

 
Yes 

 
_______(Yes/No) 

 

 
b) 

 
Steering Type 

Manual/assisted. 

 
Assisted 

 
________________ 

 

 
c) 

 
All steel, spacious cab to 

seat 3 passengers 

comfortably. 

 
Yes, Yes 

 
_______(Yes/No) 

 

 
d) 

 
Adjustable drivers seat. 

 
Yes 

 
_______(Yes/No) 

 

 
e) 

 
All seats to have safety 

belts that conform to the 

KEBS standard No. 06-

664 of 1985. 

Mandatory  

 
_______(Yes/No) 

 

 
7. 

 
ELECTRICAL SYSTEM AND INSTRUMENTS 

 

 
a) 

 
System voltage, negative 

earth. 

 
    12V, Yes 

 
________________ 

 

 
b) 

 
Battery capacity and 

size, approx. 

 
2x12V 

 
________________ 

 

 
c) 

 
Full lighting to conform 

to Cap 

403 Subs.23-Kenya 

Traffic Act. 

 
 

Yes      

 
 

_______(Yes/No)     

 

 
d) 

 
Standard instruments and 

gauges (or warning 

lights) for charging 

 
Yes      

 
_______(Yes/No)     
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SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

RESPONSE 

COMPLIANCE  

circuit, oil pressure, 

coolant temperature etc. 
 
8. 

 
EQUIPMENT ETC. 

 

 
a) 

 
Heavy duty type front 

fender. 

 
Yes 

 
_______(Yes/No) 

 

 
b) 

 
Laminated (safety) 

windshield. 

 
Yes 

 
_______(Yes/No) 

 

 
c) 

 
Sunvisors supplied. 

 
Yes, 2 No. 

 
_______(Yes/No) 

 

 
d) 

 
Rear view mirrors 

(external and internal) 

supplied. 

 
Yes, 3 No. 

 
_______(Yes/No) 

 

 
e) 

 
Spare wheel with carrier. 

 
Yes 

 
_______(Yes/No) 

 

 
f) 

 
Hydraulic (telescopic) 

jack, wheel brace and 

manufacturer's standard 

tools, supplied. 

 
 

Yes, Yes, Yes 

 
 

_______(Yes/No)     

 

 
g) 

 
Vehicle to be fitted with 
electronic speed 
governor 

 
Mandatory 

 
_______(Yes/No) 

 

 
h) 

 
Governor to limit 
maximum speed to 
80km/hr 

 

Mandatory 

 
_______(Yes/No) 

 

 
i) 

 
Governor to be tamper 
proof 

 
Mandatory 

 
_______(Yes/No) 

 

 
j) 

 
Governor to be inspected 
by CM&TE before 
delivery 

 
Mandatory 

 
_______(Yes/No) 

 

 
k) 

 
Any other equipment (or 

accessories) supplied. 

 
specify    

 

 

 

 
_______________ 

_______________ 

_______________ 

_______________ 

 

 
 

 
WATER TANK 

 
 

 
 

 

 
a) 

 
Tank capacity, min. 

 
7,000-8,000 ltr 

 
--------------- Ltr 

 

 
b) 

 
Elliptical shape steel tank 

with flat ends. 

 
Yes 

 
---------------(Y/N) 

 

 
c) 
 
 
 

TANK DIMENSION,     
 
                             

Length,  approx 
4200mm 

 
--------------- mm 

 

 
                             Major 

axis,  approx 
2200mm 

 
--------------- mm 

 

 
                              Minor 

axis,  approx 
1100mm 

 
--------------- mm 

 

    

 
d) 

 
All steel construction 

using mild steel plate/ 

steel alloy, of thickness, 

 
3.2 mm 

 
--------------- Mm 
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SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

RESPONSE 

COMPLIANCE  

min.. 
 
e) 

 
Anti-surge baffle-plates 

fitted, 

 baffle thickness, approx 

 
Yes, 

 3.5mm 

 
---------------(Y/N) 

-----------------mm 

 

 
f) 

 

Number of baffle plates 

 
specify 

 
--------------- No. 

 

 
g) 

 
Baffle-plates to have 

inspection openings. 

 
Yes 

 
---------------(Y/N) 

 

 
h) 

 
Tank fitted with breather, 

min size. 

 
Specify 

 
--------------- mm 

 

 
i) 

 
Tank fitted with filling 

level indicator. 

 
Approx. 1000mm 

long 

 
 

----------------mm 

 

 
j) 

 
Inspection manhole on 

top with suitable seal and 

locking mechanism, min 

diameter. 

 
500 mm 

 
--------------- mm 

 

 
k) 

 
Steel-tube access ladder 

& platform to manhole. 

 
Yes 

 
---------------(Y/N) 

 

 
l) 

 
Tank fitted with drain 

plug, pipe and spray bar. 

 
Yes 

 
---------------(Y/N) 

 

 
m) 

 
Gate valve fitted at rear, 

size. 

 

 
specify 

 
Mm 

 

n)  
Tank secured to chassis 

on cradle. 

 
yes 

 
-----------------(Y/N) 

 

 
n) 

 
Tank internally lined with 

protective, anti-rust, non-

poisonous compound or 

paint. 

 
Yes 

 
---------------(Y/N) 

 

 
o) 

 
Tank and its 

chassis/cradle to be 

painted sky blue. 

 
Yes 

 
---------------(Y/N) 

 

 
p) 

 
Both side of the tank 

should be written 

 óCLEAN WATERô with 

broad letters. 

 
Yes 

 
---------------(Y/N) 

 

 
q) 
 
 

 
PTO gears driven semi-

rotary pump. 

 
Yes 

 
---------------(Y/N) 

 

 
Pump capacity 

 
200 litres/min. 

 
------------- litre/min 

 

 
r) 

 
Pump and piping be such 

that pump can draw water 

from well (6m deep) into 

tank, and pump from tank 

to reservoir (20m head) 

with minimum changes in 

pipe connections. 

 
Yes 

 
---------------(Y/N) 
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SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

RESPONSE 

COMPLIANCE  

 
s) 

 
Hoses, suction and 

pressure proof, 2" with 

quick couplings. Hoses to 

cover total lengths as 

described in (o) above. 

 
Yes, Yes 

 
-----------------(Y/N) 

 

 
t) 

 
Hose storage tubes, 

lockable and mounted 

laterally at tank-body 

 
 Yes  

 
---------------(Y/N) 

 

 
u) 

 
A lift pump mounted on 

the tank chassis with its 

suction connected to the 

discharge pipe of the 

tank. 

 
Yes 

 
---------------(Y/N) 

 

 
v) 

 
Spare wheel carrier fitted. 

 
Yes 

 
---------------(Y/N) 

 

 
w) 

 
Rear mud flaps and 

chevrons 

(Reflectors) to be fitted. 

 
Yes 

 
---------------(Y/N) 

 

 
 

x) 

 
Tightness test of tank 

body with 0.5 bar to be 

performed and certificate 

issue prior to delivery. 

 
yes 

 
---------------(Y/N) 

 

 
12   WARRANTY 

 

 
a)  

 
Each vehicle supplied 

should carry a statement 

of warranty. 

 
yes 

 
---------------(Y/N) 

 

 
b)  

 
Vehicle warranty min., 

40,000 km or 12 months 

whichever occurs first. 

 
Specify 

 
--------------- Km 

----------- Months 

 

 
13 

 
MANUALS 

 
 

 
 

 

 
a) 

 
All literature in English 

language 

 
yes 

 
---------------(Y/N) 

 

 
b) 

 
Repair Manual, supplied 

 
yes 

 
---------------(Y/N) 

 

 
c) 

 
Parts catalogue , 

supplied. 

 
Yes 

 
---------------(Y/N) 

 

 
d) 

 
Drivers handbook and 

service schedule supplied 

 
yes 

 
---------------(Y/N) 

 

 
14 OTHER REQUIREMENTS  

 

 
a) 

 
Water tanker to conform 

to Kenya Traffic act Cap. 

403 and have a certificate 

from the vehicle 

inspection unit. 

 
yes 

 
---------------(Y/N) 

 

 
b) 

 
Vehicle will be inspected 

by Chief Mechanical and 

 
Yes 

 
(Y/N) 
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SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

RESPONSE 

COMPLIANCE  

Transport Engineer,  

through its construction 

stages for compliance 

with the specification. 
 
c) 

 
Body builders to have 

truck body inspected (by 

Certifying officer, 

Vehicle Inspection 

Centre) for compliance 

with Traffic Act prior to 

delivery to user. 

 
Yes 

 
(Y/N) 

 

 
d) 

 
Truck to be registered 

with the registrar of 

motor vehicles. 

 
Yes (Mandatory)  

 
(Y/N) 

 

 
e)   

 
Franchise holder 

(representative in 

Kenya)------(Truck) 

 

If not, specify 

relationship with 

franchise holder. 

 
Yes 

 

Specify whether 

agent/dealer  

 
(Y/N) 

 

 

 

 

 
f) 

 

 
Availability of  spares. 

 

 
Indicate motor 

vehicle dealers 

who stock spare 

parts.  

 

 
 

 

 

 
g) 

 

 
Names and addresses of 

dealers/agents where 

back-up service can be 

obtained indicating the 

location of the 

workshops facilities.  

 
Specify  
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3. WATER BOWSER, 4x2,    9,000-10,000 LITRES    

 

 
 

 
 

SPECIFICATION  
 
REQUIREMENT  

TENDERERôS 

REPONSE  

COMPLIANCE  

 
A. 

 
TRUCK 

 

 
 

 
MAKE 

 
- 

 
 

 

 
 

 
MODEL 

 
- 

 
 

 

 
 

 
COUNTRY OF ORIGIN 

 
- 

 
 

 

 
 

 
MANUFACTURER'S 

LITERATURE, 

AUTHORITY AND 

SPECIFICATIONS 

SUPPLIED 

 
Yes      

 
-------------

(Yes/No)     

 

  
Detailed engineering 

drawings, showing 

dimensions of the tank 

supplied. 

 
Yes 

 (Mandatory)  

 
 

(Y/N) 

 

 
1. 

 
GENERAL 

 

 
a) 

 
A standard production, 

heavy duty, 4x2, truck of 

latest design, in current 

production. 

 
Yes, Yes, Yes 

 
-------------

(Yes/No) 

 

 
b) 

 
Supplied new, unused 

 
Yes      

 
Yes/No) 

 

 
c) 

 
Designed to heavy duty 

export specifications, 

capable of operating in 

tropical conditions over 

paved and unpaved roads. 

 
Yes, Yes, Yes 

 
-----------(Yes/No) 

 

 
d) 

 
Suitable for water 

transportation. 

 
Yes       

 
------------(Yes/No) 

 

 
d) 

 
Right hand drive  

 
Mandatory  

 
------------(Yes/No) 

 

 
2. DIMENSIONS AND WEIGHTS 

 

 
a) 

 
Overall length, min. 

 
8,000 mm 

 
--------------- mm 

 

 
b) 

 
Overall width, approx. 

 
2,400 mm 

 
--------------- mm 

 

 
c) 

 
Overall height, approx. 

 
2,900 mm 

 
--------------- mm 

 

 
d) 

 
Wheelbase, approx. 

 
4,500-5,600 mm 

 
--------------_ mm 

 

 
e) 

 
Length of Cab-chassis end,  

 
5,000-7,000 mm 

 
---------------- mm 

 

 
f) 

 
Kerb weight, approx. 

 
4-6, 000 Kg 

 
--------------- Kg 

 

 
g) 

 
Max. G.V.W, . 

 
14-18,000 Kg 

 
---------------_ Kg 
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SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

REPONSE  

COMPLIANCE  

h) Payload (plus weight of 

body), min 

9,000-10,000Kg ---------------_ Kg 

 
i) 

 
Permissible front (steering) 

axle load, max. 

 
8,000 Kg    

 
--------------- Kg  

 

 
j) 

 
Permissible rear (for dual, 

wheels) axle load, max. 

 
10,000 Kg    

 
--------------- Kg   

 

 
3. 

 
ENGINE 

 

 
a) 

 
Make 

 
- 

 
--------------- 

 

 
b) 

 
Model 

 
- 

 
--------------- 

 

 
c) 

 
Country of origin 

 
- 

 
--------------- 

 

 
d) 

 
Engine performance curves 

supplied 

 
Yes      

 
-------------

(Yes/No)     

 

 
e) 

 
Diesel Engine, water cooled, 

4 stroke 

 
Yes, Yes. Yes 

 
-------------

(Yes/No) 

 

 
f) 

 
Mode of aspiration. 

(Natural/Turbocharged) 
Specify 

 
-------------------- 

 

 
g) 

 
Piston displacement, approx. 

 
6000-10,000c 

 
___________ cc 

 

 
h) 

 
Number of cylinders  

 
6 

 
____________No. 

 

 
i) 

 
Maximum power output, 

(HP/ rpm),  min. 

 
180Hp/2500rpm 

 
______      Hp/rpm 

 

 
j) 

 
Maximum torque developed, 

(Nm /rpm),  min. 

 
500Nm/1300rpm 

 
_______ Nm/rpm 

 

 
k) 

 
Air cleaner type, 

disposable/oil bath 

 
Specify 

 
___________ 

 

 
l) 

 
Oil and fuel filter type 

 
Disposable 

 
_____________ 

 

 
m) 

 
Average fuel consumption 

(on full load) 

 
Specify   

 
_______l/km   

 

 
n) 

 
Fuel tank capacity, approx. 

 

 

 
200Lt 

 
___________ Lt 

 

 
4. CLUTCH AND TRANSMISSION 

 

 
a) 

 
Clutch, dry type, single plate 

 
Yes, Yes 

 
_______(Yes/No) 

 

 
b) 

 
Clutch, system actuation. 

 
Hydraulic 

 
_______________ 

 

 
c) 

 
Number of speeds,min. 

 
5F, 1R 

 
_______________ 

 

 
d) 

 
Drive configuration. 

 

 
4x2 

 
  ___ x ___ 

 

 
5. BRAKES, TYRES AND SUSPENSION. 

 

 
a) 

 
Brakes, hydraulic-pneumatic 

assisted 

 
Yes 

 
_______(Yes/No) 

 



152 

 

 
 

 
SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

REPONSE  

COMPLIANCE  

 
b) 

 
Mechanical parking brake to 

act on rear wheels. 

 
Yes 

 
_______(Yes/No) 

 

 
c) 

 
Rear tyres 

 
Dual 

 
______________ 

 

 
d) 

 
Tires locally available. 

 
Yes 

 
_______(Yes/No) 

 

 
e) 

 
Optimum tire size 

11.00x 20, 14PR  
___________ PR 

 

 
f) 

 
Suspension, front and rear 

heavy 

duty leaf springs with 

telescopic shock absorbers at 

front. 

 
Yes, Yes 

 
_______(Yes/No) 

 

 
6. 

 
STEERING AND CAB. 

 

 
a) 

 
Right Hand drive steering Mandatory  

 
_______(Yes/No) 

 

 
b) 

 
Steering type,  

Manual/assisted. 

 
Assisted 

 
________________ 

 

 
c) 

 
All steel, spacious cab to 

seat 3 passengers 

comfortably. 

 
Yes, Yes 

 
_______(Yes/No) 

 

 
d) 

 
Adjustable drivers seat. 

 
Yes 

 
_______(Yes/No) 

 

 
e) 

 
All seats to have safety belts 

that conform to the KEBS 

standard No. 06-664 of 

1985. 

 

 

Mandatory  

 
_______(Yes/No) 

 

 
7. 

 
ELECTRICAL SYSTEM AND INSTRUMENTS 

 

 
a) 

 
System voltage, negative 

earth. 

 
    12V, Yes 

 
________________ 

 

 
b) 

 
Battery capacity and size, 

approx. 

 
2x12V 

 
________________ 

 

 
c) 

 
Full lighting to conform to 

Cap 

403 Sec.23-Kenya Traffic 

Act. 

 
 

Yes      

 
 

_______(Yes/No)     

 

 
d) 

 
Standard instruments and 

gauges (or warning lights) 

for charging circuit, oil 

pressure, coolant 

temperature etc. 

 
Yes      

 
_______(Yes/No)     

 

 
8. 

 
EQUIPMENT ETC. 

 

 
a) 

 
Heavy duty front fender. 

 
Yes 

 
_______(Yes/No) 

 

 
b) 

 
Laminated (safety) 

windshield. 

 
Yes 

 
_______(Yes/No) 
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SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

REPONSE  

COMPLIANCE  

c) Sun visors supplied,  2 No. Yes  _______(Yes/No) 
 
d) 

 
Rear view mirrors (external 

and internal) supplied,  

 3 No. 

 
Yes  

 
_______(Yes/No) 

 

 
e) 

 
Spare wheel with carrier. 

 
Yes 

 
_______(Yes/No) 

 

 
f) 

 
Hydraulic (telescopic) jack, 

wheel brace and 

manufacturer's standard 

tools, supplied. 

 
 

Yes, Yes, Yes 

 
 

_______(Yes/No)     

 

 
g) 
 

 
Vehicle to be fitted with a  
speed governor 

 
Mandatory  

 
_______(Yes/No) 

 

 
h) 
 

 
Governor to limit maximum 
speed to 80km/hr 

 

Mandatory  

 
_______(Yes/No) 

 

 
i) 
 

 
Governor to be tamper proof 

 
Mandatory  

 
_______(Yes/No) 

 

 
j) 
 

 
Governor to be inspected by 
CM&TE before fitting 

 
Mandatory  

 
_______(Yes/No) 

 

 
k) 

 
Any other equipment (or 

accessories) supplied. 

 
specify    

 

 
_______________ 

______________ 

 

 
9. 

 
WATER TANK 

 
 

 
 

 

 
a) 

 
Tank capacity, min. 

 
9,000lt 

 
--------------- Lt 

 

 
b) 

 
Elliptical shape steel tank 

with flat ends. 

 
Yes 

 
---------------(Y/N) 

 

 
c) 
 
 
 

 
TANK DIMENSION  

  
 

 

 
Length,  approx. 

6000mm --------------- mm  

 
Major axis.approx. 

2200mm  
--------------- mm 

 

 
Minor axis. approx. 

1100mm  
--------------- mm 

 

 
d) 

 
All steel construction using 

mild steel  plate/ steel alloy 

,of  thickness, min.. 

 
3.2 mm 

 
--------------- Mm 

 

 
e) 

 
Anti-surge baffle-plates 

fitted 

No. of baffle plates 

 
Yes 

Specify No. 

 
---------------(Y/N 

-------------- No. 

 

 
f) 

 
Baffle-plates to have 

inspection openings. 

 
Yes 

 
---------------(Y/N) 

 

 
g) 

 
Tank fitted with breather, 

min size. 

 
Specify 

 
--------------- mm 

 

 
h) 

 
Tank fitted with filling level 

indicator. Approx. 1000mm 

long 

 
Yes 

 
 

----------------mm 

 

 
i) 

 
Entry mounted  at top centre 

 
Yes 

 
--------------- mm 

 



154 

 

 
 

 
SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

REPONSE  

COMPLIANCE  

inspection manhole with 

suitable seal and locking 

mechanism, min diameter, 

500 mm 
 
j) 

 
Steel-tube access ladder & 

platform to manhole. 

 
Yes 

 
---------------(Y/N) 

 

 
k) 

 
Tank fitted with drain plug, 

pipe and spray bar. 

 
Yes 

 
---------------(Y/N) 

 

 
l) 

 
Gate valve fitted at rear, size. 

 
specify 

 
mm 

 

 
m) 

 
Tank secured to chassis on 

cradle. 

 
yes 

 
-----------------

(Y/N) 

 

 
n) 

 
Tank internally lined with 

protective, anti-rust, non-

poisonous compound, or 

double coat epoxy primer and 

paint. 

 
Yes 

 
---------------(Y/N) 

 

 
o) 

 
Tank and its chassis/cradle to 

be painted sky blue. 

 
Yes 

 
---------------(Y/N) 

 

 
p) 

 
Both sides of the tank should 

be written ±CLEAN 

WATERô in broad letters. 

 
Yes 

 
---------------(Y/N) 

 

 
q) 

 
PTO gear driven semi-rotary 

pump. 

 
Yes 

 
---------------(Y/N) 

 

 
 

 
Pump capacity, min 

 
500 ltrs/min. 

 
--------------- ltr/min 

 

 
r) 

 
Pump and piping be such that 

pump can draw water from 

well (6m deep) into tank, and 

pump from tank to reservoir 

(20m head) with minimum 

changes in pipe connections. 

 
Yes 

 
---------------(Y/N) 

 

 
s) 

 
Hoses, suction and pressure 

proof, 2" (50mm) with quick 

couplings. Hoses to cover 

total lengths as described in 

(o) above. 

 
Yes,Yes 

 
-----------------

(Y/N) 

 

 
t) 

 
Hose storage tubes, lockable 

and mounted laterally at 

tank-body 

 
Yes 

 
---------------(Y/N) 

 

 
u) 

 
A lift pump mounted on the 

tank chassis with its suction 

connected to the discharge 

pipe of the tank. 

 
Yes 

 
---------------(Y/N) 

 

 
v) 

 
Spare wheel carrier fitted. 

 
Yes 

 
---------------(Y/N) 

 

 
w) 

 
Rear mud flaps chevrons and 

reflectors to be fitted. 

 
Yes 

 
---------------(Y/N) 
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SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

REPONSE  

COMPLIANCE  

 

x) 

Tightness test of tank body 

with 0.5 bar to be performed 

and certificate issue prior to 

delivery. 

Yes ---------------(Y/N) 

 
xi) 

 
A suitable 6HP /2500rpmn 
petrol driven engine,   
 
portable pump (with  carrier 
fixed on truck) of  capacity  
 
1000l/min supplied for 
pumping water in and out 
from  
 
tank to overhead tank or 
well.Head 25m 

 
Yes mandatory 

 

Specify make, 

model, country of 

origin and capacity 

.Attach literature. 

 
---------------(Y/N) 

 

 
10.    WARRANTY 

 

 
a)  

 
Each vehicle supplied should 

carry a statement of warranty. 

 
yes 

 
---------------(Y/N) 

 

 
b)  

 
Vehicle warranty min., 

40,000 km or 12 months 

whichever occurs first. 

 
Specify 

 
--------------- Km 

--------------- 

months 

 

 
11. 

 
MANUALS 

 
 

 
 

 

 
a) 

 
All literature in  English 

language 

 
yes 

 
---------------(Y/N) 

 

 
b) 

 
Shop Manual, supplied 

 
yes 

 
---------------(Y/N) 

 

 
c) 

 
Parts catalogue , supplied. 

 
Yes 

 
---------------(Y/N) 

 

 
d) 

 
Drivers handbook and 

service schedule supplied 

 
yes 

 
---------------(Y/N) 

 

 
12. OTHER REQUIREMENTS  

 

 
a) 

 
Water tanker to conform to 

Kenya Traffic act Cap. 403 

and have a certificate from 

the vehicle inspection unit. 

 

 
yes 

 
---------------(Y/N) 

 

 
b) 

 
Chief Mechanical and 

Transport Engineer, will 

inspect vehicle through its 

construction stages for 

compliance with the 

specification. 

 

 
Yes 

 
(Y/N) 

 

 
c) 

 
Body builders to have truck 

body inspected (by 

Certifying officer, Vehicle 

Inspection Centre) for 

compliance with Traffic Act 

prior to delivery to user. 

 

 
Yes 

 
(Y/N) 

 

 
d) 

 
Truck to be registered with 

 
Yes (Mandatory)  

 
(Y/N) 
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SPECIFICATION  

 
REQUIREMENT  

TENDERERôS 

REPONSE  

COMPLIANCE  

the registrar of motor 

vehicles. 
 
e)   

 
Franchise holder 

(representative in Kenya)----

--(Truck) 

 

If not, specify relationship 

with franchise holder. 

 
Yes 

 

Specify whether 

agent/dealer  

 
(Y/N) 

 

 

 

 
f) 

 

 
Availability of  spares. 

 

 
Indicate motor 

vehicle dealers 

who stock spare 

parts. 

 
 

 

 

 

 
e) 

 

 
Names and addresses of 

dealers/agents where back-

up service can be obtained 

indicating the location of the 

workshops facilities. 

 
Specify 
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4. WATER BOWSER, 6x2,  14,000-16,000 LITRES    

 
 

 
 

SPECIFICATION 
 
REQUIREMENT 

TENDERERôS 

REPONSE  

COMPLIANCE  

 
A. 

 
TRUCK 

 

 
 

 
MAKE 

 
- 

 
 

 

 
 

 
MODEL 

 
- 

 
 

 

 
 

 
COUNTRY OF ORIGIN 

 
- 

 
 

 

 
 

 
MANUFACTURER'S 

LITERATURE, 

AUTHORITY AND 

SPECIFICATIONS 

SUPPLIED 

 
Yes 

 (Mandatory)  

 
-------------

(Yes/No)     

 

  
Detailed engineering 

drawings showing 

dimensions of the tank 

supplied. 

 
Yes 

 (Mandatory)  

 
 

(Y/N) 

 

 
1. 

 
GENERAL 

 

 
a) 

 
A standard production, 

heavy duty, 6x2, water 

bowser of latest design, in 

current production. 

 
Yes, Yes, Yes 

 
-------------

(Yes/No) 

 

 
b) 

 
Supplied new, unused 

 
Yes      

 
Yes/No) 

 

 
c) 

 
Designed to heavy duty 

export specifications, 

capable of operating in 

tropical conditions over 

paved and unpaved roads. 

 
Yes, Yes, Yes 

 
-----------(Yes/No) 

 

 
d) 

 
Suitable for water 

transportation. 

 
Yes       

 
------------(Yes/No) 

 

 
2. DIMENSIONS AND WEIGHTS 

 

 
a) 

 
Overall length, approx. 

 
10,000 mm 

 
--------------- mm 

 

 
b) 

 
Overall width, approx. 

 
2,400 mm 

 
--------------- mm 

 

 
c) 

 
Overall height, approx. 

 
2,600 mm 

 
--------------- mm 

 

 
d) 

 
Wheelbase, approx. 

 
5,000+1300 mm 

 
--------------_ mm 

 

 
e) 

 
Length of Cab-chassis end, 

min 

 
7300 mm 

 
---------------- mm 

 

 
f) 

 
Kerb weight, approx. 

 
6,300 Kg 

 
--------------- Kg 

 

 
g) 

 
Max. G.V.W, approx. 

 
21-26,000 Kg 

 
---------------_ Kg 

 

 
h) 

 
Payload , approx 

 
14-16,000 Kg 

 
---------------_ Kg 

 

 
3. 

 
ENGINE 
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SPECIFICATION 

 
REQUIREMENT 

TENDERERôS 

REPONSE  

COMPLIANCE  

a) Make - --------------- 
 
b) 

 
Model 

 
- 

 
--------------- 

 

 
c) 

 
Country of origin 

 
- 

 
--------------- 

 

 
d) 

 
Engine performance curves 

supplied 

 
Yes      

 
-------------

(Yes/No)     

 

 
e) 

 
Diesel Engine, water cooled, 

4 stroke 

 
Yes, Yes. Yes 

 
-------------

(Yes/No) 

 

 
f) 

 
Mode of aspiration. 

(Natural/Turbocharged) 

 
specify 

 
-------------------- 

 

 
g) 

 
Piston displacement, approx. 

 
6000-12000cc 

 
___________ cc 

 

 
h) 

 
Number of cylinders - min. 

 
6 

 
____________No. 

 

 
i) 

 
Maximum power output, 

(HP/ rpm),  min. 

 
180HP/2800rpm 

 
______      Hp/rpm 

 

 
j) 

 
Maximum torque developed, 

(NM /rpm),  min. 

 
600Nm/1600rpm 

 
_______ Nm/rpm 

 

 
k) 

 
Air cleaner type, 

disposable/oilbath 

 
specify 

 
___________ 

 

 
l) 

 
Oil and fuel filter type 

 
disposable 

 
_____________ 

 

 
m) 

 
Average fuel consumption 

(on full load) 

 
specify   

 
_______l/km   

 

 
n) 

 
Fuel tank capacity, min 

 
200Lt 

 
___________ Lt 

 

 
4. CLUTCH AND TRANSMISSION 

 

 
a) 

 
Clutch, dry type, single plate 

 
Yes, Yes 

 
_______(Yes/No) 

 

 
b) 

 
Clutch, system actuation. 

 
Hydraulic 

 
_______________ 

 

 
c) 

 
Number of speeds, min. 

 
5F, 1R 

 
_______________ 

 

 
d) 

 
Drive configuration. 

 

 
6x2 

 
  ___ x ___ 

 

 
5. BRAKES, TYRES AND SUSPENSION. 

 

 
a) 

 
Brakes, hydraulic-pneumatic 

assisted 

 
Yes 

 
_______(Yes/No) 

 

 
b) 

 
Mechanical parking brake to 

act on rear wheels. 

 
Yes 

 
_______(Yes/No) 

 

 
c) 

 
Rear tyres, Dual /Single. 

 
Specify 

 
______________ 

 

 
d) 

 
Tires size locally available. 

 
Yes 

 
_______(Yes/No) 

 

 
e) 

 
Optimum tire size 

 
specify 

 
___________ PR 

 

 
f) 

 
Suspension, front and rear 

heavy 

duty leaf springs with 

 
Yes, Yes 

 
_______(Yes/No) 
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SPECIFICATION 

 
REQUIREMENT 

TENDERERôS 

REPONSE  

COMPLIANCE  

telescopic shock absorbers at 

front. 
 
6. 

 
STEERING AND CAB. 

 

 
a) 

 
Right Hand drive steering 

 
Yes 

 
_______(Yes/No) 

 

 
b) 

 
Steering Type. 

 
Assisted 

 
________(Yes/No) 

 

 
c) 

 
All steel, spacious cab to 

seat 3 passengers 

comfortably. 

 
Yes, Yes 

 
_______(Yes/No) 

 

 
d) 

 
Adjustable drivers seat. 

 
Yes 

 
_______(Yes/No) 

 

 
e) 

 
All seats to have safety belts 

that conform to the KEBS 

standard No. 06-664 of 

1985. 

Mandatory  

 
_______(Yes/No) 

 

 
7. 

 
ELECTRICAL SYSTEM AND INSTRUMENTS 

 

 
a) 

 
System voltage, negative 

earth. 

 
12V, Yes 

 
________________ 

 

 
b) 

 
Battery capacity and size, 

approx. 

 
2x12V 

 
________________ 

 

 
c) 

 
Full lighting to conform to 

Cap 

403 Subs.23-Kenya Traffic 

Act. 

 
 

Yes      

 
 

_______(Yes/No)     

 

 
d) 

 
Standard instruments and 

gauges (or warning lights) 

for charging circuit, oil 

pressure, coolant 

temperature etc. 

 
Yes      

 
_______(Yes/No)     

 

 
8. 

 
EQUIPMENT ETC. 

 

 
a) 

 
Heavy duty type front 

fender. 

 
Yes 

 
_______(Yes/No) 

 

 
b) 

 
Laminated (safety) 

windshield. 

 
Yes 

 
_______(Yes/No) 

 

 
c) 

 
Sunvisors supplied. 

 
Yes, 2 No. 

 
_______(Yes/No) 

 

 
d) 

 
Rear view mirrors (external 

and internal) supplied. 

 
Yes, 3 No. 

 
_______(Yes/No) 

 

 
e) 

 
Spare wheel with carrier. 

 
Yes 

 
_______(Yes/No) 

 

 
f) 

 
Hydraulic (telescopic) jack, 

wheel brace and 

manufacturer's standard 

tools, supplied. 

 
 

Yes, Yes, Yes 

 
 

_______(Yes/No)     

 

 
g) 

 
Vehicle to be fitted with 
electronic speed governor 

 
Mandatory  

 
_______(Yes/No) 

 

  
Governor to limit maximum 
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SPECIFICATION 

 
REQUIREMENT 

TENDERERôS 

REPONSE  

COMPLIANCE  

h) speed to 80km/hr Mandatory  _______(Yes/No) 
 
i) 

 
Governor to be tamper proof 

 
Mandatory  

 
_______(Yes/No) 

 

 
j) 

 
Governor to be inspected by 
CM&TE before delivery. 

 
Mandatory  

 
_______(Yes/No) 

 

 
k) 

 
Any other equipment (or 

accessories) supplied. 

 
specify    

 

 

 

 
_______________ 

_______________ 

_______________ 

_______________ 

 

 
 

 
WATER TANK   

WITH  INNER ANTI-CORROSSION TREATMENT  

 

 

 
a) 

 
Tank capacity, min. 

 
14,000-16,000 ltr 

 
--------------- Ltr 

 

 
b) 

 
Elliptical shape steel tank 

with flat ends. 

 
Yes 

 
---------------(Y/N) 

 

 
c) 
 
 
 

TANK DIMENSION,     
 
                             Length,  

approx 
7300mm 

 
--------------- mm 

 

 
                             Major 

axis,  approx 
2400mm 

 
--------------- mm 

 

 
                              Minor 

axis,  approx 
1200mm 

 
--------------- mm 

 

    

 
d) 

 
All steel construction using 

mild steel plate/ steel alloy, 

of thickness, min.. 

 
3.2 mm 

 
--------------- Mm 

 

 
e) 

 
Anti-surge baffle-plates 

fitted, 

 baffle thickness, approx 

 
Yes, 

 3.5mm 

 
---------------(Y/N) 

-----------------mm 

 

 
f) 

 

Number of baffle plates 

 
specify 

 
--------------- No. 

 

 
g) 

 
Baffle-plates to have 

inspection openings. 

 
Yes 

 
---------------(Y/N) 

 

 
h) 

 
Tank fitted with breather, 

min size. 

 
Specify 

 
--------------- mm 

 

 
i) 

 
Tank fitted with filling level 

indicator. 

 
Approx. 1200mm 

long 

 
 

----------------mm 

 

 
j) 

 
Inspection manhole on top 

with suitable seal and locking 

mechanism, min diameter. 

 
500 mm 

 
--------------- mm 

 

 
k) 

 
Steel-tube access ladder & 

platform to manhole. 

 
Yes 

 
---------------(Y/N) 

 

 
l) 

 
Tank fitted with drain plug, 

pipes. 

 
Yes 

 
---------------(Y/N) 

 

 
m) 

 
Gate valve fitted at rear, size. 

 
specify 

 
Mm 
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SPECIFICATION 

 
REQUIREMENT 

TENDERERôS 

REPONSE  

COMPLIANCE  

 

n)  
Tank secured to chassis on 

cradle. 

 
yes 

 
-----------------

(Y/N) 

 

 
n) 

 
Tank internally lined with 

protective, anti-rust, non-

poisonous compound or 

paint. 

 
Yes 

 
---------------(Y/N) 

 

 
o) 

 
Tank and its chassis/cradle to 

be painted sky blue. 

 
Yes 

 
---------------(Y/N) 

 

 
p) 

 
Both side of the tank should 

be written 

 óCLEAN WATERô with 

broad letters. 

 
Yes 

 
---------------(Y/N) 

 

 
q) 

 
PTO gears driven semi-

rotary pump. 

 
Yes 

 
---------------(Y/N) 

 

 
 

 
Pump capacity min. 

 
250 litres/min. 

 
------------- 

litre/min 

 

 
r) 

 
Pump and piping be such that 

pump can draw water from 

well (7m deep) into tank, and 

pump from tank to reservoir 

(10m head) with minimum 

changes in pipe connections. 

 
Yes 

 
---------------(Y/N) 

 

 
s) 

 
Hoses, suction and pressure 

proof, 2" with quick 

couplings. Hoses to cover 

total lengths as described in 

(o) above. 

 
Yes, Yes 

 
-----------------

(Y/N) 

 

 
t) 

 
Hose storage tubes, lockable 

and mounted laterally at 

tank-body 

 
Yes 

 
---------------(Y/N) 

 

 
u) 

 
A lift pump mounted on the 

tank chassis with its suction 

connected to the discharge 

pipe of the tank. 

 
Yes 

 
---------------(Y/N) 

 

 
v) 

 
Spare wheel carrier fitted. 

 
Yes 

 
---------------(Y/N) 

 

 
w) 

 
Rear mud flaps and chevrons 

(Reflectors) to be fitted. 

 
Yes 

 
---------------(Y/N) 

 

 
x) 

 
Tightness test of tank body 

with 0.5 bar to be performed 

and certificate issue prior to 

delivery. 

 
yes 

 
---------------(Y/N) 
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SPECIFICATION 

 
REQUIREMENT 

TENDERERôS 

REPONSE  

COMPLIANCE  

 
xi) 

 
A suitable 6HP /2500rpmn 

petrol driven engine,   

 

portable pump (with  carrier 

fixed on truck) of  capacity  

 

1000l/min supplied for 

pumping water in and out 

from  

 

tank to overhead tank or 

well.Head 25m 
 
 

 
Yes mandatory 

 

Specify make, 

model, country of 

origin and 

capacity .Attach 

literature. 

 
---------------(Y/N) 

 

 
12   WARRANTY 

 

 
a)  

 
Each vehicle supplied should 

carry a statement of warranty. 

 
yes 

 
---------------(Y/N) 

 

 
b)  

 
Vehicle warranty min., 

40,000 km or 12 months 

whichever occurs first. 

 
Specify 

 
--------------- Km 

----------- Months 

 

 
13 

 
MANUALS 

 
 

 
 

 

 
a) 

 
All literature in  English 

language 

 
yes 

 
---------------(Y/N) 

 

 
b) 

 
Shop Manual, supplied 

 
Yes 

 

 
---------------(Y/N) 

 

 
c) 

 
Parts catalogue , supplied. 

 
Yes 

 

 
---------------(Y/N) 

 

 
d) 

 
Drivers handbook and 

service schedule supplied 

 
yes 

 
---------------(Y/N) 

 

 
14 OTHER REQUIREMENTS  

 

 
a) 

 
Water tanker to conform to 

Kenya Traffic act Cap. 403 

and have a certificate from 

the vehicle inspection unit. 

 
yes 

 
---------------(Y/N) 

 

 
b) 

 
Vehicle will be inspected by 

Chief Mechanical and 

Transport Engineer,  through 

its construction stages for 

compliance with the 

specification. 

 
Yes 

 (Mandatory)   

 

 
(Y/N) 

 

 
c) 

 
Body builders to have truck 

body inspected (by 

Certifying officer, Vehicle 

Inspection Centre) for 

compliance with Traffic Act 

prior to delivery to user. 

 
Yes 

 
(Y/N) 

 

 
d) 

 
Truck to be registered with 

 
Yes 

 
(Y/N) 
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SPECIFICATION 

 
REQUIREMENT 

TENDERERôS 

REPONSE  

COMPLIANCE  

the registrar of motor 

vehicles. 

 (Mandatory)   

 
 
e)   

 
Franchise holder 

(representative in Kenya)----

--(Truck) 

 

If not, specify relationship 

with franchise holder. 

 
Yes 

 

Specify whether 

agent/dealer  

 
(Y/N) 

 

 

 

 

 
f) 

 

 
Availability of  spares. 

 

 
Indicate motor 

vehicle dealers 

who stock spare 

parts.  

 

 
 

 

 

 

 
e) 

 

 
Names and addresses of 

dealers/agents where back-

up service can be obtained 

indicating the location of the 

workshops facilities.   

 
Specify  

 
 

 

 

 

 

 

 




